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1. EXECUTIVE SUMMARY

This report presents results from the analysis of asbestos in soil samples and samples
of associated asbestos-containing debris (ACM)1 collected at the North Ridge Estates
Site in Klamath Falls, Oregon. The report also presents a preliminary evaluation of
potential exposures to asbestos that may be released when site soils or ACM are
disturbed and provides a conservative evaluation of potential risks to human health
associated with such exposures.

The objectives of this preliminary risk assessment are to:

1. assess the need for immediate (versus long-term) action to protect public health
at the site;

2. identify and focus issues most relevant to assessment of risk at the site; and

3. identify data gaps and focus further study at the site that will be suitable for
supporting final decisions concerning a permanent remedy.

A summary of conclusions and recommendations for the three objectives of this report
are each addressed separately below. These are then followed by a summary overview
of the findings of each of the sections of the main body of thefreport.

Assessing the Need for Immediate (Versus Long-Term) Action

With one exception, the results of the risk assessment presented in this report indicate
that risks posed by the presence of asbestos at the North Ridge Estates Site are
sufficiently low so that immediate actions to reduce them are not warranted. Thus,
taking the time required to complete site characterization and an assessment of risks
that are adequate for supporting the required risk-management decisions for the site will
not pose an unacceptable risk. It is therefore .recommended that such investigation and
analysis be completed in a timely manner so that decisions concerning a permanent
remedy for the site can be based on sound technical information.

The one exception involves the need to limit opportunities for exposure to amphibole
asbestos-containing ACM. Any steam-pipe insulation that is exposed at the surface of
the site should be encapsulated or removed.

Identifying and Focusing Issues

The discussion of issues is divided into general conclusions and recommendations.

1 ACM means'<1asbe&tojs containing material" and some of the construction-related materials
observed as debrisfin sjfe sojjs is composed of ACM.



The relevant conclusions of this study can be summarized as follows:

• the vast majority of asbestos observed at the North Ridge Estates Site is
chrysotile. Although it is known that amosite (an amphibole asbestos) is
associated with the steam-pipe insulation that exists at the site and debris
containing such insulation was observed in three small, isolated areas of the site
(which have been cleaned up), amosite asbestos structures were observed only

•... rarely in samples collected and analyzed at the site;

• for residents who might walk, run, bicycle, rototill, or ride ATV's at the site, such
activities are unlikely to present unacceptable risks, as long as the opportunity for
exposure to amphibole asbestos-containing soils or ACM (e.g. steam-pipe <\sU* ^ \/
insulation) remains limited. For some of these pathways (including ATV riding in
particular), completion of a more sophisticated (less extreme) assessment would
provide an improved indication of the upper limits to risk posed by asbestos
exposure associated with this pathway;

• children who play and residents who garden in site soils (even in hot spot areas
where the highest concentrations of ACM were observed) are unlikely to be
exposed to asbestos at levels posing an unacceptable risk, as long as the
opportunity for exposure to amphibole asbestos-containing soils or ACM (e.g.
steam-pipe insulation) remains limited;

• in general, for areas in which the concentrations of asoestosln the soils
themselves are low, removing visible chrysotile-containing ACM (so that the
mass fraction of any remaining ACM is below 0.3%) should render soils generally

'"•" suitable for the kinds of common activities considered above. Even if the
remaining ACM were to completely degrade, the resulting asbestos
concentrations in the soils would not be adequate to pose an unacceptable risk;

• the handling of pieces of chrysotile-containing ACM (as long as they are not
intentionally abraded by cutting, sanding/or scraping) should not pose an undue
concern even though risk estimates attendant to this exposure pathway are the
least certain of all of the exposure pathways evaluated. At the same time, it
appears that activities causing chrysotile-containing ACM to be intentionally
abraded should generally be avoided;

• the intentional abrading of amphibole asbestos-containing ACM (by cutting,
sanding, or scraping) should be avoided and even occasional handling of
amphibole asbestos-containing ACM should be minimized;

• future construction conducted at the site should not pose an unacceptable risk to
local residents, even if required measures to control nuisance dust are ignored.
This remains true even if such construction were to be conducted in hot spot
areas containing the highest observed asbestos concentrations (as might occur,
for example, if such hot spots were to be remediated);



• future construction conducted at the site should not pose an unacceptable risk to
workers asJgjrjg-.asJhey_practice the measurejĵ jiiĵ glJojDî rrh l̂jiuisance^ust
and as long as the extent of amphibole asbestos contamination remains limited;
and

• although completion of a more sophisticated (less extreme) assessment would
provide an improved indication of the upper limits to risk posed by asbestos
exposure during construction in areas where amphibole asbestos may be
encountered at the site, use of appropriate respiratory protection should be
considered for workers who disturb ACM containing amphibole asbestos for any
extended period of time. •

Given the results of this study, the following is recommended:

• if there is a need to reduce the uncertainty bounds for the risk estimates
provided in this study for pathways in which moisture content affects dust
generation, a small number of moisture content measurements could be
collected in surface soils and shallow subsurface soils (spaced out over varying
conditions of the year) to improve the precision of the moisture content estimates
employed in the exposure modeling;

• to the degree that an improved estimate of the bounds for risks posed to
residents at the North Ridge Estates Site would provide improved support for
decision making at the site, it is recommended that a more sophisticated analysis
of the most critical exposure pathways be completed. Depending on
circumstances, risk estimates may be improved by any one or a combination of
the following:

o collecting additional measurements to develop and employ an improved
estimate of the input source concentration of asbestos appropriate for
each pathway of interest (see additional discussion of data gaps below); i.

o collecting additional measurements at the site or in the laboratory to
provide improved estimates of the input values of other model parameters
that affect.the estimation of exposure and risk;

o developing or adapting more sophisticated models that better represent
the actual exposures of interest (rather than representing exposures that
are known to be greater than the actual exposures of interest); and/or

o conducting sensitivity analyses and/or Monte Carlo analyses to better
gauge the relative importance of the various factors affecting exposure '

P and to derive more quantitative upper bound estimates of risk.

due to the particular hazard posed by the presence of amphibole asbestos-
containing ACM (e.g. steam-pipe insulation), it is recommended that sufficient
observations and measurements be collected to adequately identify the locations



of such materials at the site and actions be implemented to assure that exposure
to such materials are adequately minimized. Thus, for example, a plan should be
implemented to address all exposed ends and/or detached segments of steam-
pipe lines at the site;

to assure that soils remain acceptable for unrestricted use in areas where
asbestos concentrations are low in the soils themselves, it will be necessary
either to further refine risk calculations and devise an improved target or to
remove chrysotile-containing ACM from soils thaUnight be contacted so that the
mass fraction of such material is reduced below^O3%liby weight. Also, a
procedure needs to be devised for determining wFlether the residual
concentration of ACM that remains in surface soils
action (or any future removal actions) in fact achieves whateyerjarget residual

^^ "~ ~~T ~ '

following the recent removal

.
• other soils or bulk media containing ACM at the site should also be stabilized and

isolated or remediated so as to minimize human contact to the asbestos
contained within.

Identifying Data Gaps to Focus Further Study

The identification of data gaps to focus further study is divided into general conclusions
and recommendations.

The relevant conclusions of this study can be summarized as follows:

• the existing data used to support this study appear adequate for supporting a
conservative, bounding analysis of chrysotile exposure and risk at the site;
However, additional sampling and analysis may be required, if there is a need to
conduct a more sophisticated assessment of risks to better address outstanding
issues regarding risk levels estimated for the specific exposure pathway

•• evaluated in this study; and

• due to the greater potency assumed for amphibole asbestos relative to
chrysotile, to support a final remedy based on the exposure pathways evaluated,
it may be necessary to further bound the low concentrations of amphiboles that
were detected and further refine the site model to assure that potential amphjbole
asbestos hot spots are adequately identified and addressed;

Given the above, recommendations for addressing potential data gaps are summarized
as follows:

• due to the substantial uncertainty associated with several input parameters to the
model involving intentional abrading of ACM (unless additional data become
available from EPA), a small, bench-scale simulation is recommended to better
characterize the risks associated with this pathway;



• for areas of the site where additional information is needed to better inform risk-
management decisions (i.e. to determine the need for, identify, and select among
options fora permanent remedy), it is recommended that additional, focused
sampling and analysis be conducted to better define the areal and vertical
distribution of ACM at the site to (for example):

o better characterize the rate at which ACM may continue to surface due to
uplift from freeze-thaw cycling, erosion from water flow, or transport due to
the activities of burrowing animals; and

.
• :• . .

o better support more sophisticated analyses of specific exposure pathways
to refine exposure and risk estimates.

Summary of Sampling and Analytical Results

To support this study, eighteen soil samples were collected and analyzed for the
presence of asbestos. These samples represent background conditions, general (area-
wide) conditions over the occupied portions of North Ridge Estates, and areas of
concentrated ACM (hot spots). Thirteen suspected ACM samples were also separated
from these soil samples and separately analyzed for asbestos. The ACM itself was also
weighed to determine the mass fraction (percentage weight) that the separated ACM
represented in the original soil sample.

The data collected to support this study were also supplemented with data collected by
the U.S.EPA. The U.S.ERA data set contains 12 composite soil samples, which were
collected, prepared, and analyzed in an identical manner to the treatment of samples in
this study (except that the ACM components of the U.S.EPA samples were not
separately analyzed). The U.S.EPA composite samples were constructed from
component samples collected on specific residential lots in a manner designed to
provide conservative (high) estimates of asbestos concentrations that might be
encountered by residents on their own property.

A single asbestos structure was observed among the soil components of the 10
samples collected in the current study to represent general surface soils at the site.
Significantly higher numbers of asbestos structures were observed in the soil samples
taken from hot spot areas (containing concentrated ACM). ACM was separated.both
from samples taken to represent general surface soils at the site and from samples
taken in hot spot areas of concentrated ACM. Substantial concentrations of asbestos
were observed in ACM isolated from both kinds of samples. Moreover, the range of
concentrations of asbestos in the ACM components of hot spot samples do not vary
substantially compared to the range observed among the ACM components of general
(area-wide) surface samples. However, the weight of ACM compared to the weight of
the total soil sample was substantially higher in all samples taken from hot spots than
from samples collected to represent general surface conditions.

The range of asbestos concentrations observed in the soil components of samples
collected by the U.S.EPA are not substantially different than the range of concentrations



observed among the samples collected in the current study to represent general surface
conditions. In fact, the upper bound estimates of concentrations derived from samples
in the current study adequately bound the maximum concentrations observed among
the U.S.EPA samples, j^ /\CM ccYo/Wbb MA£.

With the exception of nine amosite structures observed in a single sample, all of the
asbestos observed among the samples collected in the current study Were chrysotile.
The single sample containing the amosite was collected from a hole in a foundation at
an identified "hot spot." Among the U.S.EPA samples, a single amosite structure was
observed in each of two samples. Unlike the amosite structures detected in the current
study, however, both of the amosite structures detected among the U.S.EPA samples
were too short to be included in the range of structures generally considered to
contribute to biological activity or risk.

Amosite is an amphibole asbestos type and amphibole asbestos (structure for structure)
is believed to present a greater hazard to human health than chrysotile. Therefore, to
assure that this study remains conservative in a health protective sense, the risks
attributable to chrysotile and amosite are both explicitly considered in this risk
assessment.

The quality of the data collected in the current study to characterize asbestos
concentrations in soils at the North Ridge Estates Site was evaluated and indicates that
these data can be considered reliable and reproducible. It was also, shown that
asbestos concentrations in site soils in areas remote from areas with high
concentrations of ACM are generally low and consistent. In contrast, asbestos
concentrations in soils associated with areas of concentrated ACM (hot spots) contain
significantly higher concentrations of asbestos. Asbestos concentrations in the ACM
itself appear to vary substantially. However, this is not surprising as both the types of
ACM and the relative degree of weathering of the ACM vary from location to location at
the North Ridge Estates Site.

Although the data from the U.S.EPA study are employed in this assessment to
supplement the data collected in the current study, these data are currently considered
to be preliminary because the quality of these data have not yet been completely
characterized. It is therefore possible that some of the estimates derived from these
data may change slightly when the data are finalized. :•

Relating Asbestos Concentrations to ACM Mass in Soil

Based on the history of the site, the asbestos observed in the soil components of
samples is expected to have come from degradation of the ACM in each sample.
Therefore, the relationship between asbestos concentrations in soil components and the
corresponding ACM components of the available samples was evaluated. A significant
correlation was found to exist between the mass of ACM found in a sample and the
resulting concentration of asbestos observed in the soil component of that sample.



Moreover, it appears that detectable concentrations of asbestos only occur in soils
when more than approximately (T%) of the mass of the sample is comprised of ACM.

Importantly, although the observation of a significant correlation between soil asbestos
concentrations and ACM concentrations reinforces the current belief that the asbestos
at the site originated from ACM, this correlation is not formally employed to support the
risk assessment.

Evaluating Potential Exposures

' " -'IAsbestos is a potential hazard when inhaled. Because asbestos concentrations above '••
background levels were not observed during the previous study of ihdooAand outdoor •
air under ambient conditions, the current study was performed to evaluate activity-
specific exposures and their attendant risks. Therefore, an exposure assessment was
conducted to evaluate the airborne concentrations of asbestos that might develop when
site soils or ACM are disturbed by common human activities. The residential activities
evaluated include:

• walking, running, bicycling, and riding ATV's over site soils;
• rototilling, gardening arid playing in site soils; and
• handling and abrading ACM.

Potential exposures due to generation of airborne asbestos from future construction
activities were also evaluated..

These exposure scenarios were selected for evaluation because they are expected to
contribute the most to overall, outdoor residential exposure. .

Risk Assessment " . .

r~~" T~To assess risk, anjextremely conservative, worst-casej analysis was conducted. Thus,
conservative (upper-bound) estimates of asbestos concentrations in soils and ACM
were derived from site measurements, upper-bound estimates of exposures were
derived by using conservative input assumptions for the exposure models, and
conservative risk estimates were developed by multiplying the conservative exposure
estimates by conservative risk factors. In fact, risks are estimated in two ways based on
two different size categories of asbestos structures using two different sets of risk
factors. This was done to assure that the full range of potentially important
considerations is addressed.

This analysis provides high confidence that any actual risks are less than the risks
estimated in this report. Therefore, where this report concludes that a risk is within the
range of risks generally considered acceptable by the U.S.EPA, the conclusion is valid
because any actual risk will be even lower. In contrast, it is not valid to conclude from
such a conservative, worst-case analysis that risks identified as unacceptable in fact
present a current health risk. If estimated risks appear unacceptable from this type of
analysis, the correct conclusion is that a more sophisticated and realistic (although still



health-protective) analysis needs Jo be completed to assess whether actual risks are
indeed unacceptable.

Due both to the differences in their relative distribution and to properly account for their
relative potency, risks attributable to chrysotile and amphibole asbestos were separately
evaluated. Potential risks to residents posed by disturbing asbestos in soils and ACM at
the North Ridge Estates Site while conducting common outdoor activities (excluding the
direct handling of ACM) are estimated to range between one in one million and three in
ten thousand, depending on which of the two sets of risk factors and the type of
asbestos (chrysotile< amphibole asbestos, or the two combined) that are considered.

The residential activity associated with the greatest estimated risks (excluding
intentional abrading of ACM) is ATV riding, which is estimated to slightly exceed one in
ten thousand. However, due to the extremely conservative manner in which these risks
are estimated, it is unlikely that actual risks exceed this value; Thus, a more
sophisticated analysis may be conducted as part of the final risk assessment for this site
to provide ah improved upper-bound estimate of the risks associated with this activity to
better evaluate this expectation.

Except for direct handling of ACM (which is addressed below), none of the other risk
estimates for residential pathways at the North Ridge Estates Site exceed the upper
end of the risk range (one in one million to one in ten thousand) that is generally
considered acceptable by the U.S.EPA when site-specific conditions are addressed.

The risks estimated for the pathway involving intentional abrading of chrysotile-
containing ACM are approximately two in ten thousand. Based on these results for
chrysotile-containing ACM,'Which represents the vast majority of the material
encountered at the site, the simple handling of such ACM will not likely lead to
u^geejatabteTiskSj while the intentional abrading of such material should probably be
avoided. This conclusion is based on consideration both of the levels of risk estimated
for this pathway and knowledge that risk estimates for this pathway are the least certain
of any of the exposure pathways evaluated in this study.

The risks estimated for the pathway involving intentional abrading of amphibole
asbestos-containing ACM range between one in one thousand and six in one hundred,
depending on which of the two types of risk factors are considered. Thus, intentional
abrading of amphibole asbestos-containing ACM should be avoided and even the
handling of this material should be minimized. ;

Fortunately, amphibole asbestos-containing ACM appears to be encountered only
rarely at the site. It is largely (if not exclusively) associated with insulation of the steam
pipe that is known to be buried along a defined set of corridors at the site and has
generally become exposed only in finite areas where steam pipes terminate at old
building foundations or have been excavated. The three small and isolated areas
where such insulation was recently observed at the surface of the site have been
cleaned up. Even the single sample in which amphibole asbestos structures (in a size



range that is considered to contribute to risk) were observed is consistent with this
material being associated with steam pipe because, as previously described, this
sample was collected from a hole in an old building foundation.

Because the hazard associated with amphibole asbestos (fiber for fiber) may be up to
100 times greater than the hazards associated with chrysotile asbestos, measures
should be implemented at the site to assure that contact with amphibole asbestos-
containing ACM (e.g. steam-pipe insulation) is avoided. Thus, for example, areas
where steam-pipe insulation is exposed should be immediately addressed.

Risks associated with a hypothetical, future construction scenario and a hypothetical
remediation scenario were also evaluated. Based on the evaluation of the exposure
pathways associated with these scenarios/risks posed to residents in association with
such activities range between three in ten million and three in one hundred thousand
(depending on the type of asbestos and the specific risk factors considered) and should
thus remain within the range potentially considered acceptable by the U.S.EPA when
site-specific considerations are addressed. This remains true whether measures
required to control nuisance dust are practiced during such activities or not.

Regarding worker exposures, as long as workers implement the measures required to
control nuisance dust and as long as the extent of amphibole asbestos contamination
remains limited, future construction activities at the site should not pose an
unacceptable risk to workers. Although completion of a more sophisticated assessment
would provide an improved indication of the upper limits to risk posed by asbestos
exposure during extended periods of construction in areas where amphibole asbestos
may be encountered at the site, risks for workers who participate in activities generating
dust in such areas are estimated in the current, extremely conservative, bounding
analysis to slightly exceed one in ten thousand.

2. INTRODUCTION

This report presents results from analyses pf soil samples and samples of associated
asbestos-containing debris (ACM)2 collected at the North Ridge Estates Site in Klamath
Falls, Oregon, A preliminary evaluation of exposures (and the attendant risks)
potentially associated with release and transport of the asbestos observed in soils (or
ACM) is also presented. Thus; this report compliments the study of airborne asbestos
measurements previously reported (Berman 2003a), which focused on local, ambient
conditions. In contrast, this report addresses concerns associated with activity-specific
exposures and the attendant risks.

2 When ACM could be isolated in sufficient quantities from specific soil samples to allow for
independent analysis, both the mass fraction of ACM and the concentration of asbestos in the ACM were
determined and reported.



The preliminary risk assessment presented in this report is designed primarily to:

1. assess the need for immediate (versus long-term) action to protect public health
at the site;

2. identify and focus issues most relevant to assessment of risk at the site; and

3. identify data gaps and focus further study at the site that .will be suitable for
supporting final decisions concerning a permanent remedy.

Two sets of soil samples were collected3. Initially, 10 composite soil samples (and their
associated ACM samples) were obtained to characterize general soil conditions around
the site. These were each generated by combining 12 kg-size samples collected from
locations defined using a stratified-random sampling scheme4. The composite samples
were then supplemented with seven additional samples collected from "hot spot"
locations, where high concentrations of ACM and/or particularly weathered ACM were
observed in the field. These latter sampling locations were selected by the U.S.
Environmental Protection Agency's (U.S.EPA's) On-Scene Coordinator.

Once collected, samples were brought back to a central location for field preparation.
Field preparation of soil composites consisted of: (1) weighing each component sample;
(2) combining component samples-(to create the composites) and weighing again; (3)
homogenizing and splitting each composite into equal halves; (4) manually separating
out all visible ACM from one split of each composite; (5) sieving the remaining soil
component (to pass through a 1 cm sieve); (6) weighing the coarse and fine fraction of
the soil component; and (7) homogenizing and splitting the fine fraction to obtain 50 to
80 g sub-samples that were then weighed, packaged, labeled, and shipped to the
laboratory for analysis.

.
The isolated ACM from each sample composite was also weighed and crushed (so that
100% would pass through the same 1 cm sieve), homogenized and split to obtain 50 to
80 g sub-samples that were then weighed, packaged, labeled, and also shipped to the
laboratory for analysis.

Hot spot samples were field prepared in a manner identical to that described above for
soil composites, except that samples were not first constructed by compositing
component samples. Thus, hot spot samples were prepared by completing the
equivalent of Steps 3 through 7 that are listed for soil preparation above. The ACM

3 Results from the above-described sampling effort are also compared to results obtained from an
independent sampling effort later conducted by U.S.EPA. The latter set of results became available only
very recently.

4 Due to the requirement 1hat sampling be conducted expeditiously, an informal procedure was
ultimately adopted for identifying sampling locations in the field that preserved the general features of the
proposed, stratified random sampling scheme. The effect of any biases potentially introduced through
use of the informal scheme is addressed in the uncertainty section of this document.
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components derived from each hot spot were also treated identically to that described
for ACM above. Details of the procedures employed for sample collection and field
preparation of all samples are provided in Chapter 8 of German and Kolk (1997),
modified as indicated in the Fast-Track Sampling and Analysis Plan (Berman 2003b)
developed for this site.

Once in the laboratory, soil and ACM samples were prepared and analyzed as
described in the Modified Elutriator Method (Berrhan and Kolk 2000). This means that
samples were placed in a specially designed dust-generator to separate and
concentrate the respirable fraction5 of each sample. The respirable fraction is then
deposited on a filter, weighed, and prepared by a direct-transfer procedure for analysis
by transmission electron microscopy (TEM). Importantly, as indicated in the following
paragraph, although the respirable fraction of the sample is isolated during sample ,
preparation and analysis, the measurement in fact represents determination of the
.concentration of asbestos in the entire sample.

As has been shown (Berman and Kolk 2000), by reporting the results of samples
analyzed as described in this method as the ratio of the number of asbestos structures
per gram of the respirable dust that is produced, the resulting measurements reflect the
concentration of asbestos that is an inherent property of the original, bulk sample. In
fact, the preparation steps of Berman and Kolk (2000) are designed specifically to
assure that the microgram quantities analyzed by TEM remain representative of the
.kilogram-sized samples collected in the field. Such measurements are thus unique
among the kinds of bulk asbestos measurements that can be derived using available
^methods and are particularly suited for supporting risk assessment.

All samples were prepared as described in Berman and Kolk (2000) and analyzed using
:the counting rules of ISO 10312 (ISO 1995) with the counting rules modified to count
only structures satisfying the traditional definition of a fiber (as defined in Waltpn 1982)
and structures satisfying the dimensions of biologically active structures defined in
Berman and Crump (2001). Traditionally defined fibers are generally those longer than
5 |jm (micrometers), thicker th^rVtT'ZS urn, and exhibiting an aspect (length to width)
Tatio greater than 3. These typically satisfy the "B" counting rules of NIOSH Method

^ 7402 (NIOSH 1989) and are henceforth termed "7402 structures". Biologically active
^^__sltuctures defined by Berman and Crump are generally longer than 5 um and thinner

(^ than 0.5 urn. Such structures are henceforth termed "protocol structures." In addition, a
• selected subset (20%) of samples was also analyzed for total ISO structures including

those between 0.5 and 5 urn in length.

Material from 18 available soil samples (which include one sample collected at one of
two "background" locations) and a total of 13 ACM samples (including two duplicates)
5 In this report, the respirable fraction of a sample is composed of respirable dust. In turn,
respirable dust is defined as the set of structures exhibiting an aerodynamic equivalent diameter less than
or equal to 10 um, which is captured by devices designed to extract what is termed the "PM10" fraction of
particulate matter. Thus, the terms "PMi0" and "respirable dust" are used interchangeably throughout this
document. The "aerodynamic equivalent diameter" of a particle is the diameter of a sphere of unit density
that exhibits the same settling velocity in air as that of the actual particle.

11



have been analyzed. Results are described below. These results were then evaluated
by:

1. identifying the exposure pathways by which asbestos in soils at the site may be
disturbed and become airborne so that site residents or workers (receptors) may
become exposed;

2. using appropriately adapted emission and dispersion models to estimate airborne
dust concentrations to which site receptors may be exposed;

3. combining dust exposure estimates with the measurements of asbestos
concentrations from site soils (source material) to derive asbestos exposure
estimates; and

4. combining asbestos exposure estimates with appropriate exposure-response
factors to assess risk.

The potential risks attributable to the presence of asbestos in local soils were assessed
in precisely this manner, as described in the sections of this document that follow a brief
background discussion.

3. BACKGROUND

To facilitate review of this document, asbestos is defined and the health effects
attributable to asbestos exposure are briefly discussed below. A summary of
considerations addressed in association with the measurement of asbestos is also
presented. .

3.1 The Definition of Asbestos

As indicated in Berman and Crump (2001), asbestos is a term used to describe the
fibrous habit of a family .of hydrated metal silicate minerals. The most widely accepted
definition of asbestos includes the fibrous habits of six of these minerals (IARC 1977).
The most common type of asbestos is chrysotile, which is the fibrous habit of the
mineral serpentine. The other five asbestos minerals are all amphiboles (i.e. all partially
hydrolyzed, magnesium silicates). These are: fibrous reibeckite (crocidolite), fibrous
grunerite (amosite), anthophyllite asbestos, tremolite asbestos, and actinolite asbestos.

All six of the minerals whose fibrous habits are termed asbestos occur most commonly
in non-fibrous, massive habits. While unique names have been assigned to the
asbestiform varieties of three of the six minerals (i.e. chrysotile and two of the
amphiboles, which are noted parenthetically above) to distinguish them from their
massive forms, such nomenclature has not been developed for anthophyllite, tremolite,
or actinolite. Therefore, when discussing these latter three minerals, it is important to
specify whether a massive habit of the mineral or the fibrous (asbestiform) habit is
intended. "

.12



3.2 The Health Effects Attributable to Asbestos Exposure

When disturbed by natural forces or human activities, asbestos can release microscopic
fibers and more complex structures (e.g. bundles and clusters)6 into the air and many of
these structures are respirable. It is generally accepted that inhalation, of such: asbestos
structures can lead to a range of adverse health-effects including, primarily: asbestosis,
lung cancer, and mesothelioma (see, for example, Berman and Crump 2001).

Asbestosis, a chronic, degenerative lung disease, has been documented among
asbestos workers from a wide variety of industries. However, the disease is expected
to be associated only with the higher levels of exposure commonly found in workplace
settings and does not typically result from environmental asbestos exposure7.
Therefore, asbestosis is not addressed further in this document. ;.

The types of lung cancers that have been attributed to asbestos exposure are similar to
those attributed to smoking. Further, simultaneous exposure to asbestos and cigarette
smoke tends to have a multiplicative effect on the risk of developing lung cancer
(Berman and Crump 2001).

Mesothelioma is a rare cancer of the membranes that line the pleural cavity (which
surrounds the heart and lungs) and the peritoneal cavity (i.e. the gut). Although there is
some evidence of a low background incidence of spontaneous mesotheliomas in the
general population, this cancer has been associated almost exclusively with exposure to
fibrous substances (HEI-AR 1991). In most cases, this means exposure to asbestos.
In rare cases, however, exposure to other fibrous substances has also been linked to
the induction of mesothelioma. For example, erionite (a fibrous zeolite mineral that
occurs in some volcanic tuffs) has been established as the causative agent for the high
rate of mesothelioma observed in some villages in Turkey (Baris 1987).

i

Gastrointestinal cancers and cancers of other organs (e.g. larynx, kidney, and ovaries)
have also been linked with asbestos exposure in some studies. However, such
associations are not as compelling as those for the primary health effects listed above
and the potential risks from asbestos exposure associated with these other cancers are
much lower (see, for example, Berman and Crump 2001). Consequently, by addressing
the more substantial asbestos-related risks associated with lung cancer and
mesothelioma, the much more moderate risks potentially associated with cancers at
other sites are also addressed by default. Therefore, the risks addressed in this
document are focused on lung cancer and mesothelioma.

6 .For concise definitions of respirable asbestos structures, see ISO (1995).
7 It should be emphasized that this site differs in two critical ways from the site in Libby, MT where
asbestosis has been observed among the local population (U.S.EPA 2000a, 2001). First, exposure at
North Ridge is primarily to chrysotile and none of the fibrous winchite-richterite (sometimes called soda
tremolite) found at Libby has been found or is expected to be found at North Ridge. Second, it is
currently believed that substantial exposures that are much larger than typical for residential scenarios
may have occurred for at least a subset of the population at Libby (U.S.EPA 2001).
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3.3 Considerations Associated with Asbestos Measurement

When air samples are analyzed for the determination of asbestos (see, for example,
ISO 1995 or NIOSH 1989)* results are reported in terms of the number of structures (of
a selected range of sizes) per unit volume of air. As long as an appropriate range of
asbestos structure sizes are selected for determination, such structure number
concentrations are generally considered to predict risk (see, for example, Berman and
Crump 2001 or IRIS 1988). In contrast to most other hazardous materials, mass
concentrations of asbestos (e.g. the number of grams of asbestos per unit volume of
air) have been shown to predict neither structure number concentrations nor any
associated risk (Berman and Crump 2001).

Asbestos has traditionally been determined in bulk materials (primarily ACM), using a
method (Perkins and Harvey 1993) that relies (at least initially) on polarized light
microscopy (PLM) and that, even when confirmed by TEM, results are reported in terms
of a mass concentration of asbestos (the number of grams of asbestos per unit mass of
soil). However, as indicated above (and as stated in the.method itself), such
measurements cannot be used to predict risk. In further confirmation, a study by
Berman (2000) demonstrated that PLM-based measurements of asbestos
concentrations in an asbestos-containing road surface could not be related to airborne
asbestos exposure concentrations (generated from vehicular traffic on the road) in any
non-arbitrary fashion.

Given the above, as previously indicated, asbestos concentrations are determined in
soils in this study using the modified elutriator method (Berman and Kolk 2000), which
was shown to provide measurements that can be used to predict exposure and the
attendant risk (Berman 2000). Among other things, this is because asbestos
concentrations are reported.as structure number concentrations, rather than mass
concentrations.

It should also be noted that another method of reporting concentrations, the mass
fraction of ACM in soils, is also discussed in later sections of this document. This is the
number of grams of ACM per unit mass of soil and it is determined simply by separating
the ACM from the soil in which it resides, weighing each fraction, and taking the ratio.
Such measurements should be distinguished either from measurements of the mass of
asbestos in the ACM itself or from measurements of asbestos (as opposed to ACM) in
soil. Each is determined by a different method, reported in a different manner, and used
for a different purpose.

4. ANALYTICAL RESULTS

Results from the analysis of soil and ACM samples are summarized in Table 1. The .
first three columns of Table 1 indicate, respectively, the sample identification number for
the soil component of the sample analyzed from each specified location, the sample
identification number for the ACM component (when available) of the sample analyzed
from each specified location, and the location identifier. The field locations represented
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by each location identifier along with descriptions of the nature of the matrices sampled
(for hot spot samples) are provided in Appendix A.

The fourth column of Table 1 indicates the mass fraction of ACM found in each sample.
The mass fraction is equal to the mass of ACM isolated from the sample divided by the
initial mass of the sample (prior to sieving or any other separation).

The fifth and sixth columns of Table 1 indicate the analytical sensitivities achieved
during analysis of the soil and ACM components of each sample, respectively.
Analytical sensitivity is defined as the concentration equivalent to the.detection of-a
single structure during analysis. This is calculated as described in Equation 4.1:

AS = Nstr*Afi|ter/(Ng.0.*Ag.0.*MpM1o) (4.1)

Where:
AS is the analytical sensitivity (str/gpMto);
Nstr is the number of structures counted. To determine the analytical

sensitivity (per the definition of analytical sensitivity), this value is
set equal to one (str);
is the effective area of the sample filter (mm2);
is the number of grid openings counted (unitless);
is the effective area of a grid opening (mm2); and
is the mass of respirable dust deposited on the analytical filter
(gpMio)-

The numbers of asbestos structures of specific types that were observed during
analysis of the soil component of each of the listed samples are presented in the next
three columns of the table: short protocol structures in Column 7, long protocol
structures in Column 8, 7402 structures in Column 9, and total structures8 in Column 10.
Counts of corresponding structure types that were observed in the ACM fraction of each,
sample are reported in Columns 11 through 14 of the table, respectively. Because the
sets 6f protocol structures and 7402 structures are not mutually exclusive, the total
number of structures observed in any particular sample may be less than the sum of
short protocol structures, long protocol structures, and 7402 structures that are
presented in the table.

Note that the numbers of short and total ISO structures (analyzed in a selected subset
of samples) are not reported in Table 1. These are instead presented and discussed in

8 In this table, "total structures" refers to the total number of structures observed that qualify as .
either protocol structures or 7402 structures (i.e. the total number of structures longer than 5 urn).
Although a subset of samples were also analyzed for total ISO structures (which includes structures
shorter than 5 urn), these structures are not considered in the data presented in Table 1. Rather they are
addressed separately (see Appendix B). It should also be noted that "short" protocol structures refers to
protocol structures between 5 and 10 urn in length and is used to distinguish such structures from "long"
protocol structures, which refers to protocol structures longer than 10 urn. Such distinctions are important
to addressing risk (See Section 5.4).
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Appendix B. Short and total ISO structures are not addressed further here because
there is currently no known procedure for independently relating such structures to risk.
However, any potential contributions from such structures to risk are included by default
in the evaluation reported herein. This is due to the manner in which risk factors are
derived for the structures that are evaluated (Berman and Crump 2001).

Concentrations (in structures per gram of PM10) that are estimated, respectively, for
total protocol structures, long protocol structures, and 7402 structures are presented in
the Columns 15 through 17 of Table 1, for structures observed in soil components, and
in Columns 18 through 20, for structures observed in ACM components, from each
sample9. The last two columns of the table present the fraction of long structures
(among total protocol structures) observed in soils and ACM, respectively.

As indicated in Table 1, except for a subset of the asbestos structures observed in
Sample No. 76 (nominally the soil component from "hot spot" HS-6), all otthe asbestos
structures observed in the samples analyzed were chrysotile. Several of the asbestos
structures observed in Sample No. 76 were amosite.

It is also interesting that several of the structures exhibiting the clear morphological
characteristics of chrysotile in Sample No. 76 did not exhibit a recognizable electron
diffraction pattern, which suggests that they may have been subjected to high heat. In
Tablel, structures in Sample No. 76 exhibiting clear diffraction patterns are denoted as
"confirmed chrysotile" and structures exhibiting morphological characteristics of
chrysotile but no diffraction pattern are denoted as "putative chrysotile." The sum of
confirmed and putative chrysotile is represented as "total chrysotile" and it is the
concentrations of total chrysotile (or total asbestos, which includes the amosite
structures) that are assumed for this sample in the following evaluation of risk.

Sample No. 76 is also unusual in another way. It is surprising that (as indicated in
Table 1) only a single structure is observed in the ACM component of HS-6 (i.e. Sample
No. 98 and its duplicate split, Sample No. 100) when substantial numbers of asbestos
structures were observed in the corresponding soil component (Sample No. 76). This
is because the source of asbestos in all samples collected from the site is expected to
have been the ACM in the soil: even the asbestos observed in the soil component of
every sample. Thus, greater concentrations of asbestos are expected to be observed
in the ACM component than in the soil component of every sample10. As expected,
substantially greater concentrations are observed in the ACM component of all of the
other samples analyzed from this site.

9 Concentrations are calculated simply as the number of structures observed in a sample multiplied
by the analytical sensitivity achieved for that sample. This follows directly from the definition of analytical
sensitivity (see text above).
10 ACM was typically formulated to contain asbestos at concentrations exceeding 5% by mass. In
contrast, soil concentrations of asbestos likely derive from the degradation of the embedded ACM that,
with few exceptions, only constitute a minor fraction of the mass of the combined material (soil and ACM)
collected from any sample location.
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Plausible explanations for the surprising lack of asbestos in the ACM component of
Sample No. 76 may relate to the sample's pedigree and composition. This sample was
collected from a hole in one of the foundations at the North Ridge Estates site (see
Appendix A) and appears to contain mostly construction materials, with only limited soil.
According to the laboratory (A. Kolk, private communication), the bulk of the material in
this sample appears to be a fine, cementitious material (which may be a wall plaster).
There are also visible pieces of putative ACM mixed within the matrix of this sample.
Moreover, the composition of the corresponding "ACM" component analyzed from HS-6
(i.e. Sample Nos. 98 and 100) appears to be composed almost exclusively of the same
cementitious material (A. Kolk, personal communication). These observations in the
laboratory are also consistent with those in the field in which the absence of visible,
fibers in the "clayey or plaster-type" material reportedly suggested that this material may
not in fact be true ACM (Appendix A).

It is not clear why the soil and ACM components of HS-6 were separated in the manner
that they were. However, it appears that even the soil component of this sample
contains relatively little soil. It may also be that separating true ACM from other artificial
materials in this sample was particularly difficult and that some of the wrong materials
(i.e. asbestos-free construction materials) were incorrectly assumed to be ACM during
the separation process. Alternately, the primary component of these samples (i.e. the
white cementitious material reported by the laboratory) may in fact contain asbestos but
the asbestos may be coated with binders such that the asbestos cannot be readily
recognized as asbestos during microscopic examination. This latter hypothesis is
unlikely, however, given that high concentrations of asbestos structures are observed in
the soil component.

Whatever the explanation for the apparent anomaly between asbestos in soils and in
ACM in the material collected from HS-6, the concentrations of asbestos observed in
the soil component of this sample are considered without modification in the following
risk assessment (meaning that the maximum possible concentration is assumed).
Thus, the manner in which this sample is interpreted is consistent with the evaluation in
this report being a conservative, bounding analysis, as described below.

4.1 Data Quality

The quality of the data collected to characterize asbestos in soils at the North Ridge
Estates Site was also evaluated to determine their suitability for use in supporting.risk
assessment and the attendant risk-management decisions. To evaluate data
suitability, a number of quality control checks were performed. These include:

• analysis of blanks to test for sources of external contamination;

• analysis of the uniformity of filter deposits obtained from the elutriation of
samples. This is performed to evaluate the reliability of sample preparation; and

• analysis of duplicates to test for data reproducibility.
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Analyses of the consistency of asbestos concentrations observed across selected soil
and, separately, ACM samples were also conducted to better determine the degree with
which the set of samples collected can be considered to represent general vs. local
conditions at the site.

4.1.1 Blanks

Because no fibers were detected in any of the filter lot blanks or any of the sand blanks
that were analyzed in support of this project, it appears that cross-contamination or
contamination from an outside source can be dismissed as concerns. Thus, such
considerations are not further addressed.

4.1.2 Analysis of the uniformity of filter deposits

As previously indicated, when samples are prepared as specified in the Modified
Elutriator Method (Berman and Kolk 2000), asbestos is deposited on a filter that is then
prepared for analysis by TEM. When such preparation is conducted properly, asbestos
structures are deposited randomly across the sample filter and the number of structures
deposited is a direct function of the concentration in the original bulk sample11.
Consequently, the chance of encountering a structure by scanning a fixed (small) area
of the filter (which is how asbestos analyses are performed) is Poisson distributed12.
Thus, repeated analyses (typically over different portions) of the same sample filter will -
not result.in identical measurements. Rather, a distribution of structure counts will be
observed (which is described by a Poisson distribution with a mean equal to the mean
number of structures per unit area of the filter). For this reason, structure counts
observed on different portions of the filter must be compared statistically. Thus, chi-
square tests13 (Box et al. 1978) were conducted to determine whether the deposits on
particular sample filters are uniform.

" The objective of depositing asbestos on the filter is to create a "uniform" deposit, which means
that particles, on the filter are randomly distributed. If the deposit is not uniform, particles will not be
randomly distributed so that the chance of encountering a particle will not be the same across all areas of
the filter. Thus, if the deposit is not "uniform," biases may be introduced depending on the portions of the
filter that are scanned during analysis.

12 A Poisson distribution is a mathematical function (like a normal distribution) that describes the
variation (differences) that will be exhibited by repeated measurements of a sample around some central
value (the mean) that represents the true number of particles (or concentration) in the sample. Due to
uncertainty, multiple measurements of the same sample will never provide exactly the same result. In the
case of asbestos structures spread over a surface that is scanned during a measurement, the Poisson
distribution describes the probability of encountering specific numbers of structures over a fixed area of
the surface, given a mean concentration over the entire surface. .
13 Chi-square tests are mathematical tests that compare the variation observed among a set of
measurements to the variation that is predicted by a known distribution (such as a Poisson distribution) to
evaluate whether such measurements can be considered to be consistent (i.e. whether they can be
considered to be measuring the same thing).
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As required in the Modified Elutriator Method, five grid specimens are typically prepared
(by direct transfer) for TEM analysis from each sample filter. Because the five grid
specimens are prepared from broadly distributed sections of a filter, a test for the
consistency of the number of structures observed on each of the five specimens of the
filter constitutes a test of the uniformity of the deposit across the entire filter. When
filter deposits can be shown to be uniform, confidence can be placed in extrapolating
structure counts observed on the filter to the concentrations of asbestos in the original
sample.

An illustration of the manner in which calculations were performed to conduct each chi-
square analysis is presented in Table 2. In Table 2, grid specimen labels are presented
in the first column. The second column indicates the number of structures observed on
each grid specimen. The total number of structures observed across all grid specimens
(which is simply the sum of the number of structures observed on each individual grid
specimen) is also presented at the bottom of this column.

The third column in Table 2 indicates the number of grid openings scanned on each grid
specimen (which is proportional to the area of the filter represented by the scan of each
grid specimen). The. total number scanned on all grid specimens combined is also
presented at the bottom of this column. Note that, for this sample, the number of grid
openings scanned on each grid specimen is the same, but this is not true for every
sample.

What is required next for the chi-square analysis is to estimate the "expected" number
of structures on each grid specimen. This represents the number of structures that
would be encountered on the fraction of the total area (across all grid specimens) that
was scanned on each particular grid specimen while assuming that structures are
uniformly distributed across the total area. Thus, the expected number of structures on
a particular grid specimen is calculated as the total number of structures observed
(indicated at the bottom of Column 2) multiplied by the area scanned on that grid
specimen (i.e. the number of grid openings indicated in Column 3) divided by the total
number of grid openings scanned across all grid specimens (indicated at the bottom of
Column 3). The expected number of structures for each grid specimen is presented in
the fifth column of Table 2.

Note that, to facilitate such a calculation, the ratio of the number of grid openings
(scanned on a particular grid specimen) to the total number of grid openings scanned
(across all grid specimens) is presented as a normalizing factor in Column 4. The
expected number of structures is then determined simply by multiplying the total number
of structures by the corresponding normalizing factor for each grid specimen.

The test statistic for the chi-square test is then calculated as indicated in the last column
of Table 2. This test statistic is the sum over the five grid specimens of the square of
the difference between the observed (O) and expected (E) number of structures divided
by the expected number of structures for each grid specimen. A test statistic is a value
calculated from data for a parameter that is known to vary in a defined manner
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(described by a particular, statistical distribution), as long as the contributions to such
variation are random (i.e. not attributable to a systematic cause). In this case, the
indicated test statistic represents the chi-square parameter of a chi-square distribution
(Box etal. 1978).

The test statistic is then compared to a critical value, which is determined for a specific
level of significance (chosen to be 0.05 or 5% in this document) and an appropriate
number of degrees of freedom. The critical value represents the value for the
parameter of a distribution that is sufficiently different from the central value (mean) of
the distribution to conclude that anything more extreme (further removed from the
central value) is likely due to non-random effects. Thus, when the value of a test
statistic is more extreme than the critical value of the distribution, it is appropriate to
conclude that other factors have contributed to the variation observed in the test
statistic. The level of significance represents the fraction of the distribution that we
accept as sufficiently extreme to conclude that the behavior of the test statistic is not
consistent with the behavior predicted by the distribution. It is common practice to use a
significance level of 5%, which means that the random chance of encountering a test
statistic more extreme than the test statistic obtained is no more than 5%. Depending
on the nature of the comparison being considered, however, alternate significance
levels can also be appropriate.

The number of degrees of freedom (df) in this case is equal to 4, which is one less than
the number of realizations (i.e. the number of grid specimens, which is five) evaluated.
At 5% significance with 4 df, the critical value for the chi-square distribution is 9.49 (Box
et al. 1978). Thus, because the value of the test statistic in Table 2 (8.94) is less than
the criticai value, we can conclude that the counts across the five specimen grids are
consistent so that the deposit on the filter can be considered uniform.

Structure counts across specimen grids from every sample in which at least 3 structures
were observed were subjected to a chi-square analysis in this study. As indicated in
Table 1,11 ACM samples and 3 soil samples exhibited sufficient structures to be
.evaluated. Resu.lts are presented in Table 3.

Note that samples in which fewer than 3 structures were observed were not subjected
to a chi-square test because the number of structures is too small for the test to be
useful (the test statistic cannot fail).

In Table 3, the first column" indicates the sample number and the second column
indicates the sample type (soil or ACM) for the sample filter evaluated. The critical
value for the chi-square distribution appropriate for each test is presented in the third
column of the table. The fourth, fifth, and sixth columns of the table present,
respectively, the value of the test statistic evaluated for counts of each of three different
structure types (total protocol structures, 7402 structures, and total asbestos structures)
that were observed on the indicated sample. The last three columns of the table
indicate, respectively, whether counts of protocol structures, 7402 structures, or total
asbestos structures across the five grid specimens prepared from each indicated
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sample can be considered to be consistent (i.e. whether the test statistic for the chi-
square analysis exceeds the selected critical value).

As can be seen in Table 3, with the exception of Sample No. 91 (which will be
discussed separately below), at least one (and generally two) of the three structure
categories evaluated from each sample are found to be consistent across grid
specimens prepared from the sample filter. It is thus apparent that the distribution of
structures on each sample filter is adequately uniform to extrapolate observed counts to
asbestos concentrations in the corresponding samples with confidence. In fact, in all
but two of the seven cases: in which a particular structure category is found to be
inconsistent at the 5% level of significance, it is found to be consistent at the 1% level of
significance (critical value = 13.3). It should also be noted that out of a total of 39 tests
(excluding those from Sample 91, see below), one should expect 2 failures of the
statistical test (5%) simply based on chance, even with no outside influences. This is an
unavoidable consequence of conducting large numbers of statistical analyses.

That counts of some (but not all) of the structure categories appear to be inconsistent
across grid specimens of some samples is likely due to limitations in the ability of
analysts to strictly distinguish among the different structure categories. Thus, structure
ambiguities may contribute to the variation in counts observed across grid specimens.
This may also be why the fewest inconsistencies (only one, other than Sample No. 91)
are observed among the most general category of structure (total asbestos structures).
Moreover, there is no known mechanism by which structures of one size category .
should be randomly distributed while-structures in another size category are not. Thus,
given the overall evidence presented above, the results of the analysis reported here
indicate that, with the possible exception of Sample No. 91, estimates of asbestos
concentrations in samples analyzed can be confidently derived from the structure
counts observed.

Note that the above results are also consistent with general observations concerning
the uniformity of filters prepared from samples of asbestos in both air and bulk materials
that are evaluated in other studies.

Sample No. 91 is the only sample presented in Table 3 for which all three structure
categories appear to be inconsistent across specimen grids. Moreover, the values of
the test statistics calculated for counts of each of the structure categories observed in
this sample are substantially larger than any of the other test statistics presented in the
table. This suggests that the sample filter prepared from Sample 91 may not have been
uniform so that there may be some question as to the relationship between the structure
counts observed and the asbestos concentrations that may exist in the original sample.
Nevertheless, results from this sample are included in the evaluation of the impact of
asbestos discussed in later sections of this report. Moreover, the impact of any
potential problems associated with the preparation and analysis of Sample 91 do not
adversely affect the evaluation presented in the later sections of this report because
asbestos concentrations observed in Sample 91 are not extreme relative to the other
samples analyzed.
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4.1.3 Duplicates

Two pairs of duplicate splits (both of ACM samples) were also prepared and analyzed
as described in the Modified Elutriator Method to evaluate reproducibility14. This was
accomplished by testing for consistency in the structure counts observed on each split
of each duplicate for each of three structure size categories (total protocol structures,
7402 structures, and total asbestos structures). Results are presented in fable 4.

The test statistic for comparing duplicates is determined as:

(a - b)/(a + b)a5 (4.2)

where a and b are the counts of the number of structures observed (in a
• particular size category) during the analysis of each split of the duplicate pair,

respectively. :

The critical value for this test statistic is based on the fact that a Poisson distribution
can be approximated as a normal distribution with a mean of zero and a standard
deviation of 1. The critical value for such a distribution (at the 0.05 level of significance,
two-tailed) is 1.96, which is the corresponding z-value for a normal distribution (Box et
al. 1978). Note that this procedure is equivalent to comparing the results of paired
measurements using a chi-square analysis with the critical value derived from a chi-
square distribution with,one degree of freedom (see, for example, Box et al. 1978 or the
discussion in Section 4,1.2 above). The only difference is that the equation used for
calculating the test statistic and the critical value are the square roots of those used in a
typical chi-square test. :

In Table 4, the first column indicates which samples are paired and the second column
indicates the sample number. The next three columns indicate the number of structures
observed in each sample, respectively, for each of three structure categories: total
protocol structures, 7402 structures, and total asbestos structures. The test statistics
(calculated as described in Equation 4.2) derived from the counts observed over each
pair of duplicate samples for each respective structure category are presented in the
next three columns. The last three columns of the table indicate whether the counts on
each sample of a duplicate pair can be considered to be statistically similar (consistent)
for each of the respective structure size categories.

As can be seen in Table 4, counts of each structure category observed on the first set of
duplicate samples are entirely consistent. The second set of paired duplicates show
only a single structure between them (a protocol structure, which, is also counted among
total asbestos structures). Nevertheless, as indicated in the table, the results from this
second set of duplicate samples are also entirely consistent. Note that the test statistic
is "undefined" for 7402 structures because no structures were observed on either

14 Note that the two samples were labeled in a manner so that the laboratory could not tell that they
were duplicates. Thus these samples were analyzed "blind."
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sample, so that Equation 4.2 reduces to the quotient of zero over zero, which is
undefined. Nevertheless, observation of zero structures on both samples represents
identical measurements, which means perfect agreement.

Given the above, which is consistent with general observations concerning analyses of
homogenized splits using the Modified Elutriator Method, the analytical results obtained
in this study can be considered to be reproducible.

4.1.4 Evaluating consistency across soil and ACM samples

Just as chi-square analyses were used to evaluate consistency across grid specimens
prepared from a single sample filter, chi-square analyses were also used to evaluate
consistency across sets of related samples. Results are presented in Table 5.

In Table 5, the specific sets of samples evaluated are identified in Column 1. The
second column indicates the sample type (soil or ACM). The third, fourth, and fifth
columns indicate, respectively, the number of samples within each sample set, the
number of degrees of freedom for the chi-square analysis (one less than the number of
samples), and the corresponding critical value for the test (selected for a 5% level of
significance).

The sixth, seventh, and eighth columns of Table 5 indicate the value of the test statistic
calculated, respectively, for three size categories of structures (protocol structures, 7402
structures, and total asbestos structures) for each sample set evaluated15. The last
three columns of Table 5 indicate whether asbestos concentrations observed among
the samples of each particular set can be considered consistent for each of the three
size categories of structures, respectively.

Based on the results presented in Table 5, soil concentrations observed among the 10
composite soil samples can be considered to be mutually consistent and appear to
represent general concentrations in soils across the site, except in areas where hot
spots may be present16. Results from the composite samples are clearly not consistent
with asbestos concentrations observed in soils that are associated with hot spots.
Asbestos concentrations in soils associated with hot spots are significantly higher than
concentrations observed in general site soils.

Concentrations of asbestos observed in the ACM components of the samples are not
mutually consistent. This is true whether the sample set is restricted to ACM collected
from composite samples or whether ACM samples from hot spots are included.
Although not shown in the table, it was also found that asbestos concentrations in ACM
collected exclusively at hot spot locations are significantly different from one another.
Not surprisingly, this suggests disparate character and conditions for ACM collected

15 The number of structures observed in each sample from each set is presented in Table 1.

16 As used here, the term "hot spot" means areas of the site where high concentrations of ACM or
particularly weathered ACM are. present (as defined in Section 2).
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over different portions of the site. This is consistent with field observations indicating
multiple types of ACM are present and that the relative degree of weathering differs
from location to location.

4;1.5 Conclusions concerning data quality

Based on the results presented above, asbestos concentrations determined as
described in the Modified Elutriator Method in soil and ACM samples collected from the
site can be considered reliable and reproducible. It is also apparent that asbestos
concentrations in.site soils in areas remote from high concentrations of ACM are
generally low and consistent. In contrast, asbestos concentrations in soils associated
with hot spot areas may contain significantly higher.concentrations of asbestos.
Moreover, asbestos concentrations in ACM appear to vary substantially from one
location to the next at the site. This is not surprising as both the types of ACM (roofing
material, transite siding, :etc.) and the relative degree of weathering of the ACM vary
from one location to the next.

4.2 Relating Asbestos Concentrations and ACM Mass in Soil

Given that the,asbestos observed in the.soil components of samples from the North
Ridge Estates site is expected to have derived from the ACM in each sample17, the
relationship between asbestos concentrations in soil components and the
corresponding ACM components of particular samples is further evaluated. The
relevant data are summarized in Table 6 and have been sorted in ascending order by
the mass fraction of the ACM observed in each sample.

In Table 6 (as in Table 1), Columns 1 through 3 indicate the soil component sample :
number, the ACM component sample number, and the location from which such
samples were collected.' Column 4 indicates the mass fraction of ACM observed in
each particular sample. As previously indicated, the data in this table have been sorted
so that sample results are presented as a function of increasing values in this column.

The fifth through seventh columns of Table 6 indicate, respectively, the concentrations
of total protocol structures, long protocol structures, and 7402 structures observed in the
soil component of each sample. Columns 8 through 10 indicate the concentrations of
the same structures observed among the ACM component of each sample.

Columns 11 through 13 of Table 6 indicate the estimated concentration of the various
asbestos structures (i.e. total protocol structures, long protocol structures, and 7402
structures) that would be expected if such structures were derived solely from what was
observed in the ACM fraction of the sample. These would be the concentrations of
asbestos in soils that would occur if the embedded ACM completely degraded to leave
only free asbestos structures (and that the soils were initially asbestos-free). Such

17 As discussed at the end of this section (see discussion of Figure 1), any asbestos observed in
composite samples from this site may also have derived from ACM that was previously removed from the
sampled material during a historical surficial removal of ACM (Wroble, private communication).
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concentration estimates are determined by multiplying the concentrations observed in
the ACM component by the mass fraction of ACM in the sample.

Note, as described in the interpretation section of this report, estimates of the
concentration in a soil sample that is attributable to the embedded ACM can be used to
evaluate the effect of the presence of such ACM associated with exposure pathways
that involve the disturbance and/or handling of soils. In contrast, it is the concentration
of asbestos in the ACM itself (as presented in Columns 8 through 10 of Table 6) that is
used to evaluate effects associated with exposure pathways involving handling of pure
and isolated ACM.

The last three columns of Table 6 indicate, respectively, the estimated total
concentrations of the various asbestos structures in each sample. This is derived by
summing the contribution of asbestos in soils estimated for the ACM .component
(Columns 8 through 10) with the contribution observed in the soil component itself
(Columns 5 through 7). As indicated below, such total concentrations can be used to
evaluate the overall impact associated with handling soils containing ACM via each of
the various exposure pathways of interest. In contrast, the concentrations observed in
soil components of samples from which ACM has been removed (as reported in
Columns 5 through 7) can be used to assess hazards associated with the soil
component itself.

To further clarify, one might think of the concentrations of asbestos in the soil
component (Columns 5 to 7 of Table 6) as the concentrations of asbestos released from
ACM due to the degree of disturbance and weathering that has already occurred to
date. Then, the additional asbestos that may be added in the future (should the rest of
the ACM completely degrade) would be equal to the concentrations determined in the
ACM components of the sample (Columns 11 to 13. of Table 6). Additionally, the total
concentrations of asbestos that may occur in the soil (which includes what has already
been released from ACM arid what may be released in the future) are presented in
Columns 14 to 16 of the table.

It is also apparent in Table 6 that the concentrations of asbestos observed in the soil
component of a sample generally (though certainly not monotonically) increase with
increasing mass fraction of ACM in the sample. The single exception to this general
trend is the sample from Hot Spot HS-7, where asbestos concentrations in the soil
component are the highest observed in any sample despite the sample containing only
2% ACM. With this single sample omitted, asbestos concentrations in soil relate linearly
with the mass fraction of ACM and. the correlation between these two parameters for the
seventeen remaining samples is depicted in. Figure 1.

In Figure 1, the mass fraction of ACM in a sample is plotted on the X-axis and the
concentration of asbestos in the soil component of the sample is plotted on the Y-axis.
The slope of the best-fit trend line is 6x107. The correlation coefficient (r2) is 0.302
(r=0.55). Such a correlation is significant. The critical value for rho (which is the test

25



statistic for r) at the 0:05 level of significance and a sample size of 17 is 0.41 (Lowry.
2004). Thus, the probability that such a correlation occurs by chance is less than 5%.

The single "outlier" sample (HS-7) to the above-described correlation was collected from
a hillside in an area where water is likely to pool. The material from this area is highly
weathered (much more highly weathered than material encountered anywhere else on
site). The field crew reported that even the fine portion of the soil component appeared
to contain many small-pieces of ACM, which (due to the condition of the material) was
virtually impossible to separate from the soil (Appendix A). Given such observations, it
is not surprising that the soil component of this sample exhibits anomalously high
asbestos concentrations relative to the mass of ACM observed in the sample, at least in
comparison to the ratio of free asbestos to ACM observed in other samples. Relatively
more of the ACM has already weathered at this location.

It should also be noted that some of the areas from which samples were collected have
been historically subjected to ACM cleanup (see map in Appendix C of the
Administrative Order of Consent for Removal Action and Streamlined Risk Assessment,
May 20, 2003). Therefore, the original quantity of ACM in these samples may be
underestimated. This would have two effects on the relationship depicted in Figure 1.
First, it could potentially make the slope shallower so that more ACM would be required
to be present before concentrations of asbestos in the soil component would pose a
problem. This is because the samples in which little or no ACM was observed, which /*-"•

are primarily soil composite samples, may have been historically cleaned. In contrast, yv/ A"
the high end samples in the figure are "hot spot" samples, which may not have been .
cleaned in recent years. Thus, if we could correct for this problem, the low end of the
line would be raised relative to the high end.

The. second effect that historical cleaning may have on the relationship depicted in
Figure 1 would be to increase the variability of the observed values around the idealized
relationship. Thus, if we had been able to sample "undisturbed" material (i.e. where
cleanup had never been conducted), the correlation coefficient for the relationship might
be higher than that currently observed. Nevertheless, as indicated above, the
relationship that is observed is still statistically significant.

Importantly, although described here to support the general understanding that all of the
asbestos observed at this site derives from ACM (i.e. from asbestos^containing
construction debris), the correlation depicted in Figure 1 is not further, applied to support
the following risk assessment.

5. INTERPRETATION

A relatively simple bounding analysis was conducted and is reported in this section to
provide an expeditious indication of risk. A bounding analysis is an analysis in which
biased assumptions are incorporated to asssse with high confidence that the results
from the analysis are either greater or lesk th&) actual conditions, so that certain types
of conclusions of interest (but hot all concloskms) can be supported.
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In this case, an extremely conservative, worst-case analysis of risk was conducted so
that we can have high confidence that any actual risks would be less than what is
estimated here. Thus, given the types of analysis conducted, conclusions indicating
the lack of an unacceptable risk are valid because any actual risks will be even lower.
In contrast, it is not valid to conclude from such a conservative, worst-case analysis that
site risks are unacceptable (even if results from this analysis suggest that this may be
the case). Rather, if estimated risks appear unacceptable from this type of analysis, the
correct conclusion is that a more sophisticated and realistic (although still :health-
protective) analysis needs to be completed to assess whether actual risks are indeed
unacceptable. Under such circumstances, more sophisticated modeling, perhaps •
coupled with a Monte Carlo type evaluation, would be required before concluding that
site risks are indeed unacceptable. v

A discussion of sources of uncertainties and the validity of conclusions is also presented
in this report, following presentation of the bounding analysis conducted to estimate risk.

5.1 Linking bulk-phase measurements to risk

To interpret measurements of asbestos in soils and ACM (as presented in the last
section), as previously indicated, it is necessary to establish the relationship between,
the asbestos concentrations observed in these bulk phases and concentrations that will
occur in air when such soil (or ACM) is disturbed by natural or anthropogenic forces.
This is because asbestos is a hazard when inhaled (see, for example, Berman and
Crump 2001).

In fact, the Modified Elutriator Method (Berman and Kolk 2000)18, which was the method
employed to perform the analyses presented in this report, was designed-specifically to
facilitate prediction of airborne asbestos exposures based on bulk measurements (see,
for example, Berman 1990). Briefly, the Modified Elutriator Method incorporates a
procedure for isolating and concentrating asbestos structures as part of the respirable
dust fraction of a sample and analytical measurements are reported as the number of
asbestos structures per mass of respirable dust in the sample. These are; precisely the
dimensions required to combine such measurements with published dust emission and
dispersion models to convert them to asbestos emission and dispersion models. Thus,
because published dust emission and dispersion models can be used to address many
of the exposure pathways of interest in this study (as described below), these can be
combined with measurements from the Modified Elutriator Method to predict airborne
exposures and assess the attendant risks.

In a previously published study (Berman 2000), this approach was applied to
.serpentine-surfaced (chrysotile containing) roads and the resulting predictions were
compared against airborne asbestos concentrations that were actually measured

18 The Modified Elutriator Method is a refined version of the Superfund Method (Berman and Kolk
1997) that incorporates modifications to improve performance and reduce cost.
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downwind of the roads. Results from this study demonstrate that the indicated
procedures yield predictions of airborne asbestos concentrations that are reasonably
accurate. Moreover, the models used to develop the predictions do not require the use
of any adjustable parameters. Thus, no calibration is required.

Importantly, there .is nothing unique about the relationship between airborne dust
concentrations predicted by the roadway model and the asbestos exposure
concentrations estimated by multiplying such dust concentrations by the asbestos
concentrations measured in the source material (i.e. the roadway surface) using the
Modified Elutriator Method. Thus, dust concentrations estimated using any reliable
emission and dispersion model can be multiplied by asbestos concentrations (measured
in source material using the Modified Elutriator Method) to predict airborne asbestos
concentrations in the same fashion. Therefore, this approach can be applied generally
to any exposure pathway of interest provided that an appropriately matched dust
emission and dispersion model has been published or can be adapted from available
models addressing similar pathways.

As indicated above, although individual measurements derived using the Modified
Elutriator Method (Berman and Kolk 2000) are not inherently conservative (rather they
appear to be accurate)19, conservative estimates of concentrations can be obtained
from, sets of such measurements using approaches that are common for deriving
conservative estimates for other hazardous materials: For example, if statistical upper-
bound estimates of the measured concentrations or the maximum of measured
concentrations are selected for use, these constitute conservative, bounding estimates
of concentration. Moreover, use of conservative (rather than best) estimate values as
input parameters, for the emission and dispersion models that are combined with such
measurements also converts what may otherwise by unbiased analyses into
conservative, bounding analyses as in the case presented below.

5.2 Selecting exposure pathways.

To assess exposure in association with release of asbestos from local soils, exposure
pathways associated with common residential activities and with potential future
construction were both evaluated. The exposure pathways considered in this report in
association with residential activities that could disturb local soils are:

• inhalation of dust generated while children play or adults garden in soil;

• inhalation of dust generated during walking, running, bicycling, or riding an all
terrain vehicle (ATV) over unpaved surfaces at the site; and

• inhalation of dust generated during rototilling.

19 As with analytical methods in general, the Modified Elutriator Method is designed to provide an
unbiased estimate of concentration.
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The special exposure pathway associated with a child (or adult) physically handling and
abrading a piece of ACM was also evaluated.

Except potentially for pathways involving exposure to dust generated during local
construction (which are discussed below), the exposure pathways analyzed in this
report include the exposure pathways that potentially generate the greatest
contributions to overall, outdoor, residential exposure, based on best professional
judgment. Wind entrainment, for example, typically results in exposure concentrations
that are substantially smaller than those associated with the exposure pathways
evaluated here. Moreover, exposure due to dust generated from wind entrainment will
only occur on days when substantial wind velocities (greater than approximately 20
mph) occur (Cowherd et al. 1985). Thus, contributions to overall exposure from wind
entrainment are typically much smaller than those estimated here and are not
addressed further. ;

Exposures potentially experienced by workers who may disturb soil during potential:
future excavation and construction in the area were also evaluated. Because residents
may also experience exposure during future construction projects, such exposures are
also evaluated, although (as expected) they are substantially smaller than those
estimated for the workers themselves.

5.3 Assessing Exposure.

Exposures potentially associated with each of the pathways identified above were
estimated as follows. First, published dust emission models were selected to estimate
dust emissions attributable to each of the pathways evaluated. Second, the emission
models were combined with simple dispersion models (box models) to derive
instantaneous dust exposure concentrations attributable to each pathway. Third, the
instantaneous dust concentrations were combined with conservative estimates of the
duration and frequency of exposure associated with each pathway to derive
conservative estimates of long-term average dust exposure concentrations. Finally,
long-term average dust exposure concentrations were multiplied by the ratios of
asbestos structures to respirable dust measured in bulk source material (and reported in
Section 3) to convert dust exposure concentrations to asbestos exposure
concentrations.

In the following subsections of this section:

• the models adapted and applied to estimate dust exposure are described;

• the data and assumptions employed to develop input values for the dust
emission and dispersion models are summarized;

• the dust exposure concentrations estimated from dust emission and dispersion
modeling are presented; and

29



• the asbestos exposure concentrations (derived by combining dust exposure
concentrations with asbestos concentrations in bulk materials) are provided.

5.3.1 Emission and dispersion models

When an emission model directly applicable to a particular exposure pathway of interest
was not available, models representing modes of disturbance with similar dynamics
were adapted for that pathway of interest. Although such adaptations have not been
validated, they were based on professional judgment and are believed to be reasonably
conservative. Also, in some cases, the adaptations introduced for modeling some of the
pathways of interest require use of the models outside the range of parameters over
which such models have been formally evaluated and validated. This generally
increases the overall uncertainty of the modeled results. However, most of the
adaptations introduced in this report should tend to cause the models to overestimate
(rather than underestimate) exposure, as described below..

Detailed considerations for each model are described in the following subsections of
this chapter.

Playing and Gardening

To estimate exposure (and the attendant risk) for children playing and adults gardening,
the U.S. EPA model for soil handling (U.S. ERA 2002) was adapted. A description of
the model and details of the manner in which it was adapted for use in this report are
provided in Table 7. .

In Table 7, the original equation representing the U.S.EPA soil handling model is
presented on the top left with one modification. All of the input parameters and output
variables are also defined. For the one modification, a term, RM, (which represents the
rate of mass handling) was added simply to convert the output emission rate of the
model from one of mass emitted/mass handled to one of mass emitted/time. As
indicated under the heading, "Modifications," only one additional modification was
required to convert this model from a dust emission to an asbestos emission model that
can be applied to gardening and child's play. This was to incorporate the parameter,
Ra/d, as a multiplicative factor. Rg/d is simply the ratio of asbestos to dust determined in
bulk source material using the Modified Elutriator Method (Berman and Kolk 2000).

The emission model is then combined with a simple box (dispersion) model in the
manner described under the heading "Exposure Point Concentrations Estimated at
Receptor" to convert the output from a rate (str/sec) to a concentration (str/cm3). The
box model has units of sec/m3 and is intended to reflect (the reciprocal of) the volume of
air that moves through the space between the location where source material is being
disturbed and the breathing zone of the receptor. This volume is calculated simply as
the product of the cross-wind width (Wcp) of the box, the cross-wind height (h) of the
box, and the speed (U) of the wind entering the box. Wind can represent either the
speed of local wind in the area or, for moving sources, the speed that the source moves
within the surrounding air. This is the air into which the emitted asbestos (or dust) is
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diluted prior to being inhaled. Note that a conversion factor is also incorporated into the
combined equation so that the resulting concentrations are reported in units of str/cm3

(or g/cm3when dust exposure concentrations are being discussed).

It makes no difference whether the term Ra/d is added to the rate equation first or
whether the rate equation is multiplied by the box model to convert it to an exposure
model first. In the former case, asbestos emission rates are estimated and input into
the dispersion model to estimate exposure point concentrations for asbestos. In the
latter case, dust emissions are estimated and input into the dispersion model to .
estimate exposure point concentrations for dust, which are then converted to asbestos
concentrations by multiplying by Ra/d. In either case/results are equivalent.

In the discussion to follow, the latter of the above-described approaches is adopted so
that exposure point concentrations for dust are first estimated and these are then
converted to asbestos concentrations as the last step of this exposure assessment.
Values adopted for the input parameters to the mode) for gardening and child's play
(and all other models applied in this assessment) are described in detail in the section
following this discussion of the models.

Walking. Running, Bicycling, ATV riding on Unpaved Surfaces

To estimate exposure (and the attendant risk) for individuals walking, running, bicycling,
or ATV riding over unpaved surfaces of the site, the original Copeland model (U.S.EPA
1985), which was developed to describe emissions from off-road vehicle traffic, was
adapted to the conditions associated with these additional pathways. A description of
the model and details of the manner in which it was adapted for use in this report are
provided in Table 8.

Importantly, the model currently adapted to estimate exposure associated with walking,
running, bicycling, or ATV riding actually represents exposure concentrations likely to be
experienced by an individual following closely behind a leader while conducting the
indicated activity. Therefore, such a model is expected to substantially overestimate
exposure to a single individual who might be conducting the indicated activity alone:
This is because an individual walking, running, or bicycling would be constantly moving
ahead of the dust cloud that they generate so that they spend little to no time inhaling
dust from their own plume. Especially given that it is unlikely that any particular
individual would be constantly following immediately behind other runners, walkers, or
bicyclists for even a substantial fraction of the time that they spend pursuing such
activities, the exposure estimates provided for participants in such activities should be
considered to be extremely conservative (upper-bound) estimates.

A more sophisticated (and time-consuming) modeling effort would be needed to
reasonably evaluate exposure to individual walkers, runners, bicyclists, or ATV riders
than the one that was completed for the estimates provided in this report. Such an
approach would not be required, however, unless risks estimated using the current,
bounding approach are found to be unacceptable. As previously indicated, while it may
be valid to support conclusions concerning lack of unacceptable risks using results from
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a conservative, bounding evaluation, conclusions concerning existence of an
unacceptable risk would not be valid. Rather, if such a problem would be suggested,
the more sophisticated analysis would need to be conducted before valid conclusions
could be drawn.

In Table 8, the original equation representing the Copeland model is presented on the
top left with air of the associated input parameters and output variables defined. The
modifications required to convert the model to metric units is then indicated in the next
section of the table.

On the second page of the table, as indicated under the heading "modifications," this
model was modified to address asbestos in a manner entirely analogous to that
described for the soil handling model above: the multiplicative factor, "Ra/d" was
incorporated into the model. As previously indicated, this parameter simply represents
the ratio of asbestos to dust determined in the bulk source material using the Modified
Elutriator Method.

Also as indicated under "modifications," the Copeland model was: modified by
incorporating parameters representing the fraction of time^pent on bare vs. vegetated
(or paved) ground (Tf) and an emission reduction factor (Vj) to account for the reduction
in dust (or asbestos) emissions that would occur from th6 protection afforded by. ground
cover. AH

°In the lower half of Table 8 (under the heading, "Exposure Point Concentrations
Estimated at Receptor"), it is shown how the emission model is then combined with a
simple box (dispersion) model to convert the output from an emission rate to an
exposure point concentration. This is accomplished in a manner identical to that
previously described for the soil handling model. Moreover, as with the soil handling
model, it makes no difference with this model whether the modifications required to
convert the model from one for dust to one for asbestos are applied before or after
converting the rate model to a concentration model.

It must also be emphasized that the principal modifications applied to the Copeland
model to adapt it for estimating emissions and exposure concentrations associated with
walking, running, and bicycling involve modifications to the values for particular input
parameters. Specifically, the value for the number of wheels ("w" in the equation) is
adjusted to account both for the actual number of wheels (or feet) and for the relative
size of the footprint (i.e. the size of the area in direct contact with the ground) of each
wheel (or foot) associated with each activity. While the latter is a novel adaptation, it
appears justifiable, given the dynamics of dust generation associated with these
activities and vehicle traffic on unpaved roads in general. That is, the rate of dust
generation relates both to the pressure applied (which is addressed by adjusting the
"vehicle" weight parameter) when the wheel or foot is in contact with the ground and to
the surface area over which the pressure is applied. Interestingly, due to the relative
pressures to which various vehicle tires are typically inflated, this "footprint"
consideration appears to have been taken into account by default in the original model,
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at least over the range of vehicles to which it is commonly applied (see Appendix C).
For similar reasons (i.e. the similarity of tire pressures commonly employed in ATV tires
and automobile tires), such modifications are not required when applying the modelto
ATV riding.

Although the dynamics in which a wheel is in contact with a surface and a foot is in
contact with a surface differ somewhat, such differences seem to be reasonably minor
for this adaptation. For example, consider that (formoving vehicles) any particular
portion of a tire is placed rapidly on the ground, remains on the ground for a finite
period, and is then lifted. This mimics the actions of a foot during walking or running,
although (particularly for running) the relative force with which a foot hits the ground
(after free-falling for a short distance) may be somewhat greater relative to the weight of
the person (or vehicle) than addressed in the model. Still, this effect should introduce
only a modest error because the distance of free fall is so small.

In fact, the Copeland Model as adapted for walking or running is likely conservative for
two reasons. First, consider that tire contact is continuous while foot contact is
intermittent (so that relatively large fractions of the roadway or footpath go untouched
between footsteps). Second, consider that tire treads tend to be relatively deep and are
designed to be continuous (to channel rain). This also provides an efficient channel for
escape of dust while the ground is pressed whereas the bottom of shoes and sneakers
have relatively shallower and discontinuous "treads" that are not as well suited for
channeling dust.

The first of the above-listed factors alone suggests that dust emissions during walking
may only be about one third of that estimated using the adapted model because a
normal stride is about three times the length of a typical foot and its corresponding
footprint. During running, the fraction of a stride over which a foot is in direct contact
with the ground.is even smaller.

Given the considerations indicated above, it seems that despite the Copeland model
being adapted to scenarios in which the values for input parameters are outside the
ranges over which the model has been formally validated, if anything, the adapted
model should overestimate emissions and exposure, rather than underestimate them for
the scenarios addressed here. The specific parameter values employed for modeling
walking, running, bicycling, and ATV riding using this model are described in the next
section (Section 5.3.2).

Rototilling

To estimate emissions from rototilling, a model designed to estimate emissions from
agricultural tilling (Cowherd et al. 1974) was adapted. A description of this model and
the adaptations incorporated for this analysis are described in Table 9.

As can be seen in Table 9, two modifications were incorporated into the Cowherd et al.
tilling model to adapt it for this document. These are: (1) incorporation of the particle
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size factor, k, to convert the total suspended particulate matter output of the model to
PM10 and (2) incorporation of a conversion factor, Q3, to convert the output of the
emission model from lbsPMio/acre to gPMio/sec.

The manner in which Q3 was derived is also indicated in Table 9. It requires
assumptions concerning the width of the path tilled by a typical rototiller (assumed to be
1ft) and the speed with which rototilling is performed (assumed to be one half the speed
of walking). With these two assumptions, the time required to till an acre is determined
along with its inverse (the number of acres tilled per second). Q3 is then determined
simply as the product of the number of g/lb (454) and the estimated rate for rototilling an
acre. ;

It should also be noted that this model contains no parameter for addressing the effects
of moisture content. Although it is tempting to multiply this model by the moisture ,
content term that has been developed for several other emission mode|s (M/0.2)03, the
appropriateness of thislerm (particularly the appropriateness of using a reference
moisture content of 0.2%) for this model is not known. Therefore, to be conservative, a
moisture content term was not added to the model. Consequently, consideration of the
effects of moisture content on emissions from rototilling will be addressed qualitatively.

As.indicated under the heading "modifications," this model was modified to address
asbestos in a manner entirely analogous to that described for the soil handling and
Copeland models above: the multiplicative factor, "Rg/d" was incorporated into the
model. As previously indicated, this parameter simply represents the ratio of asbestos
to dust determined in the bulk source material using the Modified Elutriator Method.

In the lower half of Table 9 (under the heading, "Exposure Point Concentrations
Estimated at Receptor"), it is shown how the emission model is then combined with a
simple box (dispersion) model to convert the output from an emission rate to an
exposure point concentration. This is accomplished in a manner identical to that
previously described for the soil handling and Copeland models. Moreover, as with
these other models, it makes no difference with this model whether the modifications
required to convert the model from one for dust to one for asbestos are applied before
or after converting the rate model to a concentration model.

Handling or Playing with ACM

To evaluate exposure and the attendant risk associated with the handling of ACM, the
"back-of-the-envelope" model originally reported in Appendix A of the Human Health
Risk Assessment Work Plan for this site (Berman 2003c) has been modified to facilitate
incorporation of the measured asbestos.concentrations that are now available. The
model was also adapted to parallel the format adopted for the other emission and
dispersion models discussed in this section. The "model," as newly adapted, is
described in detail in Table 10. This model was designed to provide a conservative
estimate of exposures associated with the handling of ACM and will be used for this
purpose unless a more sophisticated approach needs to be developed. Because the
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current model is subject to greater uncertainty than other models employed in this
study, if estimated risks are even close to target criteria, use of a more sophisticated
approach would be recommended.

In Table 10, a summary of the scenario modeled is presented in the shaded insert on
the upper left. As indicated, the scenario involves a child picking up a conveniently
sized piece of ACM and using it as chalk to write on a paved surface. During such
activity: the ACM will tend to degrade through abrasion, a portion of the abraded
material will become airborne, and a fraction of the airborne material will be respirable
(including respirable asbestos structures). As it is being produced, the respirable
material will be diluted in air that moves through the space between the point that the
abrasion is occurring and the nose of the child. Thus, the exposure concentration
experienced by the child will be a function both of the rate of abrasion and the rate of
airflow into the "box" encompassing the source activity and the child's nose. In turn,
airflow into the box is a function both of local wind conditions and of turbulence induced
by movement associated with the handling of the ACM.

The equation describing the emission model for handling ACM is presented on the top
in the middle of Table 10. This initial equation indicates the relationship between a
predicted dust emission rate for ACM handling and (1) the mass of ACM handled; (2)
the fraction of ACM abraded during handling; (3) the fraction of abraded material that is
sufficiently degraded to become respirable; and (4) the length of time during which the
ACM is handled.

Estimated values for the unique variables of this model are presented in the next lower
section of Table 10. As can be seen, a piece of ACM that is conveniently sized for
handling is evaluated and the mass is estimated at 380 g. Assumptions concerning the
fraction of this mass that is crumbled during handling and the fraction of the material
crumbled that degrades sufficiently to become respirable are also presented. As
indicated, these are educated estimates thafnevertheless seem reasonable. Unless
additional data become available from U.S.ERA, it is also recommended that a bench-
scale laboratory simulation be conducted to provide data useful for better characterizing
the fraction of handled ACM that becomes respirable when crumbled.

As further indicated under the heading, "modifications" in Table 10, this model is
modified to address asbestos in a manner entirely analogous to that described for the
soil handling and Copeland models above: the multiplicative factor, "Rg/d" was
incorporated into the model. As previously indicated, this parameter simply represents
the ratio of asbestos to dust determined in the bulk source material using the Modified
Elutriator Method.

In the lower half of Table 10 (under the heading, "Exposure Point Concentrations
Estimated at Receptor"), it is shown how the emission model for ACM handling is
combined with a simple box (dispersion) model to convert the output from an emission
rate to an exposure point concentration. This is accomplished in a manner identical to
that previously described for the soil handling and Copeland models. Moreover, as with
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these other models, it makes no difference with this model whether the modifications
required to convert the model from one for dust to one for asbestos are applied before
or after converting the rate model to a concentration model.

Worker Exposure during Excavation and Construction

Operations that potentially generate the greatest quantities of dust from local soils and
fill during construction activities are:

• bulldozer excavation;
• loading and dumping;
• grading; and
• transport over unpaved surfaces.

Each of these activities was modeled to support this evaluation using published dust-
emission models that are specific to each activity. The model for loading and dumping
is the same model that was adapted for gardening and children playing in dirt and has
been previously discussed (Table 7). The models for bulldozer excavation and grading
are presented in Table 11. The model for vehicular transport over unpaved surfaces is
presented in Table 12. In Table 11, the original equations representing the U.S.EPA
models for bulldozer excavation and grading are presented on the top left with all of the
input parameters and output variables defined.

As indicated under the heading, "Modifications," the only modification made to these
models is that the parameter, Ra/d, is incorporated as a multiplicative factor to convert
the output from dust emissions (gpMio/sec) to asbestos emissions (str/sec). Ra/d is
simply the ratio of asbestos to dust determined in bulk source material using the
Modified Elutriator Method (Berman and Kolk 2000).

These emission models are then combined with a simple box (dispersion) model in the
manner described under the heading "Exposure Point Concentrations Estimated at
Receptor" to convert the output from a rate (str/sec) to a concentration (str/cm3). The
box mode,! has units of sec/m3 and is intended to reflect (the reciprocal of) the volume of
air that moves through the space between the location where source material is being
disturbed and the breathing zone of the receptor. This volume is calculated simply as
the product of the cross-wind width (Wcp) of the box, the cross-wind height (h) of the
box, and the speed (U) of the wind entering the box. Wind can represent either the
speed of local wind in the area or, for moving sources, the speed that the source moves
within the surrounding air. This is the air into which the emitted asbestos (or dust) is
diluted prior to being inhaled. Note that a conversion factor is also incorporated into the
combined equation so that the resulting concentrations are reported in units of str/cm3.

The scenario modeled here is one in which individual workers spend a majority of the
project working adjacent to the heavy equipment required to complete excavation and
construction (i.e. bulldozers or graders). Although unlikely, this is possible for certain
kinds of construction activities. Therefore, dispersion was modeled as described above
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using a localized box model. This is in fact a much more conservative approach than
that recommended in the latest U.S.EPA guidance (2002) in which it is assumed that
workers spend their time averaged over the construction area as a whole and,
independently, the heavy equipment is also moved around the site. The result is that, in
the U.S.EPA approach, emissions are assumed to be averaged over a much larger box
covering the entire construction site. As described below, in contrast, this latter
approach is used here only to model emissions and dispersion from transport (as
recommended in the U.S.EPA guidance).

The U.S.EPA model for emissions from construction-related transport on unpaved
surfaces (Table 12) is handled somewhat differently than the other models. This is
because, unlike the other dust-generating activities evaluated in this document, it is
unlikely that personnel (other than the driver - and he moves out ahead .of the plume)
will remain constantly in close proximity to vehicles that might be hauling construction-
related material to or from the site. Thus, exposure associated with dust generation
from such vehicle transport must be averaged over a larger area than the kinds of
small-scale box models that are employed for the other exposure pathways evaluated in

-this document.

Given the above, the approach adopted to evaluate dispersion and exposure associated
with construction-related vehicle transport is that recommended in the U.S.EPA soil
screening guide (2002). By this approach, emissions from vehicular transport are
assumed to be generated on average from a line source bisecting the entire site (which
represents an average haul road) and that emissions disperse into an area equal in size
to the entire construction site.

The equation used to model dispersion in the manner described above, along with
definitions for the associated parameters of the equation, are presented in the lower half
of Table 12, under the heading, "exposure point concentrations estimated at receptor."
The dispersion factor, "Q/C" is derived based on another equation provided in U.S.EPA
(2002, Appendix D), which is a function of the size of the construction site. This
equation (along with definitions for the input parameters) is also presented in Table 12.
The values adopted for the various parameters of each of these models to estimate
exposure at the North Ridge Estates Site are presented in the section that follows
(Section 5.3.2).

As indicated at the bottom of Table 12, the manner in which the equations used to
estimate exposure associated with construction-related transport on unpaved surfaces
in this document are converted to asbestos models from dust models is identical to that
described for every other model employed in this study. Simply, the equations are
modified by incorporating the multiplicative factor, Ra/d) which is simply the ratio of
asbestos to dust determined in bulk source material using the Modified Elutriator
Method (Berman and Kolk 2000).
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5.3.2 Values for input parameters to the emission and dispersion models

Exposure was estimated for each of the exposure pathways of interest in this study by
inputting appropriate values for the parameters of the corresponding models described
in the last section. A summary of the values for input parameters employed in this study
is provided in Table 13.

In Table 13, the first two columns present the name and the mathematical symbol for
each input variable (parameter), respectively. The next 11 columns of the table
indicate, respectively, the input values selected for walking, running; bicycling, ATV
riding, rototilling, child-play and gardening, handling ACM, bulldozer excavation, loading
or dumping, grading, and construction-related transport. Note that blanks in the cells of
this table indicate that a particular input parameter is not relevant to a particular model.
The last two columns of Table 13 indicate, respectively, the units for each input variable
and a brief description of the source of the values selected. A more detailed discussion
of the source and justification for the values selected for each input variable is provided
below:

• • Particle size multiplier. The value of 0.35 selected for this variable is the value
recommended by ERA (see, for example, U.S.ERA 2000b) to adjust emission
estimates so that they represent the respirable (PM10) fraction of dust.

• Moisture content. For activities that are performed at the surface of the site
(such as walking, running, bicycling, or ATV riding), the conservative (low) value
of 0.2% that is recommended by U.S.ERA (see, for example, U.S.ERA 2002) has
been assumed. For activities in which sub-surface soils are disturbed, a value of
2% is employed, which reflects that fact that subsurface soils are typically wetter

:. than those immediately at the surface. Based on professional judgment, this
, value is expected to be conservative for subsurface soils. Moreover, this value is

more conservative than the default values that the U.S.ERA (1985) recommends
for handling of piles or other non-surficial materials and compares favorably to
reported values for the moisture contents of storage piles and other non-surficial
materials (U.S.ERA 1985). Should consideration of this specific parameter be
deemed critical, it is also possible to measure moisture content directly from the
site.

• Number of wet-days per year. The value of 90 selected for the number of wet
days is a conservative, site-specific estimate obtained from a U.S.ERA published
isopleth map of such values (U.S.EPA 2002, Page 5-13).

• The Thornswaite PE index. The value of 32 selected for this parameter is
derived from a U.S.EPA published isopleth map of such values (U.S.EPA 1985).

• Silt content. To be conservative, the value of 38% selected for silt content was
set equal to the maximum value observed among all of the measurements
collected during the study of the site. A summary of measured silt content values
is provided in Appendix D.
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• Gross vehicle speed. For models in which.vehicles (or humans) are moving,
the speed of such movement was selected to be conservatively high. Thus, for
walking, running, and bicycling conservative values of 4, 6, and 10 mph (6, 9.6,
and 16 kph) were selected. Due to the durations and frequencies assumed for
these activities (see Section 5.3.3), such activities must be considered long-
distance activities, so that the speeds selected are extremely conservative.
Regarding running, for example, expecting someone to maintain a 6 mph pace
every day for two hours per day over 30 years is simply unrealistic. Thus, the
number of days assumed for maintaining this speed was also reduced from 365
days/year to 250 days/year (see Section 5.3.3). Even so, this combination of
speed and frequency for running remains extremely conservative. Vehicle
speeds assumed for rototilling, ATV riding, and construction-related excavation,
grading, and transport on unpaved roads are similarly conservative.. For
example, pushing a hand rototiller at a pace equivalent to a half the speed of a
brisk walk (2 mph) is fast. Typically, one pushes a rototiller only very slowly and
stops are frequent.

• Asbestos concentration in dust. As previously indicated (Section 5.3.1), this is
the concentration of asbestos measured in soils and fill at the site using the
Modified Elutriator Method and reported as the number of asbestos structures
per gram of respirable dust (str/gPMio)- Asbestos concentration estimates
adopted as inputs for specific models are discussed in Section 5.3.4.

• Mass material handling rate. The value of 0.125 Mg/hr that is assumed for
children playing and adults gardening is based on the extremely conservative
estimate that an individual working with small hand-tools can excavate 0.5 m3of
material in an hour. For commercial construction, the value of 14 Mg/hr assumes
that backhoe workers excavate a trench that is one meter deep, one meter wide,
and 50 meters long in 8 hours (50 m3/day), which is extremely conservative. To
put this in perspective, consider that, if one built 20 new homes over the course
of a year and excavated an acre of material to a depth of one meter for each
home (a highly unlikely .scenario), the rate of material handling would only be
about 5 m3/day ([20 homes x 63.6 m3/home]/250 working days per year).

• Wind Velocity. For moving sources, clearly the minimum relevant wind speed is
equal to the speed of the moving source. Thus, for bicycling and ATV riding
speeds of 4.4, and 8.3 m/sec (10, and 18 mph), respectively, represent
reasonable estimates. For walking, running, and rototilling, because these
activities are much slower, the average wind speed for the area (3.0 m/s or 6.7
mph) was assumed. For construction activities, although sources are moving,
nearby workers are stationary. Therefore, the mean wind velocity reported for
Klamath Falls of 3.0 m/s (6.7 mph, Western Regional Climate Center 2004) is
assumed. For residential activities (gardening, child's play, ACM handling)
involving stationary sources, one half of the mean local wind velocity is assumed
to account for the relatively small box within which dispersion occurs in
association with these activities.
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Gross vehicle weight. The gross vehicle (personal) weight assumed for
walkers or runners is 0.073 Mg (160 Ibs, which is the EPA recommended value
for adult males, U.S.EPA 1997). For bicyclists, 30 Ibs was added for the weight
of the bicycle. For ATV riding, the vehicle was assumed to weigh 1,000 Ibs
(including the rider). For construction-related transport, 20 Mg is assumed, which
is the mass of a 20 ton truck.

Number of vehicle wheels. The number of wheels (or feet) assumed for
walkers, runners, bicyclists and ATV riders is listed in Table 13 and a detailed
discussion of the derivation of these values is provided in Section 5.3.1.

Emission reduction factor. An emission reduction factor of 0.01 is assumed in
this study. This is a default value recommended for wind erosion (see U.S.EPA
2002). However, the degree to whicjh jhejvalue of thisjactgr is also appropriate
forjft/ajking, running, or bicĵ cjinĵ ĵ
to trje_oj|/eg11 ĉ'eTfa1?Tty~of tjiejTipjdjsling effort. ATfh~e~same time, walkers,
runners, ancTbicyclists likely^pend alairlraction of their time on paved surfaces,
where the emission reduction factor would be zero. Thus, use of this factor is
unlikely to contribute to any underestimation in risk.

Fraction of time spent on bare ground. Assuming that walkers, runners,
bicyclists, and ATV riders spend approximately 50% of their time on vegetated or
paved surfaces seems to be a reasonably conservative estimate, particularly for
runners and bicyclists, who generally prefer smoother surfaces. Interestingly,
50% is the default value recommended for wind erosion pathways (U.S.EPA
2002), which suggests that one should assume that 50% of a site is covered
either with vegetation or paving. Thus, since individuals who walk, run, or ride
likely prefer the smoother surfaces, this estimate is likely conservative.

Width of the dispersion box. The values selected for the width of the box into
which emissions disperse are chosen to be reasonably conservative for each of
the exposure pathways addressed, based on a complex set of considerations.
These are described in Appendix E.

Height of the dispersion box. For all exposure scenarios except
gardening/children playing, handling of ACM, and ATV riding, the height of the
box into which emissions disperse is selected to be 1.75 m, which is the
approximate height of an adult. For gardening/children playing and handling of
ACM, the height of the box is estimated at 0.5 m, which is the approximate
distance between the hand and nose of a stooping adolescent. Given that this
averaged over a 30-year period and that the adolescent will mature over that
period, this last value is clearly conservative. The height of the mixing box for
ATV riding is about twice the height of a seated adult (2 m). This was adopted to
account for turbulent dispersion in the wake of the vehicle. Also, regarding ATV
riding, the discussion in Section 5.5.1 should be considered. These values are
also addressed further in Appendix E.
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Note that all of the remaining parameter values are associated solely with
construction-related transport:

• The dispersion factor (QIC). This is described in detail by the U.S.EPA (2002,
Appendix D) and is determined by the Equation presented on the lower left of
Table 13. It is a function of three constants that are defined in U.S.EPA (2002)
and the areal extent of the site over which construction is assumed to occur. In
this study, construction is assumed to occur in the vicinity of the occupied
houses, which covers an area of 153 acres (Berri, D. PBS, private
communication 2004, based on measurements from a scale map).

• Dispersion adjustment factor. This too is defined in U.S.EPA (2002) and the
default value of 0.182 is employed.

• Road surface area. This is the surface area of the unpaved haul road that is
assumed to be constructed to facilitate transport to and from the construction
area (U.S.EPA 2002). As described in EPA guidance, it is estimated as the
length equal to the distance from the middle to the edge of the (153 acre) site
(approximately 1.8 km, see Lroad below) and the width of a typical single lane
road (15 ft or approximately 5 m). This is .©*fremefy conservative because there
are already paved roads traversing the site so that transport over unpaved
surfaces to any new construction site will be substantially less than that .
assumed. 7

• Number of vehicle Km traveled. This is estimated simply as the length of the
haul road times the number of loads assumed (both indicated below).

• Total area of project site. As previously indicated, this is assumed to be the
area over which houses currently exist at the site, which is an area of 153 acres
(Berri, D. PBS private communication 2004, based .on measurements from scale
map).

• Loads, per project. This was assumed simply to be two loads per day over a 1 -
year project.

• Length of road. This is the length of the haul road over which construction-
related transport is assumed to occur. As described in guidance (U.S.EPA
2002), it was estimated simply as the distance between the center and the edcje
of the site. Thus, 1.1 km is derived as 1.414 x 208 ft/side of acre x 153as acres
(side of square) x 3E-4 km/ft. Note that the term, 1.414, is simply the square root
of 2, which is the length of the diagonal of a square relative to the side of a
square. Thus, the equation simply provides a determination of the distance
along the diagonal from the center to the edge of a square-shaped site that is the
same size of the North Ridge Estates site. This is the longest possible distance
between the center and closest edge of any shaped site of the size indicated.
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• Active project time. For the standard construction project evaluated in this
document, which is assumed to last a year, this is estimated simply as the
number of seconds in an occupational year (60 x 60 x 8 x 250). Although not
shown in Table 13, a remediation scenario is also addressed (Section 5.3.3),
which" is assumed to last for a period of two months. Thus, the active project
time estimated for the remediation scenario is one sixth (2/12) of the active
project time estimated for the year-long construction project.

5.3.3 Estimating exposure to dust

Table 14 presents exposure estimates that result from inputting the parameter values
from Table 13 into the corresponding emission and dispersion models (described in
Section 5.3.1). In Table 14, the first column indicates the specific activity modeled. The
second column indicates the emission rate derived by inputting the parameter values
from Table 13 into the various emission models. The corresponding instantaneous dust
concentrations generated at the receptor for each listed activity is provided in the third
column of Table 14.

To illustrate how dust emission rates and the corresponding, instantaneous dust
concentrations in Table 14 are derived, consider the case for exposure associated with
walking over contaminated soil. The emission and dispersion models used to evaluate
walking over soil are described in Table 8. Substituting the input values described in
the column headed "walking" in Table 13 into the emission model presented at the top v
of Table 8 results in the following:

2.4x1O'2 (g/sec) = 1.7*(0.278)*(0.35)*(38/12)*(62/48)*(0.073/2.7)0-7*(2.4/4)a5/(0.2/0.2)°-3.

Noting that the output emission rate indicated for the equation at the top of Table 8 is in
g/sec and that the emission rates listed in the second column of Table 14 are in kg/sec
and making the requisite conversion (i.e. dividing the value indicated, in the above
equation by 1000), we see that the above equation indeed returns the emission rate
presented in Table 14 for walking.

To estimate the instantaneous concentration (of respirable dust) generated in
association with walking over contaminated ground, it is simply necessary to multiply
the above-derived emission rate by the dispersion portion of the equation listed at the
bottom of Table 8. Thus: ' ,< c. • ' 5, (.^ 50" . • .

0.00078 (g/m3) = 2.4x1 Q-2*[1/{(3)*(1.75)*(3)}]*[(0.5)+{1 -(0.5)}*(0.01)].

Noting that the instantaneous concentrations listed in Table 14 are reported in mg/m3

and the output for the equation above is in g/m3, one must multiply the above value by
1000 before comparing to the value listed for walking in the third column of Table 14. In
this case, there remains a small difference (in the second significant figure) between
what is calculated using the above equation and what is presented in Table 14. This is
due to a rounding error because the spreadsheet preserves additional significant figures
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for intermediate calculations that have been truncated in the equations presented on
this page.

Note, after dividing the emission and dispersion equation at the bottom of Table 8 by the
emission equation at the top of that table, the remaining terms include, Rg/d and the
dispersion-related terms that have been incorporated into the equation listed prior to the
last paragraph above to calculate the instantaneous dust concentration. As indicated in
Table 8 and the accompanying text (Section 5.3.1), the term, Ra/d, represents the
concentration of asbestos in source material and is used later to convert estimated dust
exposure concentrations to asbestos exposure concentrations, which will be addressed
in detail in Section 5.3.4.

The dust concentrations listed in the third column of Table 14 represent instantaneous
concentrations. This means they are concentrations that develop only while each
activity is actually being conducted. While continuous, lifetime estimates of exposure
are needed to assess risks to carcinogens, none of the activities indicated in Table 14
could ever be conducted continuously over an entire lifetime. Therefore, the
concentrations listed in the fourth column of Table 14 have been adjusted for duration
and frequency to derive reasonable exposure point concentration estimates that can be
used to support a risk assessment addressing asbestos.

Table 15 presents estimates of the durations and frequencies with which each of the
activities of interest are typically conducted. With a small number of exceptions, these
were obtained from the Exposure Factors Handbook (U.S.ERA 1997).

The first column of Table 15 lists the specific activities of interest. The second and third
columns indicate, respectively, the number of hours/day and the number of days/year
over which each activity is assumed to be conducted. The next column of the table
indicates the fraction of a year represented by such frequencies, which is determined
as:

Fraction of year = (hours/day x days/year)/(hours in a year).

The fifth column of Table 15 indicates the duration (in number of years) over which each
activity is assumed to be conducted. The sixth column of the table indicates the fraction
of a lifetime spent conducting each activity (as represented by the corresponding
duration and frequencies of each activity). Thus, the fraction of a lifetime for a specific
activity is determined as:

Fraction of lifetime = (hours/day * days/year * number of years)/(hours in a lifetime).

Note that the number of hours in a lifetime employed in the above equation is
determined by assuming that a lifetime is 70 years long so that the number of hours in a
lifetime is simply 24*365*70 = 6.132X105.
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The last two columns of Table 15 indicate, respectively, a reference for the source of
the estimated durations and frequencies for each activity and the areas over which each
activity is most likely to be conducted.

Except for handling ACM, rototilling, ATV riding, and construction-related pathways, the
durations and frequencies assumed for the other pathways all represent upper-bound
estimates derived from a review of the Exposure Factors Handbook (U.S.ERA 1997).
Because there are no relevant values in the Exposure Factors Handbook, the durations
and;.frequencies of exposure associated with playing with ACM were estimated based
on professional judgment, as described below. Because there are no relevant values in
the Exposure Factors Handbook for rototilling, the default values used by the U.S.ERA
for the Libby site (U.S.ERA 2001) were employed here. The duration and frequency
estimated for ATV riding are based on professional judgment and account only for hours
that an ATV might be driven locally around the neighborhood (as opposed to times
during which other remote locations set aside for ATV use might be visited).

Two sets of durations and frequencies were assumed for construction-related pathways.
The first is based on an assumed future project involving commercial construction of
additional housing. In this case, it is assumed that such activities would last a year and
would be conducted at occupational frequencies (8 hrs/day for 250 days/yr). This
should be conservative for almost any type of commercial construction or maintenance
activity (including utility work) that might potentially be conducted at the site in the
future.

The second construction-related scenario was designed to represent a remediation
project in which the ACM-burial sites on the property are excavated (or stabilized). For
this-scenario, a duration of 2 months is assumed. As with the commercial construction
scenario above, work during remediation is assumed to continue for 8 hours/day and
250 days/year. In this case, the 250 days per year is divided by 6 (to account for a two-
month duration).

To estimate the duration and frequency with which ACM might be handled, it was
considered unlikely that children or adults would regularly handle ACM for an average of
more than an hour a day and such activities are unlikely to be repeated regularly over
the course of. a year. In fact, it seems unlikely that individuals would handle ACM as
much as once per week, as estimated in the table. Moreover, the regular handling of
ACM was assumed largely limited to younger children (approximately between the ages
of 2 and 15) with a couple of additional years added for later encounters so that the total
duration over which this activity might occur was assumed to extend about 15 years.
Children younger than 2 are not likely to have regular access to such materials. Except
for very rarely, children older than 15 are likely to engage primarily in activities other
than those that might encourage regular handling of ACM. Adults are only likely to
handle ACM when they encounter large pieces that they wish to remove from interfering
with other activities and these would also likely be rare events.
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Perhaps most important, the simple handling of ACM is unlikely to substantially abrade
such material. Thus, most of the time that ACM.is handled, the associated exposures
would be much smaller than that estimated in the scenario presented here (in which the
ACM is intentionally abraded by scraping on pavement); the duration and frequency
with which individuals conduct activities that forcefully abrade ACM is likely substantially
smaller than the estimates employed in this study. Therefore, the time estimates
assumed for this activity are conservative.

With the exception of playing with ACM, rototillihg, ATV riding, and construction-related
activities (which are discussed above), because the upper-bound estimate of the total
time individuals tend to spend outdoors is applied to each of the activities listed, neither
exposures nor the attendant risks estimated for these activities should be summed.
Rather, a conservative estimate of the exposure or risk associated with any of these
activities is simply equivalent to the largest of the estimated exposures or risks derived
for any individual activity, which is interpreted as the "worst case" individual conducting
the dustiest of the indicated activities solely and continuously for the entire
(conservative estimate of the total) time that such an individual is active outdoors.

It should also be emphasized that, even if exposures were to be summed, the
differences between the largest of the individual estimates and the summed values
would be less than a factor of two, due to the disparity of the estimated risks for
individual exposure pathways. This is typical of most risk assessments; it is unusual for
more than two or three pathways to contribute substantially to summed values.

The time averaged dust exposure concentrations presented in the fourth column of
Table 14 are derived simply as the product of the instantaneous concentrations
presented in the third column of this table and the fraction-of-a-lifetime estimates
Indicated for the corresponding activity in the sixth column of Table 15. Thus, to
illustrate using walking:

2.7x10"2 mg/m3 =7.8x10"1 mg/m3*0.034 (unitless).

As the time-averaged dust exposure concentrations presented in the fourth column of
Table 14 represent lifetime average exposures, these estimates are appropriate for
supporting risk assessment for carcinogens.

5.3.4 Estimating exposure point concentrations of asbestos

Asbestos exposure point concentrations for specific exposure pathways are each
estimated simply by multiplying an appropriately selected asbestos concentration in
source material and the corresponding/time-averaged dust exposure concentration
estimated for each exposure pathway of interest (Column 4 of Table 14). Asbestos
concentrations observed in various source materials at the North Ridge Estates site are
presented in Table 1620. The corresponding exposure point concentrations for asbestos
are summarized and discussed in Section 5,5 below.

20 With one exception, the data in Table 16 are derived from the measurements presented in Table
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In Table 16, the first column indicates the set of samples (types of source material) from
which each concentration estimate is drawn. The next three columns indicate,
respectively, the estimated concentration of protocol structures, the fraction of protocol
structures longer than 10 urn, and the concentration of 7402 structures.

With one exception, the concentrations presented in Table 16 all represent
conservative, upper bound estimates. In many cases, as indicated in the table, the
maximum of a set of measurements is employed to represent the concentration in a
particular matrix. The maximum value observed among the individual measurements is
employed when the data set evaluated is shown not to be statistically consistent (Table
5, Section 4.1.4). •

Because measurements of asbestos concentrations in composite soils were shown to
be statistically consistent (Table 5), a formal upper bound was estimated specifically for
this data set. Thus a 95% upper confidence limit (95% UCL) to the mean of the
concentrations observed among soil composites was appropriately determined from a
Poisson distribution (see discussion of Poisson distributions in Section 4.1.2). To
calculate a 95% UCL in this case, the 95% UCL based on a Poisson distribution (5
structures) is determined for the total number of structures observed across all of the
samples (1 structure) and the 95% UCL from the Poisson distribution is multiplied by the
pooled analytical sensitivity for the sample set evaluated. In turn, the pooled analytical
sensitivity is calculated as the reciprocal of the sum of the reciprocals of the analytical
sensitivities for the 10 individual samples in this set. As. indicated in Table 1, the
analytical sensitivity for each of the 10 individual samples is approximately
2x106str/gpMir> Thus, the pooled analytical sensitivity (2x105) is determined as:

2x105 = l/{lO*[l/(2xl06)]}

Thus, the 95% UCL concentration estimated for these samples is 1x106 str/gPMio (5
structures x 2x105 analytical sensitivity), which must be divided by one million so that
the units are adjusted to str/ugpM1o to compare it to the value in Table 16. Note that the
value reported in Table 1:6 (0.9) is slightly lower than the value estimated here (1,0)
because the calculation presented here includes truncated estimates of analytical
sensitivity that are rounded to the nearest whole value whereas the values in Table 16
are not based on truncated estimates. Thus, this difference is due to rounding.

6 with the specific columns of Table 6 selected based on the type of source material under consideration.
Thus, for example, asbestos concentrations in soil components alone are provided in Columns 5 through
7 of Table 6. For asbestos concentrations in soils contributed by the embedded ACM, the data in
Columns 11 through 13 are employed. Total asbestos concentrations in soils (with contributions from the
embedded ACM included) are presented in Columns 14 through 16 and the concentrations of asbestos
observed in pure ACM are provided in Columns 8 through 10. An explanation of the derivation of these
concentration estimates is provided in Section 4.2. Regarding the one exception, asbestos
concentrations observed in steam-pipe insulation that are reported in Table 16 are derived from analysis
of a composite sample collected from material recently observed at the site, which is not included in Table
6.
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Regarding the one exception to the presentation of conservative concentration
estimates in Table 16, concentrations indicated in the table for asbestos in steam-pipe
insulation (MAG ACM) are based on results from analysis of a single, composite sample
that was collected to represent the nature of the material observed in three locations on
site just after the spring thaw earlier this year.

The concentrations presented in the top portion of Table 16 represent concentrations of
chrysotile structures, which account for the vast majority of the asbestos observed on
site. During the initial sampling of the site (as discussed in Section 4), only a single
sample (from among 18 soil samples and 13 ACM samples analyzed from the site)
exhibited observable concentrations of any type of asbestos other than chrysotile. In
the sample representing the soil component from Hot Spot 6, several amosite structures
were observed in addition to chrysotile.

Concentrations of amosite asbestos structures observed in the soil component of Hot
Spot 6 and in the composite sample of steam-pipe insulation (collected from material
observed on site following the recent, spring thaw) are presented in the lower, shaded
portion of Table 16. Although observed only rarely in isolated areas of the site, the
presence of amosite (an amphibole asbestos) is explicitly addressed in the following risk
assessment because amphibole asbestos is believed to be more hazardous (fiberrfor-
fiber) than chrysotile (Berman and Crump 2001).

The various concentration estimates presented in Table 16 are each appropriate for
different exposure pathways. In many cases, they may even be considered to be .
bounding estimates, as long as the types of asbestos (chrysotile or amphibole) are
addressed separately. Both because chrysotile and amphibole asbestos exhibit
differential potencies and because they are derived from different materials exhibiting
different distributions at the site, they are addressed separately below.

5.3.4.1 Estimating exposure point concentrations for chrysotile

The chrysotile concentration estimates presented in the upper rows of Table 16 are
each employed to estimate source concentrations for each of the exposure pathways
evaluated in this report. Thus, for example, the mean and upper 95% confidence limit
estimate for the concentrations of chrysotile structures in composite surface soils
without ACM21 (which are listed in the first and second rows of the table, respectively)
are appropriate for exposure pathways involving disturbance of surface soils over large
areas of the site where ACM has been physically removed from site soils.

Because new ACM was observed in many previously cleaned areas of the site this
spring (Judy Smith of U.S.ERA, Memorandum dated April 21, 2004, Subject: Seeking
Access to Walk Site Next Week), the maximum chrysotile concentrations observed in

21 These concentrations are derived from the concentrations observed among the soil components
of these samples (Columns 5 to 7 of .the first 11 rows of Table 6). thus, the contributions from any ACM
that was present are not included.
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composite samples (with the contribution from embedded ACM included - Row 4 of
Table 16) are used in the following risk assessment to represent source concentration
estimates in surface soils appropriate for exposure pathways involving walking, running,
bicycling, and ATV riding. These are pathways that are typically conducted over large
areas of the site. Moreover, as indicated in Appendix F, the bounding estimates
presented in Row 4 for the composite sample set of the current study (with ACM
contributions included) are also shown to be bounding for the U.S.ERA sample set
which, in turn, represents "worst case" conditions for each individual residence.
Therefore, these source concentration estimates for chrysotile should be considered to
be bounding even if these activities are conducted only over individual residential areas.

Note that the reappearance of ACM in previously cleaned areas is likely due to uplift
from freeze-thaw cycling and, as such, was not unexpected (for example, see Berman
2003c, Page 4). ; . .

Rototilling is also generally conducted over relatively large areas of a site, although
such areas may be somewhat more limited than the areas over which walking, running,
bicycling, or ATV riding are typically conducted. Moreover, rototHling involves
excavation into the shallow sub-surface so that bounding source concentrations
relevant to rototilling may be somewhat different than those employed for these other
pathways. Nevertheless, the bounding concentrations estimated from the composite
samples of the current study (including contributions from embedded ACM) were shown
to bound the U.S.ERA data and, in turn, the U.S.ERA data are expected to be
conservative for exposures within residential lots. This suggests that the same
bounding source concentrations of chrysotile that are used for walking, running,
bicycling, and ATV riding (see above) should also be appropriate for rototilling.

Note that a data gap that may be useful to fill, depending on the need to assess
rototilling in a more sophisticated manner in the future, might be to collect data suitable
for evaluating the vertical profile of asbestos contamination in the shallow sub-surface.

Gardening and children playing potentially represent localized activities and may involve
the disturbance of shallow sub-surface soils, from which ACM may not have been
removed. Therefore, to be conservative, the chrysotile concentrations selected for
assessing exposure via these pathways is the maximum of the concentrations observed
anywhere onsite, including hot spots (Row 5 of Table 16)22. Moreover, both the
contributions from structures observed in the soil component and in the ACM
component of this sample are included in the determination of these concentrations.
Because it is unlikely that individuals would garden in locations where high .
concentrations of ACM are buried (i.e. the hot spots), use of these concentration
estimates are considered to be extremely conservative, bounding estimates for
chrysotile concentrations relevant to these pathways, no matter where they are
conducted on the site.

22 These concentrations are presented in the last three Columns of Table 6. Their derivation..is
described in Section 4.2. .
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For exposure pathways involving commercial construction, the maximum chrysotile
concentrations observed among composite samples, including contributions from ACM
(Row 4 of Table 16) are considered appropriate. This is because construction activities
are likely to be conducted over large areas of the site and only extremely limited time
would be expected to be spent in any particular hot spot area. In case ACM
contamination extends beneath the surface at the site, the combined contributions from
both the soil and ACM components of these samples are included. Thus, the
concentrations presented in Row 4 are expected to be extremely conservative,
bounding estimates for these pathways.

As previously indicated (Section 5.3.3), a remediation scenario is also considered for
construction activities. The chrysotile concentrations assumed for the remediation
scenario are the maximum concentrations of chrysotile observed among the hot spot
samples with contributions from the ACM components included (Row 5 of Table 16).
These are expected to be conservative, bounding estimates even for a remediation
scenario.

To evaluate exposure associated with the handling of chrysotile-containing ACM, the
concentrations of asbestos in the source material were conservatively estimated as the
maximum of the concentrations of structures observed among the ACM component of
any sample (Row 6 of Table 16, for chrysotile). These should represent bounding
estimates of concentration for this pathway. .

5.3.4.2 Estimating exposure point concentrations for amphibole
asbestos

To assess potential contributions from the presence of amphibole asbestos to overall,
exposure and risk, the amphibole asbestos concentrations reported in the shaded
portion of Table 16 (for the two matrices in which amphibole asbestos was observed in
this study) are considered along with the results of an evaluation to estimate the relative
occurrence of amphibole asbestos at the North Ridge Estates Site (Appendix F). The
evaluation in Appendix F is based on observations gleaned from data reported both in
this study and other soil measurements from the site recently reported by U.S.EPA
(Wroble, private communication). The soil measurements reported by U.S.EPA are
also compared with results from this study to evaluate the overall consistency of the two
data sets.

Importantly, while the hot spots chosen for sampling in both the current study and the
U.S.EPA study are appropriate for bounding source concentrations for chrysotile, they
may not necessarily bound potential exposures to amphibole asbestos for every
exposure pathway of interest. Due to the relatively greater potency assumed for
amphibole asbestos compared to chrysotile asbestos (Section 5.4), relatively lower
concentrations or, correspondingly, higher concentrations encountered less frequently
than chrysotile might still pose a potential concern.

Certainly the existing data indicate that the chance of encountering amphibole is
extremely rare (see Appendix F). At the same time, given the observation that three
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small areas of the site were recently encountered over which steam-pipe insulation was
observed and removed, it is possible that other isolated areas of the site also harbor
elevated levels of amphibole asbestos. Therefore, it will likely be necessary to further
bound the low concentrations of amphibole asbestos that was detected and to further
refine the site model to assure that potential amphibole asbestos-containing hot spots
are adequately identified and addressed . .

Source concentrations for amphibole asbestos were estimated from the existing data in
a manner similar to that described for chrysotile. Given the above, however, the
uncertainties of the existing dataset are considered as part of the risk assessment
(Section 5.5.2) and discussed in the uncertainty analysis that is also presented (Section
5.6).

To assess amphibole asbestos exposure associated with walking, running, bicycling,
and ATV riding (which tend to be conducted over large areas of the site), upper bound
estimates of averaged conditions are assumed as source concentrations. These have
been derived within the uncertainty of the existing data set in the manner described
below.

Because, as indicated in Appendix F, the'only place where amphibole asbestos
structures that are sufficiently long to be considered biologically active were detected
was in a single hot spot collected from a hole in a foundation, the concentrations from
this hot spot should not be considered to be representative of any extended surface
area of the site. Moreover, as indicated above, the only locations where amphibole
asbestos-containing ACM (e.g. steam-pipe insulation) was observed on the surface has
been cleaned up. Thus, to estimate source concentrations appropriate for exposure
pathways typically conducted over extended areas, it is conservatively assumed that the
two short amphibole asbestos structures:observed among the U.S.ERA samples infer
the possible presence of biologically active structures representing a low, general level
of amphibole contamination and an upper bound estimate of the concentrations of such
amphibole asbestos was derived as described in Appendix F. It is these upper bound
estimates of concentration for structures that were not even detected (2x10 s/gPMio)
that are employed to evaluate amphibole-related risks from walking, running, bicycling,
and ATV riding. ,

As previously indicated, rototillihg is also generally conducted over relatively large areas
of a site, although such areas may be somewhat more limited than the areas over which
walking, running, bicycling, or ATV riding are typically conducted. Moreover, rototilling
involves excavation into the shallow sub-surface so that bounding source
concentrations relevant to rototilling may be somewhat different than those employed
for these other pathways. Nevertheless, for the same reasons indicated in the last
paragraph, it appears that the best available estimates for source concentrations of
amphibole asbestos that are appropriate for rototilling are the same concentrations
estimated for walking, running, bicycling, and ATV riding.

Note that, as previously indicated, the lack of data suitable for evaluating the vertical
profile of asbestos contamination (for either chrysotile or amphibole asbestos) in the
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shallow sub-surface represents a data gap that may be useful to fill, depending on
whether a need arises for reevaluating the risks associated with rototilling in the future.
One other consideration also needs to be addressed specifically with regard to
amphibole asbestos. There is no evidence that hot spots containing amphibole
asbestos actually exist at the surface or in the near-surface soils of the site and current
data suggests that any such occurrence is at best extremely rare. However, depending
on how risk is ultimately managed at this site, there may be a need to better evaluate
the potential that amphibole asbestos-containing ACM might be exposed in the future;

Gardening and children playing potentially represent localized activities and may involve
the disturbance of shallow sub-surface soils, from which ACM may not have been
removed. Therefore, to be conservative, the amphibole asbestos concentrations
selected for assessing exposure via these pathways is the maximum of the
concentrations observed anywhere orisite, including hot spots (the first row of Table 16
under the heading, "Amosite"). Moreover, both the contributions from structures
observed in the soil component and in the ACM component of this sample are included
in the determination of these concentrations. As long as hot spots containing amphibole
asbestos do not become exposed (see discussion above), these concentrations appear
to be reasonably conservative estimates for amphibole asbestos concentrations that
might be encountered when adults garden or children play in local soils.

Importantly, neither children playing nor adults gardening are likely to penetrate to the
depths sufficient to encounter undisturbed, buried steam pipe (approximately 2 ft),
except, potentially, for the isolated areas where such pipe historically came to the
surface to enter structures near foundations of old buildings. To the extent not already
addressed, any such areas should therefore be identified and managed.

For exposure pathways involving commercial construction, which occur only over very
large areas of the site, it is conservatively assumed that the two short amphibole
asbestos structures observed among the U.S.EPA samples infer the possible presence
of biologically active structures representing a low, general level of amphibole
contamination and an upper bound estimate of the concentrations of such amphibole
asbestos was derived as described in Appendix F. It is these upper bound estimates of
concentration for structures that were not even detected (2x105 s/gpMio) that are
employed to evaluate amphibole-related risks from construction-related activities.

The amphibole-asbestos concentrations derived from Hot Spot Sample No. 6 (which is
presented in the first row of Table 16 under the heading, "Amosite") were used to
represent source concentrations for the remediation scenario that is also Considered in
this report (Section 5.3.3). As this was the only sample in any data set in which
amphibole asbestos structures within the range considered to be biologically active
(Section 5,4) were observed, this is expected to represent a reasonably conservative
estimate for amphibole-asbestos concentrations that might be encountered over the
course of any site remediation that might extend as long as two months. Although it is
possible that higher concentrations of amphibole asbestos might be encountered in
small, isolated areas of the site, it is unlikely that the time over which work would be
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conducted in such areas would constitute more than an extremely small fraction of the
total time over which the remediation scenario is assumed to occur

To evaluate exposure associated with the handling or abrading of amphibole asbestos-
containing ACM, the concentration of asbestos in the source material was
conservatively estimated as the maximum of the concentrations of structures observed
among the ACM component of any sample (the second row under the heading;
"Amosite" in Table 16). This should represent a bounding estimate of concentration for
this pathway.

5.4 Assessing Toxicity

Asbestos-related risks are estimated in this document by combining exposure estimates
with exposure-response coefficients derived from each of two separate protocols. The
first is a new protocol developed by Berman and Crump (2001). The second is the
approach currently recommended by the U.S.EPA (IRIS 1988).

The Berman and Crump (2001) protocol was recently subjected to a peer-review
consultation by the U.S.EPA and received favorable reviews (ERG 2003). Based on the
recommendations of the panel, the report was finalized and is now being distributed by
EPA while the additional research that was recommended by the panel to refine some
of the details is being conducted. Thus, as a conservative, interim step, both
approaches are employed in this study to assess toxicity and risk.

In both cases, risk will be estimated as the product of time-averaged exposure
concentration estimates and, appropriately matched, unit risk factors.

5.4.1 Adapting Unit Risk Factors from Berman and Crump 2001

Unit risk factors (URF's) for asbestos are derived for use in this evaluation from
asbestos risk estimates provided in Table 8-1 of Berman and Crump (2001), which is
reproduced here as Table 17. The procedure described below, which was used to
derive URF's from the risk estimates presented in Berman and Crump, is identical to the
procedure used to derive the URF for asbestos that is currently recommended by EPA
(IRIS 1988, see Section 5.4.2),

Table 17 presents estimates of the additional risk of death from lung cancer and
mesothelioma attributable to lifetime exposure at an asbestos concentration of 0.0005
s/cm3 (for total protocol structures) as determined based on counts derived using the
rules of ISO Method 10312 (ISO 1995). In the table, separate risk estimates are
presented for exposures containing varying fractions (in percent) of protocof<structures
longer than 10 urn. Separate estimates are presented for smokers and nofemokers
because the lifetime asbestos-induced risk of both lung cancer and mesothelioma differ
between smokers and non-smokers. Separate risk estimates are also provided for men
and women.
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As suggested in Table 17, the asbestos-induced risk of lung cancer is higher among
smokers. This is because the model used to develop the table incorporates a
multiplicative effect between smoking and asbestos exposure (Berman and Crump
2001). The asbestos-induced risk of mesothelioma is smaller among smokers because
the time-dependent power curve incorporated into the model for mesothelioma places
greatest weight on risk among the elderly and smokers do not live long enough to
contribute as much to risk in this age range.

the URF's are developed based on the following assumptions:

• 21.4 percent of the U.S. population smokes; and

• 50 percent of the U.S. population is male.

URF's are also developed assuming a specific fraction of protocol structures are longer
than 10 urn.

To develop an asbestos URF, first, a population averaged risk factor, Rpop, is generated.
Because Berman and Crump assign different potencies to the two major types of
asbestos, a separate Rpop is generated for chrysotile and for amphibole asbestos.
Using the combined risk values (which accounts for both lung cancer and
mesothelioma), one calculates:

Rpop = 0.5*[0.786*(NSM+NSF) + 0.214*(SM+SF)]

Where (for chrysotile with 50 percent of protocol structures longer than 10 urn):

NSM is the combined risk factor listed in the chrysotile part of Table 17 for non-
smoking males in the column for 50 percent long protocol structures;

NSF is the combined risk factor listed in the chrysotile part of Table 17 for non-
smoking females in the column for 50 percent long protocol structures;

SM is the combined risk factor listed in the chrysotile part of Table 17 for
smoking males in the column for 50 percent long protocol structures; and

SF is the combined risk factor listed in the chrysotile part of Table 17 for
smoking females in the column for 50 percent long protocol structures.

Note that trae coefficients in the^above ̂ equation: 0.786 and 0.214 simply represent the
fraction of smokers and non-smokers, respectively, in the llJ.S. population.^__^
The same equatiofTrTolds for amphibole asbestos except that the corresponding values
for amphibole asbestos from Table 17 are substituted into the equation rather than the
values for chrysotile.

Finally, the new, integrated risk estimate is converted to a URF by multiplying it by the
target risk value to convert the values listed in the table to risk values and dividing by
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the reference exposure concentration. As indicated in the title of Table 17, the
reference risk value is 1x10~5 (one in one hundred thousand) and the reference
concentration is 0.0005 str/cm3. Thus:

URF = (10-5/0.0005)*(Rp0p)

Note that the above equation is just the equation for using URFs to assess risk, but is
solved for URF:

Risk = URF*Concentration.

Moreover, the units are correct.

The resulting URFs for chrysotile and amphjbole asbestos, respectively, are listed in
Table 18 of this document. Note that they are developed assuming lifetime, continuous
exposure, which is equivalent to an averaging time of 70 years x 365 days/year x 24
hours/day x 60 minutes/hour x 60 seconds/minute = 2.2x109 sec (or 6.1x105 hours).
Note also that URFs have been derived for several assumed distributions ranging
between 1 percent and 100 percent of structures longer than 10 urn.

Importantly, the risk estimates presented in Berman and Crump (2001) and therefore
the URF's derived from these estimates are adjusted to be matched to exposure
concentrations expressed in terms of "protocol structures." These are structures longer
than 5 urn and thinner than 0.5 urn with the fraction of structures longer than 10 urn
separately enumerated. Risks can thus be estimated simply as the product of a time-
averaged exposure point concentration estimate (expressed as the concentration of
protocol structures) and the appropriate URF (chosen for the type and size distribution
of structures). However, it is NOT appropriate to combine URFs derived from Berman
and Crump (2001) with concentrations estimated for any other size range of asbestos
structures than those satisfying the dimensional criteria defined for protocol structures.
Nor is it appropriate to apply URF's derived for amphibole asbestos to concentrations
representing structures of chrysotile (or the reverse).

5.4.2 Adapting the Unit Risk Factor from IRIS 1988

The URF used in the traditional approach for assessing risk currently recommended by
U.S.ERA (IRIS 1988) is also provided in Table 18. This URF is designed to be applied
to asbestos structures satisfying the dimensional criteria for 7402 structures (PCME
structures). These are structures longer than 5 urn and thicker than 0.25 um that exhibit
largely parallel sides and also exhibit an aspect (length to width) ratio greater than 3.
Note that all asbestos mineral types are considered equipotent in the traditional
approach to asbestos risk assessment. Therefore, the URF from IRIS (1988) is
applicable to both amphibole and chrysotile.

The URF from IRIS (1988) is employed to estimate risk in a manner identical to that
described for the URF's derived from Berman and Crump 2001 (Section 5.4.1).
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5.5 Assessing Risk

Risks attendant to exposure to chrysotile (the primary type of asbestos found at the site)
and to amosite (an amphibole asbestos) are considered separately in the following
discussion and the estimated contributions to risk from each of the asbestos types are
then combined, although the validity of combining these estimates is unclear given that
both sets of estimates are already extremely conservative, bounding estimates.
Moreover, the amphibole-asbestos related risks for several of the exposure pathways
considered in this assessment are derived from conservative, bounding estimates of
non-detected (biologically active) structures, whose presence is inferred from
observations of a total of two short structures observed among 22 samples (Appendix
F). As already indicated (Section 5.3.3), summing across risks only tends to change
estimates of risks by at most a factor of two or three (in this case, no more than two),
which represents a minor adjustment relative to effects from other factors.

The adequacy of the sampling effort is also considered in this assessment. Due to
differences in the relative potencies of the two fiber types (chrysotile and amphibole
asbestos), the nature of the sampling effort affects conclusions concerning each fiber
type in different ways. These considerations are also addressed further in the following
discussion of uncertainties.

5.5.1 Assessing chrvsotile-related risks

Activity-specific exposures and the attendant risks estimated for chrysotile are
summarized in Table 19. In Table 19, the specific exposure pathways evaluated are
listed in the first column. The second column lists the time-averaged dust exposure
concentrations estimated for each pathway. These are reproduced from the fourth
column of Table 14.

Chrysotile concentrations determined in soils (source materials) at the site that are
appropriate for each of the exposure pathways of interest are presented in the third and
fourth columns of Table 19 for protocol structures and 7402 structures, respectively.
These are reproduced from Table 16 and selected in the manner described in Section
5.3.4. As indicated in Section 5.3.4, each of the estimated source concentrations
represent conservative; upper bounds for the conditions represented. .
Exposure point concentrations for chrysotile are presented in the fifth and sixth columns
of Table .1.9 for protocol structures and 7402 structures, respectively. These are
determined as the product of the source concentrations of asbestos and the time-
averaged dust concentrations for the corresponding exposure pathways.

The last .two columns of Table 19 present the risks attendant to the exposure point
concentrations of chrysotile, which are estimated for protocol structures and 7402
structures, respectively. In the table, risks that are estimated to exceed 1x10~4 (one in
ten thousand) are highlighted. These estimates exceed the upper end of the risk range
(10~6 to 10~4) that is potentially considered acceptable by U.S.ERA when site-specific
conditions are addressed. However, this does not automatically indicate that the actual
risks associated with any particular pathway should be considered unacceptable. The
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implications of the risk estimates presented in these tables are addressed below for
each of the exposure pathways listed in the risk tables.

Importantly, as previously indicated, this report is intended as a preliminary risk
assessment so that a relatively simple,Gextremety^onservative, bounding analysis was
conducted to assess risk. Therefore, while it is proper to conclude from these estimates
that risks are acceptable, a more sophisticated evaluation would need to be conducted
before any risks that are estimated to be unacceptable are reasonably concluded to be
unacceptable. . Moreover, unless risks are substantially higher than the upper end of
the range (perhaps at least an order of magnitude:higher), they clearly do not represent
imminent hazards requiring immediate action. Thus, risks that are estimated to be less
than 10~3 indicate that it is legitimate to spend the time required to adequately study the
problem before deciding on the need for remediation. Expeditious removal actions are
not required in these cases.

Risks associated with, residential exposure pathways and worker exposure pathways
are separately addressed below.

5.5.1.1 Assessing risk associated with activities by local
residents

As can be seen in Table 19, none of the risks estimated for residential pathways
involving walking, running, bicycling, rototilling, gardening, or children playing in dirt
exceed the upper end of the risk range potentially considered acceptable by U.S.ERA
when risks are estimated based on either protocol structure concentrations or 7402
structure concentrations. In contrast, the risk estimated for abrading ACM slightly :
exceeds the upper end of the risk range, as does the risk estimated for riding ATV's
over the site. Risks from each of these pathways are: addressed in greater detail below.

Walking. Running, and Bicycling

The chrysotile-related risks estimated for walking, running, and bicycling In Table 19,
assume that such activities will be conducted over large areas of the site that are
represented by upper bound estimates of averaged conditions (see Section 5.3.4). For
this case, as previously indicated, the maximum concentration observed among
composite samples with contributions from any embedded ACM included (Table 16,
Row 4) were employed as estimates of source concentrations for chrysotile. Use of
such concentrations for these pathways is expected to be conservative because they
are upper bound estimates and these activities tend to be conducted over large areas.
Moreover, as indicated in Appendix F, the concentration estimates employed here also
exceed the maximum concentration reported in the U.S.ERA soil study, which was
designed to represent worst-case conditions within the specific, residential properties of
the site. Further, the concentrations estimated here assume that any embedded ACM
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has completely degraded and released all of its available asbestos structures, a
condition that will not likely occur for many years, if ever.23

The exposure and risk estimates for these pathways are also expected to be highly
conservative due to the manner in which they were modeled (Section 5.3.1) coupled
with the use of multiple, conservative estimates of the values for the input parameters
required for each model (Section 5.3.2). This is particularly true for walking, running,
and bicycling where the model employed actually predicts exposures to hypothetical
individuals who would constantly travel immediately behind and downwind of the
individual who is walking, running, or bicycling. Exposures (and the attendant risks) to
walkers, runners, or bicyclists from their own plume would be substantially smaller (see
Section 5.3.1).

Despite the degree to which the risk estimates for these pathways represent
conservative upper bounds, the risks presented in Table 19 fall within the risk range
potentially considered to be acceptable by U.S.ERA. Thus, chrysotile-related risks
posed to residents during walking, running, or bicycling across neighborhood soils fall
Within the range potentially considered acceptable by U.S.EPA on a site-specific basis.

Gardening and Children Playing in Soils

The risks estimated for gardening and children playing in soils that are presented in
Table 19 should also be considered to be extremely conservative because they are
based on source concentrations set equal to the maximum observed concentration in
hot spot soils with contributions from ACM included (Row 5 of Table 16). It is unlikely
that such activities would be conducted at any obvious hot spot (where ACM exists in
sufficient quantities to present a physical obstacle to digging and where such ACM is
certainly readily apparent). Even if such hot spots were occasionally to be disturbed
during such activities, the conditions at such locations would not be representative of
the averaged conditions experienced during such activities over the long-term.

These risk estimates should also be considered conservative due to the multiple,
conservative assumptions incorporated into the exposure modeling (see Section 5.3.2).
Despite the degree to which the risk estimates for these pathways represent
conservative upper bounds, the risks presented in Table 19 fall within the risk range
potentially considered to be acceptable by U.S.EPA. Thus, chrysotile-related risks
posed to residents during gardening or children playing in local soils fall within the range
potentially considered acceptable by U.S.EPA on a site-specific basis.

Handling and Abrading ACM

23 If ACM contributions are discounted (due to lack of complete degradation) or if ACM is ultimately
and permanently removed from surface soils at the site, then source concentrations (and the attendant
exposures and risks) for walking, running, and bicycling will likely drop by approximately a factor of 20
(i.e. to levels associated with the UCL estimate of the mean concentration observed in composite
samples without contributions from the embedded ACM Table 16, Row 2).
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As indicated in Table 19, the risk estimated for the exposure pathway involving abrasion
of chrysotile-containing ACM slightly exceeds the upper end of the range of values
potentially considered acceptable by the U.S.EPA. However, the risk estimate
presented in the table for this pathway is likely conservative both because it
incorporates an assumption that ACM containing the highest observed concentration
will be handled and because several conservative assumptions were incorporated into
the modeling of exposure for this pathway, including the assumption that the ACM will
not only be handled, but will be intentionally abraded by physically scraping it against
concrete. Therefore, in contrast, if chrysotile-containing ACM is simply picked up and
handled (as opposed to actively abraded), the attendant risks should be substantially
lower and would likely remain within the acceptable range. Depending on needs, a
more sophisticated evaluation of this pathway may be incorporated into the final risk
assessment for the North Ridge Estates Site.

Rototilling

The chrysotile-related risks estimated for rototilling that are presented in Table 19 fall
within the range potentially considered acceptable by U.S.EPA. These risk estimates
are assuming this activity will be conducted over large areas of the site that are
represented by upper bound estimates of averaged conditions (see Section 5.3.4). For
this case, as previously indicated, the maximum concentration observed among
composite samples with contributions from any embedded ACM included (Table 16,
Row 4) were employed as estimates of source concentrations for chrysotile. Use of
such concentrations for this pathway is expected to be conservative because they are
upper bound estimates and this activity tends to be conducted over large areas.
Moreover, as indicated in Appendix F, the concentration estimates employed here also
exceed the maximum concentration reported in the U.S.EPA soil study, which was
designed to represent worst-case conditions within the specific, residential properties of
the site. Further, the concentrations estimated here assume that any embedded ACM
has completely degraded and released all of its available asbestos structures, a
condition that will not likely occur for many years, if ever.24

The modeled exposure and risk estimates for this pathway are also extremely
conservative due to the other conservative inputs employed to model exposure. For
example, rototilling was assumed to be conducted only under the driest, dustiest
conditions on soils containing the highest observed fraction of silt.

Despite the degree to which the risk estimates for this pathway represent conservative
upper bounds, the risks presented in Table 19 fall within the risk range potentially
considered to be acceptable by U.S.EPA. Thus, chrysotile-related risks posed to
residents while rototilling across residential soils fall within the range potentially
considered acceptable by U.S.EPA on a site-specific basis. •

24 Ibid.
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ATV-riding

The risks estimated for ATV-riding in Table 19 slightly exceed the upper end of the risk
range (10"6 to 10'4) that is potentially considered-acceptable by U.S.EPA when site-
specific conditions are addressed. However, these risk estimates are highly
conservative so that any actual risks are likely to be substantially less. This is because,
for example, while the maximum concentration observed among composite samples
(with contributions from any embedded ACM included) were employed (Table 16, Row
4) to estimate these risks, ATV-riding tends to be conducted over large areas that are
not well represented by the single maximum concentration used here to assess
exposure and risk25: Moreover, the concentration estimated for these pathways include
contributions from the embedded ACM, which will not be fully realized until some time in
the distant future when this material completely degrades and releases all of its fibers to
the surrounding soil. Perhaps even more important, as with the models for walking,
running, or bicycling, the model employed for ATV-riding actually predicts exposures to
individuals who constantly travel immediately behind the individual who is riding so that
exposures (and the attendant risks) to riders from their own plume will be substantially
smaller (see Section 5.3.1).

Given all of the above considerations, it is likely that any actual chrysotile-related risks
to residents who ride ATV's at the North Ridge Estates Site will remain within the range
considered acceptable by U.S.EPA on a site-specific basis. Depending on need, a
more sophisticated analysis of this pathway may be incorporated into the final risk
assessment for the North Ridge Estates Site. .

5.5.1.2 Assessing risk attendant to construction-related activities

The lower half of Table 19 presents chrysotile-related exposure and risk estimates
associated with two hypothetical, future construction scenarios. The first involves a
future project that would last a year and would include excavation and disturbance of a
substantial amount of soil (such as might be required to construct additional housing on
site). Estimates of exposure and risk potentially experienced by workers during such a
project are presented in the rows in the table under the heading, "Worker Pathways."
The exposure and risk potentially experienced by residents should such a project be
undertaken are presented in the first and second rows under the heading, "Offsite
Impact to Residents." Note that the exposure (and the attendant risk estimates) for
workers were calculated assuming no dust control and, separately, assuming :
implementation of dust control required to control nuisance dust.

Based on the results presented in Table 19, as long as workers perform the kinds of
dust control activities that are routinely required to control nuisance dust in association
with commercial excavation and construction (OSHA 1987), risks.to workers fall within
the middle of the range potentially considered acceptable by U.S.EPA when site-.

25 As indicated in Appendix F, these concentrations are also found to adequately bound the
sampling conducted by U.S.EPA on individual, residential lots that was designed to provide
conservatively-biased, worst-case source concentration estimates for those lots.
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specific considerations are addressed. At the same time, the results presented in the
table also suggest that conducting such activities without adequate dust control might
subject workers to elevated risks posed by exposure to chrysotile, although a more
sophisticated analysis would be needed to confirm this.

Regarding residents, the exposure and risk estimates presented in the first row under
the heading "Offsite Impact to Residents" at the bottom of the table were calculated
assuming a complete lack of controlling for dust. Thus, it appears that, whether workers
control for dust or not, risks posed to local residents as a consequence of future
construction activities at the North Ridge Estates site fall in the lower end of the range of
potentially acceptable risks26.

The second construction scenario presented in Table 19 involves hypothetical
remediation of chrysotile-containing burial piles or other hot spots identified on site. It
was further assumed that such activities would last 2-months and would involve
disturbance of material exhibiting chrysotile concentrations equivalent to maximum
observed from any hot spot on site with contributions from the embedded ACM
included. Estimates of "exposure and risk potentially experienced by workers during
such a remediation project are presented in the rows in the table under the heading,
"Worker Pathways (Remediation Scenario)." The exposure and risk potentially
experienced by residents should such a remediation project be undertaken are
presented in the third and fourth rows under the heading, "Offsite Impact to Residents."
As with the first construction scenario, the exposure (and the attendant risk estimates)
for workers were calculated assuming no dust control and, separately, assuming
required dust control.

Based on the results presented in Table 19, as long as remediation workers perform the.
kinds of dust control activities that are routinely required to control nuisance dust in
association with commercial excavation and construction (OSHA 1987), chrysotile-
related risks to workers fall within the range potentially considered acceptable by
U.S.EPA when-site-specific considerations are addressed. At the same time, the
results presented in the table also suggest that conducting such activities without
adequate dust control might subject workers to elevated risks posed by exposure to
chrysotile, although a more sophisticated analysis would be required to confirm this.

Regarding residents, the exposure and risk estimates presented in the third row under
the heading f'Offsite Impact to Residents" at the bottom of the table were calculated
assuming a complete lack of controlling for dust. Thus, it appears that, whether workers
control for dust or not, chrysotile-related risks posed to local residents as a
consequence of future remediation activities at the North Ridge Estates site fall within
the range of potentially acceptable risks24.

26 Note that the exposures and risks estimated in Table 19 for residents that are attributed to
construction-related activities are the same whether dust control is considered or not. This is an artifact
due to the different features incorporated into the calculations to assure that each are adequately
conservative.
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5.5.1.3 Other considerations

The chrysotile-related risk estimates listed in Table 19 are based on source
concentration estimates that include the combined contributions of both the free
asbestos structures observed within the soil component of the samples analyzed and
the asbestos structures found within the embedded ACM component of each sample.
For purposes of estimating risk, the asbestos structures observed within the ACM
component of each sample was further assumed to have been entirely liberated so that
they were all available.for emission when disturbed.

With one exception, the data presented in Table 6 indicate that contributions from the
ACM component of each sample dominates the overall contributions to total asbestos
concentrations and, therefore, to risk. This is expected because all of the asbestos
(including any found within the soil component of a sample) is believed to have
originated in ACM. The one exception to this general observation involves the
potentially anomalous pair of samples (Nos. 76 and 98), neither of which appear to
represent a true, pure soil component for the matrix analyzed (see Section 4, discussion
of the values in Table 1).

Given the primary importance of ACM contributions to asbestos exposure and risk, it
may prove useful to establish a target mass fraction of ACM in soil above which
contributions to asbestos from ACM are likely to be unacceptable (should such ACM
completely degrade so that all of the asbestos within the material is liberated to the soil).
A preliminary estimate for such a target mass fraction can be derived relatively simply in
the manner described below.

To estimate a value for a target acceptable mass fraction of ACM, it is first necessary to
identify the most critical scenario that will be used to link soil concentrations to airborne
exposure and risk. This can be simply accomplished by dividing the risk estimates
provided in the last two columns of Table 19 by the corresponding input source
concentrations presented in Columns 3 and 4 (for protocol structures and 7402
structures, respectively). The resulting ratio can be thought of as the risk per unit of
source concentration estimated for each of the exposure pathways evaluated in the
Table. It is then a matter of identifying the exposure pathway that produces the greatest
risk per unit of source concentration.

Considering only exposure and risk to residents, the exposure pathway that produces
the greatest risk per unit of source concentration is running. Thus, 4.9x10"12 (which is
determined as: 9.3x10~5/1.9x107 for protocol structures) and 1.1 xl.O'11 (which is
determined as 8.3x10"5/7.2x106 for 7402 structures) are the largest risks per unit of
source concentration estimated for any of the pathways involving residential exposure
that are listed in Table 19.

To derive a preliminary estimate for a target acceptable concentration of ACM in soils, it
is first necessary to estimate the maximum total concentration of asbestos that is
acceptable in soils. This is accomplished using the most critical exposure pathways
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(running) by dividing a target acceptable level of risk by the risk per unit of source
concentration derived for running as described above. The target acceptable risk level
chosen here is ,1x1 0"4, which is the upper end of the risk range potentially considered
acceptable by U.S.EPA when site-specific considerations are addressed. Thus, for
protocol structures, the target acceptable total concentration of asbestos in soils is
2.0x1 07 (1x10'4/4.9x10~12). Similarly, for 7402 structures, the value is 9.1 x106 (1x10'

To complete the derivation for a target acceptable concentration of ACM in soils, it is
simply necessary to divide the target acceptable maximum concentration of asbestos in
soils (derived as described above) by the maximum concentration of asbestos observed
in ACM at the site. Thus, forchrysotile as protocol structures, the target acceptable
mass fraction of ACM in soils is 0.3% (2.0x1 07/6.3x109), noting that the maximum
concentration of chrysotile protocol structures observed in ACM is reported on line 6 of
Table 16. Similarly, for chrysotile as 7402 structures, the target acceptable mass
fraction of ACM in soils is 0.4% (9.1x106/2.2x109). Thus, as long as the mass fraction of
ACM in soil remains below 0.3%, the ACM component of that soil would not contain a
sufficient quantity of chrysotile asbestos to create a risk exceeding 1x1 0"4 to residents at
the North Ridge Estates Site, even if such ACM were to completely degrade and
liberate all of the asbestos contained within.

Note that a target acceptable mass fraction for ACM in soils, such as that described
above, can potentially be used to provide a quantitative discriminator for defining hot
spots at the North Ridge Estates Site. \ iwijM ' o.'

fku I™.

5.5.2 Assessing amphibole-related risks

Activity-specific exposures and the attendant risks estimated for amphibole asbestos
are summarized in Table 20. The layout for Table 20 is identical to that described for
Table 19.

Amphibole concentrations determined in soils (source materials) at the site that are
appropriate for each of the exposure pathways of interest are presented in the third .and
fourth columns of Table 20 for protocol structures and 7402 structures, respectively.
These are reproduced either from Table F-2 (of Appendix F) or Table 16 and selected
as described in Section 5.3.4,2. Each of the estimated source concentrations represent
conservative, upper bounds for the conditions represented, given the adequacy of the
existing data set, which is addressed explicitly in Section 5.3.4.2 and described briefly
for each pathway below. Exposure point concentrations for amphibole asbestos are
presented in the fifth and sixth columns of Table 20, for protocol structures and 7402
structures, respectively, and the corresponding risk estimates are listed in the last two
columns of the table.

In Table 20, risks that are estimated to exceed 1x10"4 (one in ten thousand) are
highlighted. These estimates exceed the upper end of the risk range (10"6 to 10~4) that
is potentially considered acceptable by U.S.EPA when site-specific conditions are
addressed. However, as previously indicated, this does not automatically indicate that
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the actual risks associated with any particular pathway should be considered
unacceptable. The implications of the risk estimates presented in these tables are
addressed below for each of the exposure pathways listed in the risk tables.

Importantly, as previously indicated, this report is intended as a preliminary risk
assessment so that a relatively simple, extremely conservative, bounding analysis was
conducted to assess risk. Therefore, while it is proper to conclude from these estimates
that risks are acceptable, a more sophisticated evaluation would need to be conducted
before any risks that are estimated to be unacceptable are reasonably concluded to be
unacceptable. The uncertainties associated with the existing data, which were
highlighted in Section 5.3.4.2 and are considered further in the general discussion of
uncertainty (Section 5.6), are also addressed in the following assessment of risks.

Risks associated with residential exposure pathways and worker exposure pathways
are separately addressed below.

5.5.2.1 Assessing risk associated with activities by local
residents

As can be seen in Table 20, none of the amphibole-related risks estimated for
residential pathways involving walking, running, bicycling, rototilling, gardening, or
children playing in dirt exceed the upper end of the risk range potentially considered
acceptable by U.S.EPA.when risks are estimated based on either protocol structure
concentrations or 7402 structure concentrations. In contrast, the risk estimated for ATV
riding slightly exceeds the upper end of this range and the risk estimated for abrading
ACM exceeds the upper end of the range by a substantial margin. Risks from each of
these pathways are addressed in greater detail below.

Walking, Running, and Bicycling

The amphibole-related risks estimated for walking, running, and bicycling in Table 20,
assume that such activities will be conducted over large areas of the site that are
represented by upper bound estimates of averaged conditions (see Section 5.3.4),
derived within the uncertainty of the existing data set, as described in Section 5.3.4.2.
Even given the uncertainty of the available data, these estimates are expected to
provide adequately conservative estimates of source concentrations for these
pathways, especially given that they are based on an upper bound estimate for the
concentrations of amphibole asbestos structures that were not even detected within the
U.S.ERA dataset that, in turn, was intended to provide bounding estimates for
conditions on individual residential properties (Appendix F).

As previously indicated, the exposure and risk estimates for these pathways are also
expected to be highly conservative due to the manner in which they were modeled
(Section 5.3.1) coupled with the use of multiple, conservative estimates of the values for
the input parameters required for each model (Section 5.3.2). This is particularly true
for walking, running, and bicycling where the model employed actually predicts
exposures to hypothetical individuals who would constantly travel immediately behind
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the individual who is walking, running, or bicycling so that exposures (and the attendant
risks) to walkers, runners, or bicyclists from their own plume would be substantially
smaller (see Section 5.3.1).

Despite the degree to which the risk estimates for these pathways represent
conservative upper bounds, the risks presented in Table 20 fall within the risk range
potentially considered to be acceptable by U.S. ERA. Thus, risks posed to residents
during walking, running, or bicycling across neighborhood soils fall within the range
potentially considered acceptable by U.S.EPA on a site-specific basis.

For running, walking; bicycling, or other pathways for which exposure is derived over
relatively large areas, it appears likely that the existing data set is conservative,
although not as conservative as for chrysotile (Section 5.3.4.2). Certainly, the existing
data do not suggest a problem. ~ : —— —

Gardening and Children Playing in Soils

The risks estimated for gardening and children playing in soils that are presented in
Table 20 should also be considered to be conservative because they are based on
source concentrations set equal to the maximum observed concentration in hot spot
soils with contributions from ACM included (the first row under the heading, "Amosite" in
Table 1 6). Moreover, the uncertainty associated with these estimates was already
addressed (Section 5.4.3.2). Thus, as long as amphibole asbestos-containing ACM is
not exposed, the source concentration estimates derived as previously described for
these pathways are expected to be conservative, It is also unlikely that gardeners or
children playing would dig sufficiently deep to encounter the known, buried steam pipe
on site (at a depth of 2 ft).

These risk estimates should also be considered conservative due to the multiple,
conservative assumptions incorporated into the exposure modeling (see Section 5.3:2).
Despite the degree to which the risk estimates for these pathways represent
conservative upper bounds, the amphibole-related risks presented in Table 20 for
gardening and children playing in dirt fall within the risk range potentially considered to
be acceptable by UiS.EPA. Thus, amphibole-related risks posed to residents during
gardening or children playing in local soils fall within the range potentially considered
acceptable by U.S.EPA on a site-specific basis.

Given the above, it is unlikely that amphibole-related risks attendant to exposure from
gardening or children playing in dirt pose unacceptable risks to local residents, although
this conclusion may be further refined should additional characterization of the site be
conducted to further reduce the uncertainty of the existing data_aniito assure that .
potential amphibole asbestos hot spots are identified and/addressee}).
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Handling and Abrading ACM

As indicated in Table 20, the risk estimated for the exposure pathway involving abrasion
of amphibole-containing ACM (specifically steam-pipe insulation) exceeds the upper
end of the range of values potentially considered acceptable by the U.S.ERA by a
substantial margin. Although, the risk estimate presented in the table for this pathway
may be conservative, especially if such material is merely handled, rather than actively
abraded (as previously described), prudence dictates that handling of amphibole-
containing ACM should generally be minimized and intentionally abrading the material
should clearly be avoided. At the same time, if a need arises to better estimate the
magnitude of such risks, a more sophisticated analysis of this pathway may be
incorporated into the final risk assessment for the North Ridge Estates Site.

Rototillinq

The amphibole-related risks estimated for rototilling that are presented in Table 20 are
within the range generally considered acceptable by U.S.ERA. This is expected to
remain true, barring regular and continued rototilling in areas where steam-pipe
insulation has been exposed. Any such areas appear to be limited in extent and known
ones have already been removed from the site. However, given the uncertainty of the
existing database used for source characterization of amphibole asbestos, additional
characterization may be helpful to better bracket the risks posed by rototilling in local
soils and to assure that any potential amphibole asbestos hot spots are adequately
identified and addressed.

To be conservative, the amphibole-related risk estimates for rototilling are based on the .
assumption that the two short structures observed among the U.S.ERA samples infer
the possible presence of biologically active structures representing a low, general level
of amphibole contamination and upper bound estimates of the concentration of such
amphibole asbestos were derived as described in Appendix F, with the uncertainties
addressed in Section 5.3.4.2. Even given this assumption, the amphibole-related risks
estimated for rototilling at the North Ridge Estates Site are within the range potentially
considered acceptable by U.S.ERA on a site-specific basis.

ATV-riding .

The amphibole-related risk estimated for ATV-riding in Table 20 slightly exceeds the
upper end of the risk range that is potentially considered acceptable by U.S.ERA when
site-specific conditions are addressed when risks are assessed based on protocol
structures. When risks are assessed based on 7402 structures, they fall within the
range potentially considered acceptable. This difference is due to the use of a URF for
amphibole asbestos that assumes greater potency than for chrysotile asbestos (Berman
and Crump 2001). The URF currently recommended by the U.S.EPA (IRIS 1988) for
asbestos does not incorporate consideration of a difference in potency between the
fiber types. This latter URF is employed for the evaluation of risk associated with
exposure to 7402 structures.
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Both the amphibole-related risk estimates derived for ATV-riding are highly conservative
so that any actual risks are likely to be substantially less. This is because, for example,
the source concentration employed to assess these risks is actually an upper bound
estimate for the concentration of structures that were not even detected (Section
5.3.4.2). Perhaps even more important, as with the models for walking, running, or
bicycling, the model employed for ATV-riding actually predicts exposures to individuals
who constantly travel immediately behind the individual who is riding so that exposures
(and the attendant risks) to riders from their own plume will be substantially smaller (see
Section 5.3.1).

Given all of the above considerations (including the consideration, previously discussed
concerning the adequacy of the existing database, see discussion under Walking,
Running, Bicycling above), it is likely that any actual amphibole-related risks to residents
who ride ATV's at the North Ridge Estates Site will remain within the range considered
acceptable by U.S.ERA on a site-specific basis. To confirm this, a more sophisticated
analysis of this pathway potentially supplemented with limited, additional
characterization may be incorporated into the final risk assessment for the North Ridge
Estates Site.

5.5.2.2 Assessing risk attendant to construction-related activities

The lower half of Table 20 presents amphibole-related exposure and risk estimates
associated with two hypothetical, future construction scenarios. The first involves a
future project that would last a year and would include excavation and disturbance of a
substantial amount of soil (such as might be required to construct additional housing on
site). Estimates of exposure and risk potentially experienced by workers during such a
project are presented in the rows in the table under the heading, "Worker Pathways."
The:exposure and risk potentially experienced by residents should such a project be
undertaken are presented in the first and second rows under the heading, "Offsite
Impact to Residents." Note that the exposure (and the attendant risk estimates) for
workers were calculated assuming no dust control and, separately, assuming use of
dust mitigation that is required to control for nuisance dust.

Based on the results presented in Table 20, as long as workers perform the kinds of
dust control activities that are routinely required to control nuisance dust in association
with commercial excavation and construction (OSHA 1987), risks to workers fall within
the range potentially considered acceptable by U.S.EPA when site-specific
considerations are addressed. At the same time, the results presented in the table also
suggest that conducting such activities without adequate dust control might subject
workers to elevated risks posed by exposure to amphibole asbestos, although a more
sophisticated analysis should be considered to confirm this.

Regarding residents, the exposure and risk estimates presented in the first row under
the heading "Offsite Impact to Residents" at the bottom of the table were calculated
assuming a complete lack of controlling for dust. Thus, it appears that, whether workers
control for dust or not, risks posed to local residents as a consequence of future

66



construction activities at the North Ridge Estates site fall in the lower end of the range of
potentially acceptable risks27.

The second construction scenario presented in Table 20 involves hypothetical
remediation of chrysotile-containing burial piles or other hot spots identified on site. It
was assumed that such activities would last 2-months and would involve disturbance of
material exhibiting the levels of amphibole-asbestos contamination observed in the
single hot-spot sample (No. 6) in which amphibole asbestos was detected.

Estimates of amphibole-related exposure and risk potentially experienced by workers v
during such a remediation project are presented in the rows in the table under the
heading, "Worker Pathways (Remediation Scenario)." The exposure and risk potentially
experienced by residents should such a remediation project be undertaken are
presented in the third and fourth rows under the heading, "Offsite Impact to Residents."
As with the first construction scenario, the exposure (and the attendant risk estimates)
for workers were calculated assuming no dust control and, separately, assuming
required dust control.

Based on the results presented in Table 20, if remediation workers perform the kinds of
dust control activities that are routinely required to control nuisance dust in association
with commercial excavation and construction (OSHA 1987), risks to workers will slightly
exceed the range potentially considered acceptable by U.S.EPA when site-specific
considerations are addressed. Thus, coupled with the risks estimated for the abrading
of amphibole-containing ACM, workers who might conduct future remediation activities
at the site in areas where amphibole asbestos exists may want to consider appropriate
respiratory protection. Alternatively, the need for such protection may be reconsidered
following completion of a more sophisticated analysis of this pathway.

Regarding residents, the exposure arid risk estimates presented in the third row under
the heading "Offsite Impact to Residents" at the bottom of the table were calculated
assuming a complete lack of controlling for dust. Thus, it appears that, whether workers
control for dust or not, risks posed to local residents as a consequence of future,
remediation activities at the North Ridge Estates site fall within the range of potentially
acceptable risks.

5.5.3 Assessing impacts from combined chrvsotile and amphibole-related
risks

As previously indicated, due to the use of conservative, upper bound estimates of risk, it
is not strictly appropriate to add the contributions to risk derived, respectively, for
exposure to chrysotile and amphibole asbestos28. Moreover, changes in risk estimates

27 Note that the fact that the same risk estimates are indicated for residences in this table, whether
dust control is considered or not is an artifact of the manner in which the calculations were conducted
(see the previous footnote on this topic in Section 5.5.1.2).
28 Note that questions concerning the summing of risks across exposure pathways was explicitly
addressed in Section 5.3.3.
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resulting from summing across these risks can be no greater than a factor of two, which
is a very small adjustment relative to other considerations concerning the degree to
which risk estimates are conservative. Nevertheless, to simplify discussion of such
effects, results from summing such risk estimates are provided in Table 21 .

As with Tables 19 and 20, the first column of Table 21 lists the specific exposure
pathways of interest. Risks attendant to chrysotile exposure, based on evaluation of
protocol structures or 7402 structures are summarized in the second and third column
of Table 21 , respectively. Corresponding risks attributable to arnphibole asbestos are
presented in Columns 4 and 5 of Table 21 and the combined risks attendant to total
asbestos are presented in the last two columns of the table.

Comparing across the columns of Table 21 , it is apparent that only three additional
entries are highlighted in the last two columns of the table that have not been previously
highlighted in at least one of the first four columns of the table. Thus, there are only
three cases where the summing of risks creates a combined risk estimate that exceeds
the upper end of the range of risks potentially considered acceptable when neither
chrysotile- nor amphibole-related risks alone suggest a possible exceedence.

The three highlighted risk estimates in Table 21 that are uniquely attributable to adding
chrysotile and arnphibole risks are for running, bicycling, and combined child's
play/gardening (and only when risks are estimated based on protocol structures).
These three risk estimates slightly exceed the upper end of the range potentially
considered acceptable by U.S. ERA when site-specific conditions are addressed.
However, given the degree to which the component estimates (for chrysotile- and
amphibole-related risks) that go into these combined estimates are belieyed to be
conservative (as described in Sections 5.5.1.1 and 5.5.2.1), it is unlikely that any actual
risks associated with walking, bicycling, or combined child's play/gardening at the North
Ridge Estates Site would exceed the upper end of the risk range. Therefore, if there is
a need to better account for combined risks, these pathways may be subjected to a
more sophisticated evaluation in the final risk assessment for the North Ridge Estates
Site. Y

Regarding all of. the other exposure pathways that are addressed in Table 21 , the
detailed considerations concerning the degree to which such estimates may be
considered to be conservative are provided in Sections 5.5.1 and 5.5.2.

5.5.4 Considering the need for immediate removals

With the exception of the risks estimated for the intentional abrading of arnphibole
asbestos-containing ACM, none of the other risk estimates presented in Tables 19, 20,
or 21 exceed the upper end of the risk range potentially considered acceptable by
U.S.EPA when site- specific conditions are addressed. TJUJS, none of these other risks,

immediate ̂ action. In fact, especially if the few risk estimates that slightly exceed the
TisTrange are reassessed using more sophisticated procedures, it would likely indicate
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that none of these risks exceed levels that are potentially considered acceptable for
permanent conditions.

In contrast, the risks estimated for the intentional abrading of amphibole asbestos-
containing ACM (e.g. steam-pipe insulation) suggests that whenever this material is
observed on the site, it should be removed or encapsulated so as to minimize the
opportunity for contact by local residents. In concurrence with this conclusion, to date,
all known exposed areas of this material have been addressed.

Given the above, with the exception of any areas where amphibole asbestos-containing
ACM should become exposed in the future, taking the time necessary to complete an
asjessmenjof the jite that is ad^ujtleJ_ojjsjJBp_ortjng identification, design, and
implementation of a final, permaneiitjgmedy_wiN jipt pose an unacceptable risk to
residentsjoTfhe.North Ridglf Esfafes Site. ,

5.6 Considering Uncertainty

When drawing conclusions from a risk assessment, it is critical that the sources and
handling of uncertainty be adequately considered. Typically numerous and varied
sources of uncertainty contribute to a risk assessment so that the overall uncertainty of
the resulting risk estimates can be substantial. Therefore, it is general practice to
control for such uncertainty by incorporating conservative biases into the estimation of
risk so that the resulting risk estimates are highly likely to be greater than any actual
risks. At the same time, such biases must be introduced with prudence or the value of
using the results of the risk assessment to support risk management decisions can be
compromised.

When controlling for uncertainty through the intentional incorporation of conservative
biases, it is important to consider both the relative magnitudes of the contributions to
uncertainty from specific sources and, more importantly, the impact of introducing
multiple, independent factors, whose combined effects are multiplicative. Combining
more than a very small number of these factors in a risk assessment can very quickly
increase the magnitude of the bias to the point where the utility of the estimate becomes
questionable. At best, such an estimate serves only to support conclusions concerning
the lack of an unacceptable risk. It is useless for suggesting the presence of an
unacceptable risk.

The likely primary sources (and relative magnitudes) of uncertainty in the risk estimates
developed in this study are summarized in Table 22. Sources of variability29 vs.
uncertainty30 are also distinguished in the table. This is important because, in some

29 Variability is a measure of the degree to which an actual distribution of measurable quantities
differs from one location to the next. For example, the concentrations of asbestos in site soils vary from
one location to the next.

30 Uncertainty is a measure of the lack of knowledge about a particular measured or estimated
quantity. For example, when measuring the concentration of a particular sample, given the finite
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cases, variability may be handled differently from uncertainty when managing risk. For
example, exposure and risk may vary as a function of the behavior of exposed
individuals and there is general interest in protecting even those who may otherwise be
at increased risk due to their own behavior (as long as their behavior is not so extreme
as to be outside the norm). In contrast, it is general practice to control for overall
uncertainty (i.e. for all component sources of uncertainty combined) by being sure that
the chance of being wrong about a decision is less than some pre-defined maximum
probability (error rate). Moreover, when warranted, uncertainty can be reduced through
further characterization. In contrast, the effects of variability do not change with
increased characterization.

In Table 22, the first column lists each of the primary sources of uncertainty or
variability. The second column indicates whether it is uncertainty or variability that is
being considered. The third column indicates a qualitative indication of the relative
magnitude of the "error" (which means "uncertainty") potentially contributed by each
particular source to final estimates of risk. The last column of the table indicates how
each of the various sources of uncertainty or variability is addressed in this risk
assessment.

As is apparent from Table 22, with the exception of a few of the smaller sources, all of
the primary sources of uncertainty and the contributions to variability are addressed by
incorporating conservative assumptions or adjustments. Thus, the risk estimates
derived in this study (with the possible exception of the estimates associated with
abrading ACM and the amphibole-related risk estimates potentially affected by the
uncertainty of the existing database, as addressed below) should be considered to be
extremely conservative, upper bounds.

As previously indicated, although there is substantial uncertainty in the models adapted
to evaluate several of the exposure pathways addressed in this report, due to the use of
multiple, conservative assumptions; it can be stated with confidence that the risk
estimates derived are indeed conservative upper bounds. To provide an indication of
the degree to which some of the risk estimates in Tables'19, 20, and 21 (specifically the
risk estimates for running, walking, and bicycling)31 are conservative, consider that:

• the maximum concentrations observed among measurements collected in the
appropriate bulk matrices were employed in the calculations;

precision of the measurement, the true concentration can only be determined to within some range
around the measured concentration.

Note that the above discussion summarizes details of multiple discussions previously presented
in this document to highlight the degree of conservatism incorporated in the manner in which models
were adapted and applied (Section 5.3.1), in which values were selected for input parameters (Section
5.3.2), and in which source concentrations were chosen to represent each exposure pathway of interest
(Section 5.5). Similar considerations are also addressed in these sections for each of the other exposure
pathways evaluated in this document.
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/• contributions from the ACM found within the soil matrix'were included based on
the extremely conservative assumption that the ACM would completely degrade
and release 100% of its asbestos content to the surrounding soils;

• conservative (low) estimates for moisture content and conservative values for
most other input parameters were employed in the modeling;

• conservative dispersion estimates were employed in the modeling. In fact,
specifically for running, walking, and bicycling the fact that a participant in these
activities would constantly move out ahead of their own plume was entirely
ignored. Due to such movement, participants would receive at most only
intermittent, minimalexposure from their own dust cloud. Rather, the models
were run in a manner simulating exposure to individuals who remain immediately
behind a lead individual participating in the same activity. Yet, it is highly unlikely
that individuals conducting such activities would be positioned relative to others
so as to remain precisely "downwind" for any but a very small fraction of the total
time that they participate in any of these activities; and

• conservative estimates of both the frequencies and durations of such activities
were employed in the modeling.

As previously indicated, use of multiple, conservative input assumptions in risk
r calculations in this manner typically results in extremely conservative estimates of risk.

,£? The progeofliay-to address use of multiple, conservative input assumptions (to provide
more realistic but still health protective estimates of risk) is to conduct a Monte Carlo
type analysis and this is under consideration for the final, integrated risk assessmlht
that will be produced for this site.

Importantly, calculations such as those illustrated above need to be viewed with caution
because they require that all other factors contributing to uncertainty at least be more
likely than not to be conservative. One factor in this preliminary risk assessment that
may somewhat mitigate the degree to. which risk estimates are conservative involves
the degree to which the sampling scheme employed to characterize the site in support I
of this risk assessment is adequately matched to the size of the source areas that \
contribute to the majority of exposure via each of the exposure pathways of interest. \

For the most part, the adequacy of the sampling scheme was addressed through use of
the positively biased sampling that was performed. Thus, as indicated in Section 5.3.4,
it is apparent that source concentrations used to model exposure and risk are
adequately conservative to address chrysotile-related risks for all of the pathways
evaluated. For gardening, playing in dirt, and the remediation-related construction
scenario, the maximum concentration of asbestos observed anywhere (including hot .
spots) with the full contribution from the embedded ACM included was employed as the
estimated source concentration. For walking, running, bicycling, rototilling, and ATV
riding, the maximum composite concentration with the full contribution from the
embedded ACM included was employed as the estimated source concentration and this
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was also shown to be conservative for the worst-case soil sampling of residential
properties that was conducted by the U.S.EPA (Appendix F). Moreover, these latter
activities tend to be conducted over relatively large areas with relatively less time spent
within the boundaries of a single residence than the previously listed activities.

The same maximum concentration among composite samples with contributions from
ACM included was also employed for the commercial construction scenario. Given that
this scenario is assumed to last a year, the dust from soil generating activities from a
reasonably large number of houses would be included within this time estimate. Thus, it
is appropriate to employ a source concentration that represents an upper bound
estimate over a large area. If shorter duration projects are conducted (such as
construction of a single house), this could only result in smaller overall exposure,
because the exposure contributions from the rest of the year, which would derive from
the portion of the "averaged area" that is not affected by the project, would then be zero.

The extreme source concentration employed for evaluating the intentional abrading of
ACM is also clearly conservative.

As indicated in Section 5.5.2.1, however, due to the greater potency assumed for
amphibole asbestos relative to chrysotile (Section 5.4), areas of the site exhibiting lower
concentrations of amphibole asbestos or areas exhibiting higher concentrations but less
frequently encountered than those containing chrysotile could potentially have a greater
impact on overall exposure and risk. Tjieĵ fĵ Jpjjjojrĵ ^

^
^

r^

Given the above, source concentration estimates for amphibole asbestos employed in
this study are likely conservative for any exposure pathways that occur over relatively
larger areas (including, walking, running, bicycling, rototilling, ATV-riding, and
commercial construction). The higher source concentration estimate employed to
assess the remediation scenario is also likely conservative and is also conservative for
gardening and playing in dirt, as long as such activities are not conductedja^reas^^"
where the concentration of steam-pipe insulation exceeds approximate^.oĵ pof the
mass of the soil in which it is embedded32. This value may also be adjustMjf needed,
by conducting a more sophisticated evaluation of these pathways in support of the final
risk assessment for the site.

in su rface materials, it will be
^ ACM that may potentially reach the surtace.~

"anddegrade. ACM has appeared in some areas from which surface ACM was
previously removed (potentially due to any of several mechanisms including freeze-thaw
cycling, water-driven erosion, transport by borrowing animals, lack of prior observation

32 Note that the value of 0.03% defined for a mass concentration limit to steam-pipe insulation in
soils was estimated in a manner similar to that described previously for establishing a target acceptable
mass concentration of ACM in soils for chrysotile (Section 5.5.1 .3).
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due to obscuring foliage, etc.). Therefore, depending on how the risks associated with
the.resurfacing of material are to be addressed, it may.b_eprudenUo conduct limited
additional fiel^c.b.aract^rjzatior^suitable for determining the vertical prof ire~6f the ACM
contamination that is present " ~~—————————————————•>

The source concentration assumed for abrading of amphibole-containing ACM is also
expected to be conservative.

The least certain of the risk estimates presented in Tables 19, 20, and 21 are those
associated with the intentional abrading of ACM. Although it is expected to be generally
conservative, lack of knowledge concerning the degree of uncertainty associated with
several of the specific input values used for the modeling to derive these risk estimates
makes it difficult to judge the degree to which the overall risk estimates are conservative
for this pathway. Additional evaluation of this pathway is thus being considered

6. CONCLUSIONS AND RECOMMENDATION

As previously indicated, this report presents a preliminary risk assessment that is
intended to:

• assess the need for immediate (versus long-term) action to protect public health
at the North Ridge Estates Site;

• identify and focus issues most relevant to assessment of risk at the site; and

• identify data gaps and focus further study at the site that will be suitable for
supporting final decisions concerning a permanent remedy.

A summary of conclusions and recommendations for the three objectives of this report
are each addressed separately below.

6.1 Assessing the Need for Immediate (Versus Long-Term) Action

With one exception, the results of the risk assessment presented in this report indicate
that risks posed by the presence of asbestos at the North Ridge Estates Site are
sufficiently low so that immediate actionstorecluce them are not warranted. Thus^
tjakjriojh ĵjrjieĵ  i di rd^gfir̂ gggsTfTent of risks
that are" adequate for supportjiiCLthe.je_quiredĵ s^^^
TTgtjo^e^rTiinacc.e.pJable.rjsk. It is therefore recommended thaTsTTCh~1nvestTgatiurraTTd~
analysis be completed in a timely manner so that decisions concerning a permanent
remedy for the site can be based on sound technical information.

Thejjne exceptiojniQy l̂vesJlhe_need1 tolim[t opportunities for exposure to amphibole
a l̂bestos^coDtaiQiag_AC_M. Any steam-pipe insulation~tn^ns~^pose^~anRe~stirface of
the site should be encapsulated or removed.

73



6.2 Identifying and Focusing Issues

The discussion of issues is divided into general conclusions and recommendations.

The relevant conclusions of this study can be summarized as follows:

• the vast majority of asbestos observed at the North Ridge Estates Site is
chrysotile. Although it is known that amosite (an amphibole asbestos) is
associated with the steam-pipe insulation that exists at the site and debris
containing such insulation was observed in three small, isolated areas of the site
(which have been cleaned up), amosite asbestos structures were observed only
rarely in samples collected and analyzed at the site;

• for residents who might walk, run, bicycle, rototill, or ride ATV's at the site, such
activities are unlikely to present unacceptable risks, as long as the opportunity for
exposure to amphibole asbestos-containing soils or ACM (e.g. steam-pipe
insulation) remains limited. For some of these pathways (including ATV riding in
particular), completion of a more sophisticated (less extreme) assessment would
provide an improved indication of the upper limits to risk posed by asbestos
exposure associated with this pathway;

• children who play and residents who garden in site soils (even in hot spot areas
where the highest concentrations of ACM were observed) are unlikely to be
exposed to asbestos at levels posing an unacceptable risk, as long as the
opportunity for exposure to amphibole asbestos-containing soils or ACM (e.g.
steam-pipe insulation) remains limited; , L, , jf)

• • : in general, for areas in which the concentrations of asbestos in the soils
themselves are low, removing visible chrysotile-containing ACM (so that the
mass fraction of any remaining ACM is below 0.3%33) should render soils
generally suitable for the kinds of common activities considered above. Evenjf—^
the remaining ACM were to completely degrade, the resulting asbestos--"" "
concentrations in the soils would not be adequate to pose an unacceptable risk;

• the handling of pieces of chrysotile-containing ACM (as long as
intentionally abraded by cutting, sanding, or scraping) should not pose an undue
concern even though risk estimates attendant to this exposure pathway are the
least certain of all of the exposure pathways evaluated, At the same time, it
appears that activities causing chrysotile-containing ACM to be intentionally
abraded should generally be avoided;

33 This value represents the actual mass or weight percent of ACM in soil (as might be determined,
for example, by gravimetric analysis). Such values should NOT be confused with measurements of area
% of asbestos structures that are typically determined by PLM. Neither should they be confused with the
concentration of asbestos in the ACM itself.
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• the intentional abrading of amphibole asbestos-containing ACM (by cutting,
sanding, or scraping) should be avoided and even occasional handling of
amphibole asbestos^containing ACM should be minimized;

• future construction conducted at the site should not pose an unacceptable risk to
local residents, even if required measures to control nuisance dust are ignored.
This remains true even if such construction were to be conducted in hot spot
areas containing the highest observed asbestos concentrations (as might occur,
for example, if such hot spots were to be remediated);

• future construction conducted at the site should not pose an unacceptable risk to
workers as long as they practice the measures required to control nuisance dust
and as long as the extent of amphibole asbestos contamination remains limited;
and

• although completion of a more sophisticated (less extreme) assessment would
provide an improved indication of the upper limits to risk posed by asbestos
exposure during construction in areas where amphibole asbestos may be
encountered at the site, use of appropriate respiratory protection should be
considered for workers who disturb ACM containing amphibole asbestos for any
extended period of time.

Given the results of this study, the following is recommended:

• if there is a need to reduce the uncertainty bounds for the risk estimates provided
in this study for pathways in which moisture content affects dust generation, a
small numbefof moisture content measuremejTts_cgjj[Ld_be_£QiJected m_surface

(spaced out over varying conditions~ofTTie_ _
year) to |mr^qy_ejhe_precision of the moistuĵ _cpj]1tejTtĵ s^ the
exposure modeling; ' """"

t ———— " ~

to the degree that an improved estimate of the bounds for risks posed to
residents at the North Ridge Estates Site would provide improved support for
decision making at the site, it is recommended that a more sophisticated analysis
of the most critical exposure pathways be completed. Depending on
circumstances, risk estimates may be improved by any one or a combination of
the following;

o collecting additional measurements to develop and employ an improved
estimate of the input source concentration of asbestos appropriate for
each pathway of interest (see additional discussion of data gaps below);

o collecting additional measurements at the site or in the laboratory to
provide improved estimates of the input values of other model parameters
that affect the estimation of exposure and risk;
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o developing or adapting more sophisticated models that better represent
the actual exposures of interest (rather than representing exposures that
are known to be greater than the actual exposures of interest); and/or

• . ' • '•
o conducting sensitivity analyses and/or Monte Carlo analyses to better

gauge the relative importance of the various factors affecting exposur
and to derive more quantitative upper bound estimates of risk.

.
due to the particular hazard posed by the presence of amphibole asbestos-
containing ACM (e.g. steam-pipe insulation), it is recommended that sufficient
observations and measuĵ riie_als_be_ collected to adequately identify the locations
of such materials~at the sjte_and_actions be implemented to assure tFiaTexposTrre

materials alela^̂  a plan^sTioukTbe
implernented to address all exposed §rid^smajiidĵ ^ejach_ed segjp^ts^f
pipe linesTafFhe site; "~~~~

• to assure that soils remain acceptable for unrestricted use, in areas where
asbestos concentrations are low in the soils themselves, it will be necessary to
either to further refine risk calculations and devise an improved target or to
remove chrysotile-containing ACM from soils thai-might be contacted so that the
mass fraction of such material is reduced below|0\3^> by weight. Also, a
procedure needs to be devised for determining W^ifneYlhe resMaal —— — \0
concentration of ACM that remains in surface soils following the recent removal
action (or any future removal actions) in fact achieves whatever target residual
level is ultimately established; and

• jDther soils or bulk media containing ACM at the site should ajgo_be__stabilized_and
_ isolated or reme~o1 t̂e^so_as_to minimize human contact to jhe asbestos
cojitajned with i n . ' ~~

6.3 Identifying Data Gaps to Focus Further Study

The identification of data gaps to focus further study is divided into general conclusions
and recommendations.

The relevant conclusions of this study can be summarized as follows:

• the existing data used to support this study appear adequate for supporting a
conservative, bounding analysis of chrysotile exposure and risk at the site.
However, additional sampling and analysis may be required, if there is a need to
conduct a more sophisticated assessment of risks to better address outstanding
issues regarding risk levels estimated for the specific exposure pathways
evaluated in this study; and

• due to the greater potency assumed for amphibole asbestos relative to
chrysotile, to support a final remedy based on the exposure pathways evaluated,
it may be necessary to further bound the low concentrations of amphibole
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asbestos that were detected and further refine the site model to assure that
potential amphibole asbestos hot spots are adequately identified and addressed.

Given the above, recommendations for addressing potential data gaps are summarized
as follows:

• due to the substantial uncertainty associated with several input parameters to the
model involving intentional abrading of ACM (unless additional data become
available from ERA), a small, bench-scale simulation is recommended to better
characterize the risks associated with this pathway;

• for areas of the site where additional information is needed to better inform risk-
management decisions (i.e. to determine the need for, identify, and select among
options for a permanent remedy), it is recommended that additional, focused
sampling and analysis be conducted to better define the areal and vertical
distribution of ACM at the site to (for example):

I o better characterize the rate at which ACM may continue to surface due to
^jf uplift from freeze-thaw cycling, erosion from water flow, or transport due to
7v the activities of burrowing animals; and

o better support more sophisticated analyses of specific exposure pathways
to refine exposure and risk estimates.
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TABLE 1:
SUMMARY OF ASBESTOS CONCENTRATION MEASUREMENTS IN SOIL AND ACM SAMPLES

Soil
Sample
Number

1
5
9

14
L__ 19

22
25
29
34
39
45
56

£X^"* «•_ 5'5 9^~^

ACM
Sample
Number

51
52
53
54

84
s=3~. --881

Location

C1
C2
C3
C4
C5
C6
C7
C8
C9
C10
Bckgnd S
HS-1

* HS-2 -r^ "^
•I£V*"*".3N£=j£3 :S%«H^2 ŝs

64
69
71

91
95
96

HS-3
HS-4
HS-5

Fraction
ACM
(g/g)

0
0

0.00046
0.00024

0.0013
0.0022
0.0054
0.0085

0
0
0

0.071
=^%=î g; 3'i:-

^fj'lf
0.066
0.016

0.0086

Soil
Analytical
Sensitivity

(s/g)

2.0E+06
1.9E+06
1.9E+06
2.0E + 06
2.0E+06
2.0E+06
2.0E+06
2.0E+06
2.0E+06
1.9E+06
2.0E+06
2.0E+06

ACM
Analytical
Sensitivity

(s/g)

6.1E+07
6.2E+07
1.7E+07
1.2E+07

3.1E+07

Asbestos Structure Counts
in Soil

Short
Protocol
(Number)

0
0
0
0
0
0
0
0
0
0
0
1

Long
Protocol
(Number)

0
0
0
0
0
1
0
0
0
0
0
0

7402
(Number)

0
0
0
0
0
1
0
0
0
0
0
1

Total
(Number)

0
0
0
0
0
1
0
0
0
0
0
2

in ACM
Short

Protocol
(Number)

11
51

133
116

76

Long
Protocol
(Number)

41
50
68
57

57

7402 __,
(Number)

13
35
78
23

58

Total
(Number)

59
117
238
186

153

Asbestos Concentrations

Total
Protocol
(s/gpMto)

in Soil
Long

Protocol
(s/gpUio)

i
<
<
<
<
<

2.0E+06

<

<
<

2.0E+06
< i <
<
<
<
<

2.0E+06

1.9E+06
1.9E+06
2.0E+06

3.8E + 07
5.6E+07
4.7E+07

2! 1
0 0
0 0

2
0
0

3
0
0

40
39
33

43
32
31

14
21
45

<
<
<
<

t̂Upfc?

85 1 5.7E + 06! 1.9E+06
80J <
85 <

.<
™_^<

7402 .
(s/gpu,0)

<
<
<
<

. <
2.0E+06

<
<
<
<
<

2.0E+06

in ACM
Total

Protocol
(s/gpuno)

3.2E+09
6.3E+09
3.4E+09
2.0E+09

4.1E+09

Long
Protocol
(s/gpM,o)

2.5E+09
3.1E-f09
1.2E+09
6.6E+08

1.8E + 09

7402
(s/gpMio)

7.9E+08
2.2E+09
1.3E+09
2.6E+08

1.8E+09

| •
{Fraction of

Long
Protocol
in Soil

(%)

100%

0%

Fraction of
Long

Protocol
in ACM

(%)

79%
50%
34% |
33%

43%

3.8E+06
<

oasE-ar-

3.2E+09
4.0E + 09
3.0E+09

1.6E+09
1.8E+09
1.5E+09

5.3E+08
1.2E+09
2.1E+09

i 33%
|
[̂

52%
45%j

. 48% j

51frifitm%dfG:iir!y"s

R1 *———— 8J_ 101

NOTES:

a

•

HS-7 0.021 2.3E+06 4.2E + 07 22 13 4 36 45 30

All asbestos structures observed in all samples except Sample 76 (the soil component of HS-6) are chrysotile.

19

A subset of the asbestos structures observed in Sample 76 are amosite and these are separately listed in the table.

86 8.1E+07! 3.0E+-07 .9.2E + 06

1

|
The majority of the putative chrysotile structures in Sample 76 do not exhibit a clear diffraction pattern suggesting that they may have been subjected to heat.
Confirmed chrysotile, jjutative chrysotile, and total chrysotile f rom Sample 76 are separately listed in the table.
Both the soil component ot HS-6 (Sample 76) and the ACM component (Samples 98 and 100) appear to contain ACM so that true separation was not achieved.
Discussion of the problems in separating soil and ACM in Sample 76 is provided in the text.

The sample pairs: (88 and 90) and (98 and 100) are duplicate splits of the ACM components from HS-2 and HS-6, respectively.
i 1 !

3.2E+09

,

1.3E + 09 8.0E+08 37%

M
i— j ———————

i
!

!
i

40%

D. Wayne Berman, Aeolus, Inc.
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TABLE 2:
SAMPLE CHI-SQUARE CALCULATION TO TEST FOR THE CONSISTENCY OF

STRUCTURE COUNTS OBSERVED ACROSS GRID SPECIMENS (SAMPLE NO. 52)

Gird
Specimen
Number

A
B
C
D
E

Totals:

Total
Structures
Observed

26
13
30
19
29

: 117

Number of
Gird Openings

Scanned
1
1
1

. 1
1

5

•

Normalizing
Factors

0.200
0.200
0.200
0.200
0.200.

1

Total
Structures
Expected

23.40
23.40
23.40
23.40
23.40

117

df =
critical value:=
Conclusions:

(E-0)A2/E
0.289
4.622
1.862
0.827
1.340

8.940

4
9.49

Counts are consistent
Deposit is adequately uniform

D. Wayne Berman, Aeolus, Inc.
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T A B L E S :
RESULTS OF CHI-SQUARE TESTS ACROSS GRIDS OF INDIVIDUAL SOIL

OR ACM SAMPLES FROM THE NORTHRIDGE ESTATES SITE

Sample
Number

51
52
53
54
59
76
81
84
88
90
91
95

. 96
101

Sample
Type

A
. A

A
A
S
S
S

•A
A
A
A
A
A
A

Notes;

Chi-square Statistics
Critical
Value

9.49
9.49
9.49
9.49
9.49
9.49
9.49
9.49
9.49
9.49
9.49
9.49
9.49
9.49

Protocol
Strictires

2.529
8.356
9.871
2.873
3.509
6.583
2.399

12.226
2.889
6.947

50.916
5.437
7.500

. 6.760

7402
Structures

13.308
10.000

5.590
.2.466
5.334
5.635
3.332
6.310

18.515
6.417

28.429
2.714

10.200
4.789

A means ACM component sample
S means soil component sample

Total
Structures

4.069
8.940
8.981
2.550
3.961
9.030
2.836

16.118
7.389
9.357

53.177
5.200
8.412
6.418

1
Counts Consistent?

Protocol
Strictires

Yes
Yes

j* " V ji-̂  i • 'i -T.

#V^Qkj--3&
Yes
Yes

. Y e s
Yes

--^SCiS
Yes
Yes

7402 | Total
Structures

•Illlliafc
Yes
Yes
Yes
Yes
Yes
Yes

Yes
Miiiliir̂ ltifeffl

Yes
Yes
Yes

Yes

Structures

Yes
Yes
Yes .
Yes
Yes
Yes
Yes

tj^y ̂ .̂ !Mvi£-rj!.̂ i'.v
Yes
Yes

•^'SNftwv^ĵ SalSiSiî ii
Yes

î§fg$KJ3 Yes
Yes Yes

D. Wayne Berman, Aeolus, Inc.
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TABLE 4:
RESULTS OF ANALSES OF DUPLICATE PAIR ACM SAMPLES FROM THE

NORTHRIDGE ESTATES SITE, KLAMATH FALLS, OREGON

Duplicate
Pairs

Pair 1
Pair 1

Pair 2
Pair 2

Sample
Numbers

88
90

98
100

a

b

Number of Structures
Protocol

Structures

25
32

1
0

7402
Structures

18
16

0
0

Critical Value: 1.96 ,

Total
Structures

35
39

. 1
0

Test Statistic3

Protocol
Structures

0.927

1

7402
Structures

0.343

UNDb

Total
Structures

0.465

1

Conclusions
Protocol

Structures

similar

similar

UNO means the test statisitc could not be determined because it requires dividing by zero.
Nevertheless, when both samples exhibit zero structures, this indicates perfect agreement.

| I

7402
Structures

similar

UNO

Total
Structures

similar

similar

D. W a y n e Berman, Aeolus, Inc.
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TABLES:
RESULTS OF CHI-SQUARE TESTS ACROSS SPECIFIED SETS OF SOIL

OR ACM SAMPLES FROM THE NORTHRIDGE ESTATES SITE

Sample Set

All Composite Soil Samples
All Soil Samples

All Composite ACM Samples
All ACM Samples

Notes
a

b

• c

Sample
Type

S
S
A
A

lumber of
Samples

10
18
4
13

df means degrees of freedom
Source: Boxet al. (1978)

dfa

, 9
'17

3
12

Chi-square Statistics
Critical-
Value"

16.9
27.6

7.8
21.0

Protocol*
Structures

9.3
311.0
127.8
349.8

7402
Structures

9.3
585.0

66.1
179.1

Total
Structures

9.3
728.0
.125.7
444.6

Mutually Consistent?
Protocol

Structures

Yes0

7402
Structures

!
Yes

f̂ iS ̂ fNjO? v4*;t \i?f !?N of!p: *

f^fffeSfixp%sSsi|

Alhough the critical value cannot be determined for this set, the results clearly satisfy the requirements of a Poisson
because there is perfect agreement among all of the resutls (i.e. all observed results are exactly zero).

Total
Structures

Yes

D. Wayne Berman, Aeolus, Inc.

86



T A B L E S :
SUMMARY OF ASBESTOS CONCENTRATIONS IN SOIL AND ACM SAMPLES {SORTED BY MASS FRACTION OF ACM IN SAMPLE)

Soil
Sample
Number

1
5

34
39
45
14
9'

19
22
25
29
71
69

81*
64
56

ACM
Sampje
Number

51
52
53
54
96
95

. 101
91
84

59 88,90

•
NOTES;

b

a

b

Location

01
C2
C9
CIO
Bckgnd S
C4
C3
C5
C6
C7
C8
HS-5
HS-4
HS-7
HS-3
HS-1
H '̂-̂ fi'̂  ~"-T ' ̂

HS-2

Fraction
ACM

0
0
0
0
0

0.00024
0700046

0.0013
0.0022
0.0054
0.0085

• 0.0086
0.016
0.021
0.066
0.071

1
Asbestos Concentrations •

in Soil
Total

Protocol
(s/gpMio

<
<
<
<
<
<
<
<

2.0E + 06
<
<
<
<

8.1E+07
5.7E + 06
2.0E + 06

Long
Protocol
(s/gputo)

<
<
<
<
<
<
<

• <
2.0E + 06

<
<
<
<

3.0E + 07
1.9E+06

<

7402
(s/gpMio)

<
<

. <
<
<
<
<
<

2.0E + 06
<
<
<
<

9.2E + 0_6j
3.8E+06
2.0E+06

in ACM
Total

Protocol
(s/gpMio)

3.2E + 09
6.3E + 09
3.4E+09
2.0E + 09
3.0E + 09
4.0E+09
3.2E + 09
3.2E + 09
4.1E + 09

Long
Protocol
(s/g<>Mio)

2.5E+09
3.1E + 09
1.2E + 09
6.6E + 08
1.5E + 09
1.8E + 09
1.3E+09
1.6E+09
1.8E+09

7402
(s/gpuio

7.9E + 08
2.2E + 09
1.3E+09
2.6E + 08
2.1E+09
1.2E + 09
8.0E+08
5.3E + 08
1.8E + 09

0.31 7.9E+06 7.9E+06 5.9E+06 6.0E + 07 3.7E+07 3.6E+07

i.'i

I

Asbestos Concentrations In Soil
that are Attributable to ACM
Total

Protocol
(s/gpuio)

4.2E+06
1.4E+07
1.9E+07
1.7E + 07
2.6E + 07
6.5E + 07
6.5E+07
2.1E + 08
2.9E + 08

Long
Protocol
(s/gpMio)

3.3E+06
6.9E + 06
6.3E+06
5.6E + 06
1.2E+07
2.9E+07
2.6E + 07
1.1E + 08
1.2E + 08

7402
(s/gpMio)

1.0E+06
4.8E+06
7.2E + 06
2.2E + 06
1.8E + 07
1.9E + 07
1.7E + 07
3.5E+07

• 1.3E + 08

liSE+O? 1.1E+07 1.1E+07

All asbestos structures observed in all samples excepj Sample 76 (the soil component of HS-6) are chrysotile.

Total Asbestos Concentrations'
In Soil

Total
Protocol
(s/gpuio)

<
<
<
<
<

. <
<

4.2E + 06
1.4E + 07
1.9E + 07
1.7E + 07
2.6E+07

.6.5E + 07
1.5E + 08
2.1E + 08
2.9E + 08

Long
"Protocol
(s/gPMio)

<
<
<
<
<
<
<

3.3E+06
8.9E+06
6.3E + 06
5.6E+06
1.2E + 07
2.9E + 07
5.6E + 07
1.1E + 08
1.2E + 08

7402
(s/gpMio)

' <
<
<
<
<
<
<

1.0E + 06
6.8E + 06
7.2E+06
2.2E+06
1.8E+07
1.9E + 07
2.6E+07
3.9E+07
1.3E + 08

"liĵ ^S^^ l̂'̂ Pf
1.8E+07 1.9E+07

Concentrations of asbestos structures in Sample 76 are both chrysotile and amphibole, which are presented both separately and combined

1.7E+07

The majority of the putative chrysotile structures in Sample 76 do not exhibit a clear diffraction pattern suggesting that they may have been subjected to
high heat. Regardless, the structure counts and concentrations for chrysotile that are presented in the table reflect total chrysotile structures
(confirmed and putative combined) See additional discussion in text.

|
The sample pairs: (88 and 90) and (98 and 100) are duplicate splits of the ACM components from HS-2 and HS-6, respectively and are averaged here.

D. Wayne Berman, Aeolus, Inc.
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TABLET:
MATERIALS HANDLING (EXCAVATION, LOADING, AND DUMPING)

RECONCILED EQUATIONS FOR ESTIMATING PM10 EMISSIONS FROM MATERIALS HANDLING
Dust Model:

Ehnd = 0.0016(Q,)(k)(RM)(U/2.2)13/(M/2)14 . Source: U.S. ERA (2002)
where: . Rating: A As long as applied when moisture content < 5%,

Ehnd is the emission factor (gPM,o/sec) silt content < 19%, and wind speed < 6.7 m/s.
k is the particle size multiplier (unitless)
RM is the rate at which materials are handled (Mg/hr), which is added to the equation to convert

from kg/Mg to kg/hr. .
U is the wind velocity (m/sec)
M is the moisture content (mass %)

' QI is a conversion factor equal to 1000/3600 that is added to the equation
to convert kg/hr to g/sec

Note that, although silt content does not appear explicitly, it was considered during development of the Equation.
Modifications:

The model is modified to convert it for use to predict asbestos emissions.
Although it would also be useful to modify this model to address silt content explicitly, the required background work has not been completed.

EAhnd = 0.0016Ra/d(Q1)(k)(RM)(U/2.2)';3/(M/2)14 .;

where: . .
EAhnd is the asbestos emission factor (s/sec)
Ra/d is the concentration of asbestos in source material, measured as the ratio

of asbestos structures per mass of respirable dust (s/gPM10) per the Superfund Method

RECONCILED EQUATIONS RELATING MATERIALS HANDLING AND EXPOSURE CONCENTRATIONS

Exposure Point Concentrations Estimated at Receptor '

Casb = [0.0016Ra/d(Q,)(Q2)(k)(RM)(U/2.2)13/(M/2)14r{1/[wcp*hiU]}
where: .

Casb is the exposure point concentration of asbestos (s/cm3)
wcp is thre cross-wind width of the mixing box in which receptors are exposed (m)
h is the height of the mixing box in which receptors are exposed

... Qa is a factor (10"6) to convert s/m3 to s/cm3. .
and all other parameters have been previously defined

Simplified:
Casb = [(1-47 x 10-10)Ra/d(RM)(U)1-3/(M)14]*{1/[wcp*h*U]}

CoeffCalc: 1.47292E-10
• D. Wayne Berman, Aeolus, Inc.
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TABLES:
MODEL DEVELOPMENT FOR DISTURBANCES ON UNPAVED SURFACES

RECONCILED EQUATIONS FOR ESTIMATING PM10 EMISSIONS FROM DISTURBANCE OF UNPAVED SURFACES
Dust Model:

Eunp = [5.9k(s/12)(S/30)(W/3)07(w/4)°5/(M/0.2)03] Source: U.S. ERA 1985
where: Rating: A

Eunp is the emission factor (lbsPM10/VMT) ' However, because we are using this model
VMT is vehicle miles traveled for estimates on "vehicles" outside of the

. . - . : - k is the particle size multiplier (unitless) mass range over which it was tested,
s is the silt content (wt %) . the quality rating for emissions estimates
S is the vehicle velocity (mph) should likely be dropped to "B" or even "C"
W is the vehicle weight (tons) in this study,
w is the mean number of wheels on the vehicles (#)
M is the moisture content (wt %)

CONVERSION TO METRIC:
Metric Dust Model:

= [1.7k(s/12)(S/48)(W/2.7)07(w/4)05/(M/0.2)03]-unp

where:
Eunp is the emission factor (kg/VKT)

Note that the coefficient of the equation was also converted:
5.9 Ibs/VMT* (0.45 kg/lb)*(0.62 VMT/VKT) = 1.7 kg/VKT. Note: VKT = vehicle km traveled,

k is the particle size multiplier (unitless)
s is the silt content (wt %)
S is the vehicle velocity (km/hr)

Note that the denominator of the velocity term was also converted: 30 mph = 48 kph.
W is the vehicle weight (Mg)

To convert the denominator of the weight term, note: 3 tons = 2.7 Mg.
w is the mean number of wheels on the vehicles (#) ,
M is the moisture content (wt %)

D. Wayne Berman, Aeolus, Inc.
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TABLE 8: (cont.)
MODEL DEVELOPMENT FOR DISTURBANCES ON UNPAVED SURFACES

MODIFICATIONS:
The model is modified to convert it for use to predict asbestos emissions per time and to account for effects of vegetative cover:

EAUHP = Ra/d*[1.7k(Ql)(s/12)(S2/48)(W/2.7)°-7(w/4)05/(M/0.2)03][Tf + (1-Tf)(Vf)]
where:

EAunp is the asbestos emission factor: the rate of release of asbestos structures (s/sec)
QI is a conversion factor equal to 1 000/3600 that is added to the equation

to convert kg/hr to g/sec
Ra/d is the concentration of asbestos in source material, measured as

the ratio of asbestos structures per mass of respirable dust (s/gPM10)
T) is the fraction of time spent on bare ground (vs. vegetated ground)
Vf is the emission reduction factor for activities on vegetated (vs. bare) ground
Note also that the vehicle speed, S, has been squared in this version of the equation to
convert to g/hr from g/VKT (g/hr = g/VKT * VKT/hr) where VKT is simply
vehicle kilometers traveled. Thus, for a single vehicle (as in this application) VKT/hr .= km/hr.

RECONCILED EQUATIONS RELATING EMISSIONS FROM SURFACE DISTURBANCE
Exposure Point Concentrations Estimated at Receptor

Casb = Ra/d*[1.7k(Q1)(Q2)(s/12)(S2/48)(W/2.7)°-7(w/4)05/(M/0.2)03][1/[wcp*h*U][Tf + (1-Tf)(Vf)J
where:

is the concentration of asbestos in air (s/cm3)
is thre cross-wind width of the mixing box in which residents are exposed (m)
is the height of the mixing box in which residents are exposed
is the wind velocity or the velocity of the vehicle in stationary air (m/sec).
is the conversion factor equal to iO"6 to convert from s/m3 to s/cm3.
and all other parameters have been previously defined

Simplified:

Casb

wcp

h
U
Q2

Est of coefficient: 4.41689E-11
D. Wayne Berman, Aeolus, Inc.
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TABLE 9:
MODEL DEVELOPMENT FOR DISTURBANCES ON DURING ROTOTILLING

RECONCILED EQUATION FOR ESTIMATING PM10 EMISSIONS DURING ROTOTILLING
Dust Model:

Ero,=Q3V[1.4*s*[(S/C)4*5.5)]/(PE/50)2] Source: Cowherd etal. 197 (P. 67)
where: Rating: ??

Erot is the emission factor for rototilling (gPM1o/sec)
s is the silt content (wt %)
S is the rototiller velocity (km/hr) , ' . .
Q4 is a conversion factor (=1 .61 kmpn/mph) to convert the reference velocity of 5.5 mph to kmph,
PE is the Thornswaite PE index (unitless)
Q3 is a conversion factor (derived as described belpw) to convert Ib/acre to g/sec
k is the particle size multiplier (unitless)

Note that k was added to the equation to convert predictions of total suspended particulate to PM10

Derivation of Q3:

It is the product of g/lb and acres/sec
g/lb = 454 , • . .
acres/sec = 6.73E-5, which i s derived a s follows: , ' • . . .

Assume a rototiller cuts an effective swath of 1 ft
. . The side of an acre is 208.7 ft

Thus, the number of passes required to cover an acre is 208.7 =208.7/1 .
Thus, the total number of ft traversed to till an acre is 4.36E+04 ft =(208.7)2 ,:

The speed of a rototiller is assumed to be half walking speed 2.93E+00 ft/s =2 mph .
Thus, the time required to till an acre is 1.48E+04 s/acre =4.36E+04/2.93

Thus, the rate of rototilling is 6.73Er05 acre/s =1/1.48E+04
Thus, Q3 = 0.031 •

Modifications: •
The model is modified to convert it for use to predict asbestos

EArot=Ra//Q3*k*[1.4*s*(S/8.9)/(PE/50)2]
where: .

EAro, is the concentration of asbestos in air (s/m3)
• Ra/a is the concentration of asbestos in source material, measured as the ratio

of asbestos structures per mass of respirable dust (s/gPMio)
All other parameters have been previously defined.

RECONCILED EQUATIONS RELATING AIRBORNE EXPOSURE CONCENTRATIONS TO CONCENTRATIONS IN THE BULK PHASE
Exposure Point Concentrations Estimated at Receptor • . .

where: . • :
Casb is tne exposure point concentration of asbestos (s/cm3)
wcp is the cross-wind width of the mixing box in which receptors are exposed (m)
h is the height of the mixing box in which receptors are exposed (m)

. U is the wind velocity of the rototiller in stationary air (m/sec)
Q2 is the conversion factor equal to 10"6 to convert from s/m3 to s/cm3

All other parameters have been previously defined
Simplified: • ,

Casb=(1.5E-08)-Ra/I)[s*(S/8.9)/(PE/50)2][1/(wCp*h*U)]

Est of coefficient: 1 .498E-08

D. Wayhe Bermah, Aeolus, Inc.
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TABLE 10:
MODEL DEVELOPMENT TO ESTIMATE EXPOSURE DURING HANDLING OF ACM

RECONCILED EQUATION FOR ESTIMATING PM10 EMISSIONS DURING HANDLING OF ACM
Dust Model:

EACM=M ACM* FORMS* Source: Developed ab initio
where: Rating: ??

EACM is the emission laclor for dust during handling of ACM (gpMio/sec)
MACM is the Mass of ACM handled during a single evenl (g)
FCRMB is the fraction of ACM thai is crumbled or abraded during a single evenl (gcr
Fralp s Ihe fraction of crumbled or abraded material thai becomes fine enough to be respirable (

Assumed Characteristics of ACM Handled

2.2 g/cm3 typical value for these materials

T.vanl is the time over which the activity occurs (seconds)

The model is modified to convert it for use to predict asbestos
b= Ra«'MACM*FcRMB*Frit2/J«yaiii

where:
Eftsb Is Ihe asbestos emission laclor: Ihe rale of release of asbestos structures (s/sec)
Ra/d is Ihe concentration of asbestos in source material, measured as Ihe ratio of asbestos structures per mass of respirable dust (s/g
All other parameters have been previously defined.

RECONCILED EQUATIONS RELATING AIRBORNE EXPOSURE CONCENTRATIONS TO CONCENTRATIONS IN THE BULK PHASE
Exposurei PoM.QMPJ8"Jl5!°nJ^ EstimatedI at Receptor (two scenarios consideredy

Ca«b=Ra>d'Q8'[MACM'FcHM8*Fi,ip/Tii.«nl][1/(Wcp'h'U)]

where:

Wep

Simplified

Casb is the exposure point concentration of asbestos (s/cm )
is Ihe cross-wind width of Ihe mixing box in which receptors are exposed (m)
is the height of the mixing box in which receptors are exposed (m)
jsjhe local wjnd velocity (m/sec1____ _ _______
is the conversion factor equal to 10 6 to convert from s/m3 to s/cm3

All other parameters have been previously defined

_C..b= (2.12E-10)'R.M'[1/(w,p'h'U)l Est of coefficient: 2.I2E-10

NOTES
A laboratory simulation is recommended to evaluate this guesstimate
One hour is about hall of Ihe total time estimated that children spend outdoors daily (U.S.EPA 1997). Thus, this estimate is conservative
in a health protective sense becau se it assumes Ihal AC M will be handled lor fully half of the lime Ihal a child spends outdoors.

0. Wayne Berman, Aeolus, Inc.
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TABLE 11:
EMISSION AND EXPOSURE MODELS FOR CONSTRUCTION-RELATED ACTIVITIES

AT THE NORTHRIDGE ESTATES SITE, KLAMATH FALLS, OREGON
'

Excavation

Grading

The following emission factor is for a bulldo-zer but emissions should be similar for other types of equipment
used for excavation:
E e xc = (Qi)*0.75'0.45(s)''5/(m)M

where:
Eexc

s
m •
Q,

is the emission factor (kg/sec)
is the silt content (mass %)
is the moisture content (mass %)

Source: U.S. EPA 1989, pp 133
modified per: Eqn E-22,

U.S. EPA 2002

is a conversion factor egual to 1 000/3600 that is added to the equation
to convert kg/hr to g/sec

Note that the factor "0.75" is a scaling factor designed to convert the model
to estimate emissions of PMia rather than particles <15 um in diameter.

The following emission factor is reported as general for earthmoving.

Eg,d= 1.2*Q,*(S/2)

Modifications

where:
Egrd

S
is the emission factor (kg/sec)

Source: Cowherd et al. 1988, pp 5-3

is an estimate of the vehicle speed, which assumed to be half that
of a transport truck3. This is needed to convert kg/km driven to kg/sec.
and all other parameters have been previously defined.

Both models are modified in an identical manner to convert them to predict asbestos rather than dust emissions. •
Easbx = Ra/d* Exxx

where:
Easbx

Ra/d

Exxx

is the asbestos emission factor for the activity "x" (s/sec)
is the concentration of asbestos in source material, meaured as the ratio of
asbestos structures per mass of respirable dust (s/gpMio) per the Modified Elutriator Method
is the corresponding dust emission model for either of the specific activities prresented above

.
RECONCILED EQUATIONS RELATING MATERIALS HANDLING AND EXPOSURE CONCENTRATIONS

Exposure Point Concentrations Estimated at Receptor

Simplified:

________ _ — „ — .

Casbx = Ra/d ' (Q2)[E*xx ' {1/ [Wcp*h-U]}

where:
Casbx .

WCp

h
Qs

For bulldozer excavation:

is the exposure point concentration of asbestos for the specific activity "x" (s/cm3)
is thre cross-wind width of the mixing box in which receptors are exposed (m)
is the height of the mixing box in which receptors are exposed
is a factor (10"a) to convert s/m3 to s/cm3.
and allother parameters have been previously defined

Casb = (9.38E-8)'Raw'[(s}1-5/(.m)1:Y{1/[Wcp*h'U]}

For grading:
C4S6, = (1.67E-Q7)'RjW'[Sr{1/[wtp'h'U]5

. ——————

Coeff Calc:

Coeff Calc:

9.38E-08

1.67E-Q7
D. Wayne Berman, Aeolus, Inc.
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TABLE 12:
EMISSION AND EXPOSURE MODELS FOR CONSTRUCTION-RELATED TRANSPORT ON

UNPAVED SURFACES AT THE NORTHRIDGE ESTATES SITE, KLAMATH FALLS, OREGON

Onsite Transport
The following emission factor is reported as general for vehicles traveling over unpaved surfaces

Ei,n = 732.9*(s/12)0-e(W/3)0-4(Ma,y/0.2)°-3(365-p)/365
where:

Etrn

S

W

Mary

P

is the emission factor (g/VKT)
is the silt content (mass %)

Source:
Eqn. E-18, U.S. EPA 2002

is the average weight of the vehicle (Mg or metric tons) .
is the moisture content under dry conditions (mass percent)
is the average number of daysjier year with > than 0.254 mm precipitation

Exoosure Point Concentrations Estimated at Receptor

COT= FD[(E,m*' VKT)/(Tp,oj*AH)]/(Q/C)
where:

Note:

COT
FD
• VKT
Tproj

AH
QIC

-

Source: U.S. EPA 2001, adapted from Equation E-18, Appendix E.

is the average concentration of dust generated over. the construction area (kg/m'1)
is the dispersion correction factor (unitless) |
is the total number of vehicle km traveled over the course of the project
is the total time over which construction will occur (s)
is the surface area of the contaminated road segment used for hauling (m*)
is the dispersion.factor. employed in the U.S. EPA Guide

For construction projects lasting substantially more than 10's to 100's of hours,
FD approaches a constant value equal to 0.1852.

Using the Equation provided for estimating "0/C" (Equation E-19, U.S. EPA 2002),
incorporating the constants appropriate for Las Vegas, and given an area for the borrow pit
of acres, the value used in this analysis for "QIC" is

QIC = A x EXP[(ln(As)-B)'/C]
A
B
C
As

Estimatina Asbestos Exoosure Concentrations
Casb = Ra/d'CoT

where:
CasB

Ra/d

COT

12.9351
5.7383

. 71.7711
1.53E + 02 acres

13.02572

areal extent of site surface contamination

is the airborne concentration of asbestos (s/cm3)
is the concentration of asbestos meausred in source material (s/gpHio)
is the concentraion of dust in air (gputo/cm3)

D. Wayne Berman, Aeolus, Inc.
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TABLE 13:
VARIABLES EMPLOYED IN EQUATIONS USED TO ESTIMATE ASBESTOS EXPOSURES

ASSOCIATED WITH DUST GENERATING ACTIVITIES OF INTEREST PERFORMED IN SOILS OR CONTAMINANTED FILL

Variable

Particle Size Multiplier
Moisture Content

Number of wet days/yr
Thornswaite PE index

Silt Content'
Gross Vehicle Speed

Asbestos Concentration in Dust
Mass materials handling rate

Wind Velocity
Gross Vehicle Wt

No. of vehicle wheels'
Emission Reduction Factor

Fraction of Time on Bare Ground

Dispersion Box Dimensions:
Width for continuous proximity

Mixing Height

SSL Transport Parameters
For SSL Transport Model

• Dispersion Adjustment Factor
Road Surface Area

Number ol Vehicle Km Traveled
Total Area of Project Site

Loads per Project
Length of Construction Site Road

Active Project Period

NOTES:

•
b

•

Symbol

k
M

1 i
Typical Values

Walking

0.35
0.2

,PEP

s 38
Si 6

R.M TBD

Ru
u

W
w
V,
T,

3.0
0.073
- 2.4
0.01

0.5

w 3
h 1.75

Q/C1
Fo!

AR|

VKT
A,

V/proji
Lroad!

T|

Running

0.35
0.2

38
9.7

TBD

3.0
0.073

2.4
0.01

0.5

3
1.75

Bicycling

0.35
0.2

38
16

TBD

4.4
0.09
0.17
0:01

0.5

3
1.75

ATV
Riding

0.35
0.2

38
30

TBD

8.3
0.45

4
0.01
0.5

10
2

Rototilling

•0.35

32
38

3.2
TBD

3.0

' 3
1 .75

Child-play or Handling
Gardening ! ACM

0.35
2!

38
j

TBDJ TBD
0.125!

3.0 3.0

0.5| 0.5
0.5 0.5

i
I
j ;

I

Bulldozer
Excavation

Loading or
Dumping

2

38

. TBD

3.0

5
• 1.75

Parameters for which no values are provided are not applicable to the specific model indicated at the head of the column

0.35
2

38

TBD
14

3.0

5
1.75

Grading

38
24

TBD

3.0

10
4

For pathways involving walking, running, and bicyciling riding, exposure estimates are actually for a person following immediately behind a leader (see text)
For pathways involving moving bodies, the minimum wind velocity would be the greater of the actual wind velocity or the velocity of the body.
For pathways involving activities conducted under full dust control, M = 9% (see text).
For a detailed discussion
For a detailed discussion

of silt content, see Appendix D.
of the derivation of the values used lor number of wheels, see Appendix C.

Regarding wind speed, 6.7 mph is the annual mean reported for Klamath Falls.

EQUATION TO DETERMINE QIC (USEPA 2002)
Q/C = A xEXP|(ln(A,
A
B
C
As

12.9351
5.7383

71.7711
1.53E + 02

-Bf/C]

acres

13.026

I

(see above)

i

—————————————————————————

————————

Transport
(SSL)

0.2
90

38
48

TBD

3.0
20

1.30E + 01
0.182

5.07E + 03
5.54E+02
1.53E + 02

500

I

Units

unitless
wt%

unitless
unitless

wt%
km/hr

s/gPM,o
Mg/hr
m/sec

Mg
#

unitless
unitless

m
m

j3/m2-s/kg/m3
unitless

m!

km
Acres

unitless
1.11E + 00 km
7.20E + 06 s

Comments \

For PMto size fraction, defined in citatations to models
Reasonable worst case minimum

/

Site-specific, conservative estimate from Exhibit 5-2 of U.S.EPA 2001
Site-specific , conservative estimate from Figure 4-2 of U.S.EPA 1985
Upper end of range of measured values
Reasonable worst case maximums
Site-specific values are selected/presented in the following discussion
Typical values for activities listed I
(6.7 mph = 3 m/s)c Greater of mean for area or activity-specific velocity
Typical values for activities listed (see text)
Estimated as indicated in text
Wors t case values for e f fec t of vegatative cover
Worst case values j

!
i

This is estimated based on' the dynamics of exposure (see text)
This is estimated based on the dynamics of exposure (see text)

Location specific with Equation E-19,
Recommended

U.S.EPA 2002 (SSL Guide)
from U.S.EPA 2002 (SSL Guide)

= Mean road width (assumed 15 ft) x Lroad
=V/proj'Lroad I
Assumed value is equal to footprint area of the studied properties
Assume 2 loads per day over 1 year of project
Assumed: 2x the distance from center to edge-of square site x loads/proj
This is the number of seconds in an occupational year.

i
I
i
l

i ' -

• j

D. Wayne Berman, Aeolus, Inc.
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TABLE 14:
ESTIMATED DUST EMISSION RATES AND AIRBORNE DUST CONCENTRATIONS

CREATED IN ASSOCIATION WITH THE INDICATED ACTIVITY AT THE
NORTH RIDGE ESTATES SITE, KLAMATH FALLS, OREGON

Activity

-

7 .

Residential Pathways '-
Walking
Running
Bicycling
Gardening
Playing in Soil
Combined Gardening and Play
Playing w ACM
Rototilling
ATV Riding

Worker Pathways
Bulldozer Excavation
Loading/Dumping
Grading
Transport (SSL) .
Full Dust Control

Instantaneous
Emission

Rate
(kg/sec)

2.4E-05
6.4E-05
5.3E-05
2.9E-08
2.9E-08
2.9E-08
2.1E-07
5.0E-04
2.8E-03

8.3E-03
3.3E-06
4.0E-03
3.0E+03

Worker Pathways Remediation Scenario
Bulldozer Excavation
Loading/Dumping
Grading
Transport (SSL)
Full Dust Control

Offsite Impact to Residents
• Combined Construction

Remediation Scenario

Note:

8.3E-03
3.3E-06
4.0E-03
3.0E+03

3.0E+03
3.0E+03

Instantaneous
Dust

Concentration
(mg/m3)

7.8E-01
2.0E+00
1.2E+00
3.9E-02
3.9E-02
3.9E-02
2.8E-01

3.2E+01
S.SE+OO^

3.2E+02
1.2E-01

3.3E+01
6.3E-01

5.0E+00

. 3.2E + 02
1.2E-01

3.3E+01
6.3E-01

5.0E+00

6.3E-.01
6.3E-01

Time Averaged
Dust

Concentration
(mg/m3)

2.7E-02
5.0E-02

.4.0E-02
7.3E-04
9.9E-04
1.3E-03
3.5E-04
2.6E-02
8.3E-02

1.0E+00
4.0E-04
1.1E-01
2.1E-03
1.6E-02

1.7E-01
6.7E-05
1.8E-02
3.4E-04
2.7E-03

2.1E-03
3.4E-04

Instantaneous
PEF

1/(kg/m3)

1.3E+06
4.9E+05
8.6E + 05
2.6E+07
2.6E+07
2.6E+07
3.5E+06
3.2E+04
1.2E+05

'

3.2E+03
8.1E+06
3.0E+04
1.6E+06
2.0E+05

3.2E+03
8.1E+06
3.0E+04

u ' 1.6E+06
2.0E+05

1.6E+06
1.6E+06

Due to the manner in which these are estimated, concentrations estimated for residential
scenarios should not be summed. Rather, each indvidual estimate is a 'worst case" in the
sense that it assumes a person spends all of the time that they devote to outdoor activities
doing the one activity estimated.

D. Wayne Berman, Aeolus, Inc.
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TABLE 15:
ESTIMATED DURATION AND FREQUENCY OF EXPOSURE FOR ACTIVITIES EVALUATED

AT THE NORTH RIDGE ESTATES SITE, KLAMATH FALLS, OREGON

Activity
Frequency Fraction Duration Fraction

(hrs/day) (days/year) Year (years) Lifetime
Residential Pathways

Walking
Running
Bicycling
Gardening
Child Digging
Combined Gardening and Play
Playing w ACM
Rototilling
ATV Riding

Worker Pathways
Bulldozer Excavation
Loading/Dumping
Grading
Transport (SSL)
Full Dust Control

Worker Pathways Remediation Seer
Bulldozer Excavation
Loading/Dumping
Grading
Transport (SSL)
Full Dust Control

-̂•K ;̂̂ ?;-̂ !̂!!
i*€**>|̂ v,42-t;|y sSj:: ?25Q

*•?:•. - , 3g -"', !5l6.'ffc |%y'35Q

0.080
0.057
0.080
0.060
0.224

•̂'̂ ^^S^^^^pS o.oso
/.̂ S^Wfe -fifil*-?5r-i'-f5§

:fjSf '"' tfSj-Ste 1 85 - ̂ 5$

fe|§ '̂ss^ t̂tft::Sf̂ i
Ulf̂ ifS^Sy^p'̂ ^^
•l̂ vt'*Slfeii8̂ 1̂ M

:fe r̂gPS*S?^^ES^
l|?>i|ggfSi;;Jt-ffX

IjKSKlif; 3iP25.0

0.006
0.001
0.023

0.228
0.228
0.228
0.228
0.228

0.228
0.228
0.228
0.228
0.228

v-4 '̂. --•;^~-

^'^'iffj'zff.
P;>i-4i î§0"'

0.034
0.024
0.034
0.019
0.026
0.034

l̂̂ lll 0.001
il§|3yl§
:̂'̂ 3^0:

.> i*:,*' SK~Z

8.2E-04
0.010

0.003
0.003
0.003

ff^P
SSsrt
s'̂ ^UsST
«|lĝ i-

^^:^^^
%€? f̂fi5

0.003
0.003

0.001
0.001
0.001
0.001
0.001

Notes:
a Exposure Factors Handbook (U.S.EPA 1997),
b Professional Judgement
c U.S.EPA 2001

Reference

1
1
1
1
1

2
2
2
2
2

a
b
a
a
a
a
b
c
b

yr project
yr project
yr project
yr project
yr project

mo project
mo project
mo project
mo project
mo project

Comments

On
On
On
On
On
On

unpaved surfaces
unpaved surfaces
unpaved surfaces
Property
Property
Property

in
in
in

neighborhood
neighborhood
neighborhood

Not Applicable
On
On

On
On
On
On
On

On
On
On
On
On

convservative for

Property
unpaved surfaces

unpaved surfaces

in

in
unpaved surfaces in
unpaved surfaces
unpaved surfaces
unpaved surfaces

unpaved surfaces
unpaved surfaces
unpaved surfaces
unpaved surfaces
unpaved surfaces

activity

in
in
in

in
in
in
in
in

neighborhood

neighborhood
neighborhood
neighborhood
neighborhood
neighborhood

neighborhood
neighborhood
neighborhood
neighborhood
neighborhood
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TABLE 16:
ESTIMATED ASBESTOS CONCENTRATIONS IN SOIL

AT THE NORTH RIDGE ESTATES SITE, KLAMATH FALLS, OREGON

'. " ' ~' Bulk Concentrations
protocol %long 7402

Type of Estimate
CHRYSOTILE
Mean of Composite Concentrations (w/o ACM)a

95% UCL for mean of Composite Concentrations (w/o ACM)b

Maximum of Composite Concentrations (w/o ACM)
Maximum of Composite Concentrations (w ACM)
Maximum of Hot Spot Concentrations (w ACM)
Maximum Detected Concentration in ACM
Mean of Detected Concentrations in ACM
Concentration of Chrysotile Detected in Steampipe Insulation0 .

AMOSITE
Maximum of Hot Spot Amosite Concentrations (w ACM)
Concentration of Amosite Detected in Steampipe Insulation0

(s/ugPM10) (s/ugPM10) (s/ugPM10)

6.18 100%
0.9 100%
2.0 100%
19 50%

300 50%
.-'. . ; 6300 .;;. 50%

770 50%
2400 35%

|i!" - -. •;'£ -' . ".JT^Qi;1 vr >'•£*' -1*. ^kJCf?6>"S!- :*''..•}*
'.li'̂ i '[• "'--*ivt.*P ̂ '.v •* • • , «PV-"/P;VJ:S:|«- .1
^4<r"V^r*^OllA(i\fY'?^ ;' .•,<- •'S^QftO/,. fA:'7 • '"'.^ -i , ̂ jft-jyji/.yjf , •'.'̂ •̂ •̂"iOQ '̂O "" • f ••-j, "

o.is
0,9
2.0
7.2
130

2200
250

1100

"uy. '•jgrg**;

0̂J|

Notes:
"w/o ACM" means that only the structures observed in the soil component are included in the

determination of asbestos concentration in the sample
"w ACM" means that contributions of structures observed in both soil and ACM components

are included in the determination of asbestos concentration in the sample
"in ACM" means that this is the concentration of asbestos observed.in the pure, isolated

ACM component of the sample.
a Because only one (long) structure was observed in this sample, the fraction of long structures

reported should not be considered reliable. . • •
b Based on a Poisson distribution, the upper 95% confidence limit for a mean of one structure

is 5 structures (rounded to the nearest integer). ._
0 Based on TEM measurements recently reported for a composiste sample of steampipe

insulation (MAG ACM) recovered from the site in spring of 2004.
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TABLE 17:
ADDITIONAL RISK PER ONE HUNDRED THOUSAND PERSONS FROM LIFETIME CONTINUOUS

EXPOSURE TO 0.0005 TEM f/cc LONGER THAN 5.0 pm AND THINNER THAN 0.5 pm

Receptor Category
0 0.05

Percent of Fibers Greater Than 10 m in Length
0.10 0.50 1.00 2.00 5.00 10.00 20.00 50.00 100.00

- . - , ' - • • • CHRYSOTILE
ALE NON-SMOKERS.

Lung Cancer
Mesothelioma

Combined

ALE NON:SMOKERS
Lung Cancer

Mesothelioma
Combined

MALE SMOKERS
Lung Cancer

Mesothelioma
Combined

FEMALE SMOKERS
Lung Cancer

Mesothelioma
Combined

0.011
0.004
0.015

0.008
0.004
0.013

0:097
0.003
0.099 -

0.067
0.004
0.071

0.013
0.005 .
0.018

0.010
0.005
0.015

0.112
0.003
0.116

0.078
0.005
0.083

0.015
0.005
0.021

0.011
0.006
0.017

0.128
0.004
0.132

0.089 .
0.005
0.095

6.030
• 0.011

01041

0.022
0.012
'0.034

0.256
0.007
0.264

.0.178
0.01 1
0.189

0.05
0.02
0.07

0.04
0.02
0.05

0.42
0.01

. 0.43

0.29
0.02
0.31

0.09
0.03
0.12

0.06
0.03
0.10

0.74
0.02
0.76

0.51
0.03
0.54

0.20
0.07
0.27

0.14
0.08
0.22

1.70
0.05
1.74

1.18
0.07
1.25

0.39
0.14
0.53

0.28
0.15
0.43

3.29
0.09
3.39

2.29
0.14
2.42

0.77
0.27
1.04

0.55
0.30
0.85

6.49
0.18
6.67

4.51
0.27
4.78

1.91
0.67
2.58

1.37
0.74
2.11

16.08
0.45

16.53

11.18
• 0.66
11.84

3.81
1.33
5.14'

2.74
1.48
4.22

32.06
0.90

3Z96

22.29
1.32

23.61

AMPHIBOLE
ALE NON-SMOKERS

Lung Cancer
Mesolhelioma

Combined .

ALE NON-SMOKERS
Lung Cancer

Mesothelioma
Combined

MALE SMOKERS
Lung Cancer

Mesothelioma
Combined

FEMALE SMOKERS
Lung Cancer

Mesothelioma
Combined

0.04
2.01

2.047

0.03
2.23

2.257

0.38
1.36

1 .742 '

0.27
1.98

2.255

0:05
2.34

2.386

0.03
2.60

2.631

0.45
1.58

2.031

0.32
2.31

2.628

0.05
2.67

2.725

0.04
2.97

3.005 :

0.51
1.81

2.319

0.36
2.64

3.002

0.11
5.33

5.437

0.08
5.92

5.995

1.02
3.61

4.628

0.72
5.27

5.989

0.17
8.65
8.83

0.13
9.61
9.73

1.66
5.86
7.51

1.17
8.55
9.72

0.31
15.30
15.61

0.22
16.99
17.21

2.93
10.35
13.29

2.07
15.12
17.19

0.71
35.24
35.94

0.52
39.12
39.64

6.75
23.84
30.60

4.76
34.83
39.59

1.37
68.45
69.82

1.00
75.99
77.00

13.12
46.32
59.44

9.25
67.66
76.92

2.70
134.83
137.53

1.98
149.68-
151.66

25.84
91.23

117.08

18.23
133.27
151.50

6.68
333.61
340.28

4.89
370.33
375.22

63.91
225.72
289.63

45.10
329.68
374.78

13.26
663.65
676.91

9.71
736.66
746.37

127.06
449.00
576.06

89.70
655.65
745.35

Source: Berman and Crump 2001
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TABLE 18:
RECOMMENDED UNIT RISK FACTORS (URF'S) FOR ASBESTOS

Units for URF's are: (s/cm3)'1

URF for current U.S.EPA approach: (IRIS 1988): '.. .
Asbestos 7402 Structures 0.23 ;

URF's for new, proposed approach (Berman and Crump 2001):
Percent Longer than 10 urn 1% . 10% 30% 50% 100%

Chrysotile Protocol Structures 0.0025 0.020 0.059 0.098 0.19
Amphibole Protocol Structures. 0.18 1.4 4.2 7.0 14

Notes: . , :.
The URF for the current approach must be matched with exposrue estimates
derived from measurements of 7402 (PCM Equivalent) only.

The URF's for the new, proposed approach must be matched with exposure
estimates derived from measurements of protocol structures only.

i • i •

Because URF's employed in each of the two approaches must be paired with
different size fractions of structures, URF values cannot be directly compared.

D. Wayne Berman, Aeolus, Inc.
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TABLE 19:
AIRBORNE EXPOSURE POINT CONCENTRATIONS FOR CHRYSOTILE MODELED FROM BULK MEASUREMENTS

AND THE ASSOCIATED RISK AT THE NORTH RIDGE ESTATES SITE, KLAMATH FALLS, OREGON

Activity

Estimated Asbestos Concentrations
Time Averaged in Source Material" at Exposure Points'*

Dust Protocol 7402 Protocol 7402
Concentration Structures0 Structures Structures Structures

(mg/m3) (s/gPM10) (s/gPM10) (s/cm3) (s/cm3)

Estimated Risk
Protocol 7402

Structures Structures
Residential Pathways

Walking
Running
Bicycling

2.7E-02
5.0E-02
4.0E-02

. 1.9E+07'
1.9E407'
1.9E+07'

7.2E+06 '
7.2E+06 '
7.2E+06 '

5.1E-04
9.5E-04
7.6E-04

1.9E-04
3.6E-04
2.9E-04

5.E-05
9.E-05
7.E-05

4.E-05
8.E-05
7.E-05

Playing w ACM
Rototilling
ATV

Worker Pa th ways:
Bulldozer Excavation
Loading/Dumping
Grading
Transport (SSL)
Full Dust Control

3.5E-04
2.6E-02
8.3E-02

1 .OE+00
: 4.0E-04
1.IE-01
2.1E-03
1.6E-02

6.3E+09 '
1.9E+07 '
1.9E4Q7'

1.9E+070

1.9E+07 d

1.9E+07d

1.9E+07"

2.2E+09 '
7.2E4Q6 '
7.2E+06 '

7.2E+06 d

7.2E+06 d

7.2E+06 d

.7.2E+06 d

7.2E+06 d

2.2E-03
4.9E-Q4
1.6E-03

2.0E-02
7.7E-06
2.1E-03
3.9E-05
3.1E-04

7.6E-04
1.9E-04 5.E-05 4.E-05
6-OE-04 R'-siiit

7.4E-03
2.9E-06 . 8-E"£7 .7.E-07
7.8E-04 fe £g Sjĵ g'̂ -s^ESl
1.5E-05 4.E-06 3.E-06
1 .2E-04 3.E-05 3.E-05

Worker Pathways (Remediation Scenario)
Bulldozer Excavation 1.7E-01 3.0E+08 e 1.3E+08
Loading/Dumping : 6:7E-05 3.0E+08 e 1.3E+08
Grading ' 1.8E-02 3.0E+08 e 1.3E+C)8
Transport (SSL) : 3:4E-04 3.0E+08.6 1.3E+08
Full Dust Control •' 2.7E-03 3.0E+08 e 1.3E+08

Offs/te Impact to Residents
Combined construction . 2/IE-03 1.9E+07d 7.2E+06
Construction w Dust Control ' 2.1E-03 1.9E+07d 7.2E+06
Remediation Scenario , :; .3.4E-04 3.0E+08 e 1.3E+08

: Remediation w Dust Control . ? 3.4E-04 3.0E+08 e 1.3E+08

5.2E-02
2.0E-05
5.4E-03
1.0E-04
8.2E-04

8.8E-06
2.4E-03 |̂
4.4E-05 .
3.5E-04

3.9E-05 1.5E-05
3.9E-Q5 1.5E-05
1.0E-04 ' 4.4E-05
1.0E-04 4.4E-05

2.E-06

1.E-05
8.E-05

4.E-06
4.E-06
1.E-05

. 1.E-05

2.E-06

1:E-05
8.E-05

3.E-06
3.E-06

. 1.E-05
1.E-05

Notes:
8 These are chrysotile concentrations in bulk phase materials (soils).
b These are corresponding estimates of airborne chrysotile concentrations at receptor locations.
0 These represent total protocol structures with 50% longer than 10 urn (based on data presented in Table 16).
d Assumes the maximum observed concentration among composite soil samples with contributions from ACM included (Table 16).
e Assumes the maximum observed concentration of asbestos in soils (in this case, a hot spot) including contributions from

embedded ACM (Table 16).
' Assumes the maximum observed concentration of asbestos in ACM (Table 16).
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TABLE 20:
AIRBORNE EXPOSURE POINT CONCENTRATIONS FOR AMPHIBOLE ASBESTOS MODELED FROM BULK

MEASUREMENTS AND THE ASSOCIATED RISK AT THE NORTH RIDGE ESTATES SITE, KLAMATH FALLS, OREGON

Activity

Estimated Asbestos Concentrations
Time Averaged in Source Material0 at Exposure Points"

Dust . Protocol 7402 Protocol 7402
Concentration Structures0 Structures Structures Structures

(mg/m3) (s/gPM10) (s/gPM10) (s/cm3) (s/cm3)

Estimated Risk
Protocol 7402

Structures Structures
Residential Pathways

Walking
Running
Bicycling

2.7E-02
5.0E-02
4.0E-02

2.0E+05
2.0E+05
2.0E+05

2.0E+05 d

2.0E+05 d

2.0E+05 d

5.3E-06
1.0E-05
8.0E-06

5.3E-06
1.0E-05
8.0E-06

4.E-05
7.E-05
6.E-05

1.E-06
2.E-06
2.E-06

1.E-06
4.E-06

Worker Pathways
Bulldozer Excavation 1 .OE+00 2.0E+05'
Loading/Dumping 4.0E-04 2.0E-I-05'
Grading 1.1E-01 2.0E+05'
Transport (SSL) 2.1E-03 2.0E+05'
Full Dust Control 1.6E-02 • 2.0E+05 '

Worker Pathways (Remediation Scenario)
Bulldozer Excavation 1.7E-01 8.0E+06'
Loading/Dumping . 6.7E-05 8.0E+06'
Grading 1.8E-02 8.0E+06'
Transport (SSL) 3.4E-04 8.0E+06'
Full Dust Control 2.7E-03 8.0E+06 '

. 2.0E+05 "
2.0E+05 "
2.0E+05 "
2.0E+05 d

2.0E+05 d

2.0E+07 '
2.0E+07 '
2.0E+07 '
2.0E+07 '
2.0E+07 '

2.1E-G4
8.1E-08
2.2E-05
4.1E-07
3.3E-06

1.4E-03
5.4E-07
1.4E-04
2.7E-06
2.2E-05

4.1E-07
3.3E-06

3.4E-03
1.3E-06

6.8E-06

4.E-06

2.-05

5.E-05
2.E-08
5.E-06
9.E-08
8.E-07

3.E-07
8.E-05
2.E-06
1.E-05

. Off site Impact to Residents
Combined construction
Construction w Dust Control
Remediation Scenario
Remediation w Dust Control

2.1E-03
2.1E-03
3.4E-04
3.4E-04

2.0E+05 '
2.0E+05 '
8.0E+06 '
8.0E+06 '

2.0E+05 '
2.0E+05 '
2.0E+07 '
2.0E+07 '

4.1E-07
4.1E-07
2.7E-06
2.7E-06

4.1E-07
4.1E-07
6.8E-06
6.8E-06

3.E-06
.3.E-06
2.E-05
2.E-05

9.E-08
9.E-08
2.E-06
2.E-06

Notes:
a These are amosite (amphibole asbestos) concentrations in bulk phase materials (soils). - • .
b These are corresponding estimates of airborne amosite concentrations at receptor locations.
0 These represent total protocol structures with 50% longer than 10 urn (based on data presented in Table F-2).
d Assumes the estimate of amphibole asbestos concentrations derived as the UCL for samples in which

no protocol structures or 7402 structures are actually detected (Table F-2).
e Assumes the maximum observed concentration of amosite in soils (in this case, a hot spot) including contributions from

embedded ACM (Table F-2).
' Assumes the maximum observed concentration of amosite in ACM (Table 16).
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TABLE 21:
ESTIMATED OCCURRENCE OF AMPHIBOLE AND RELATIVE CONTRIBUTIONS TO RISK FROM

EXPOSURE TO CHRYSOTILE, AMPHIBOLE ASBESTOS, AND THE TWO COMBINED
AT THE NORTH RIDGE ESTATES SITE, KLAMATH FALLS, OREGON

Estimated Risk

tivity

From Chrysotile
Protocol 7402

Structures0 Structures
Residential Pathways

Walking
Running
Bicycling
Gardening
Playing in Soil
Combined Gardening and Play
Playing w ACM
Rototilling
ATV

• • . Worker Pathways
Bulldozer Excavation
Loading/Dumping
Grading .

5.E-05
9.E-05
7.E-05

. 2.E-05
3.E-05
4.E-05

IV'/JSrKE^QA
5.E-05

/̂̂ iijvJEIEpj*

\j •~~''.sit«t2!E::03
8.E-07

f̂ V2"iE3»
Transport (SSL) 4.E-06
Full Dust Control . 3.E-05

Worker Pathways (Remediation Scenario)
Bulldozer Excavation
Loading/Dumping .
Grading
Transport (SSL)
Full Dust Control

Offsite Impact to Residents
Combined construction
Construction w Dust Control

, Remediation Scenario
Remediation w Dust Control

\j JSii'.̂ 5-'Er03
2.E-06

l4:-f,~ 5iE$4

1.E-05
8.E-05

. 4.E-06
4.E-06
1 .E-05
1.E-05

4. E-05
8.E-05
7.E-05
2. E-05
3.E-05
4.E-05

^gfai-ssEiP î
4.E-05

^s>VKE§uj*j

i«"'>"i;'."2tEs03|
7.E-07

I\*T '̂V '• '2lES94;|
3.E-06
3.E-05

••vt' <saap3t
2.E-06

SV "S'ErOjtj
1.E-05
8.E-05

3.E-06
3.E-06
1.E-05
1.E-05

From Amphibole
Protocol 7402

Structures Structures

4.E-05
7. E-05
6.E-05
4. E-05
6.E-05
7.E-05

t? /l&MaJE-IOiS
4.E-05

|-:VftE=03
6.E-07

("'" ir;r2!:E&04
3.E-06
2. E-05

\:~ji~;$£3)2
4.E-06

liCaivE^Pl
2. E-05

t~^'££m

2.E-05
2. E-05
3.E-06
3.E-06

1.E-06
2.E-06
2.E-06
3.E-06
5.E-06
6.E-06

£̂ SifiEi<J3i
1 .E-06

\ 4.E-06

5.E-05
2.E-08

] 5.E-06
9.E-08
8.E-07

^2=Sfi2E^4j
3.E-07

j 8.E-05
2.E-06

1 1.E-05

2.E-06
2.E-06
3.E-07
3.E-07

Combined
Estimated Risk

Protocol 7402
Structures Structures

9.E-05

6. E-05
8.E-05

5.E-05
. 8. E-05
. 7.E-05

3.E-05
3. E-05

..•'$•„..— ijjpifyiij c p n^.'̂ ."1̂ .- 'l.'JaS ĵ.̂ 'j - *•*•*— w*j
. Not Applicable
8.E-05 4.E-05

4,tisFI3:'ElO]4s

^*<fyj,' ' ^o'i C' 'fi*!fi,*K -.. iiO»Crvo,
. 1 .E-06

^S: ''.Jit-iS/IE
7.E-06
5. E-05

•y5r,'~-ir1L.E;;u2<
6.E-06

"if^'i2:E^3<
3.E-05

,.':*, £Ej-GA'

. 7.E-06
7.E-06
3.E-05
3.E-05

*<?" :S-!ErjP'

>%,'"'J2iE-03:

7.E-07
--»". -:2SE^04

3. E-06
3.E-05

,-̂ i.: :,65E 0̂3:

2.E-06
•%r~6.:E^0'4

1.E-05
. 9.E-05

3.E-06
3. E-06
1.E-05
1 .E-05

D. Wayne Berrnan, Aeolus, Inc.

103



TABLE 22:
CHARACTERIZATION AND MANAGEMENT OF SOURCES OF UNCERTAINTY/VARIABILITY IN THIS

STUDY OF ASBESTOS EXPOSURE AND RISK AT THE NORTH RIDGE ESTATES SITE

Source of Uncertainty/Variability
Estimated

Nature Magnitude How Addressed

Contributions from Sampling and Analysis:

Spatial variability in asbestos
concentrations in soil/ACM

Random error in collection of
samples representative of defined

locations
Random error in preparation of

samples
Random analytical error in

measurement

Spatial variability in silt content

Contributions from Modeling Exposure:
Quality of match between model and

exposure pathway modeled

Overall precision of model

Variability Large

Uncertainty Small

Uncertainty Small

Uncertainty Small

Controlled by categorizing measured concentrations into
groups representative of sources and choosing conservative

estimates of concentration for each source type
Controlled by collecting large volume samples per strict

procedures

Characterized to assure acceptability

Characterized to assure acceptability

V ' bTtv Small to Controlled by selecting value near upper end of the range of
"™ Moderate measured values

Uncertainty Moderate3

Uncertainty Moderate3

Small to
Moderate3

Representativeness of input values
used in modeling for actual conditions Uncertainty

at site
Representativeness of duration and

frequency estimates to actual Variability Moderate
behavior of site residents

Contributions from Risk Modeling:
Uncertainty in exposure-response

factors derived from epidemiological Uncertainty Moderate
literature

Representativeness of exposure-
response models applied to

epidemiological data to derive
exposure-response factors

Uncertainty Moderate

Representativeness of exposure-
response factors to specific character Uncertainty

of exposure at site
Moderate

Controlled by using properly matched, existing models to the
extent possible and employing simple adaptations when

required that, if anything, appear biased to' bb conservative
Controlled by using conservative estimates of values for input

parameters
Controlled by using conservative, literature default values ,
and/or conservative, bounding estimates of measured or.

location-specific values
Controlled by using conservative, literature default values

when available3'" ,

Controlled by using conservative, upper bound estimates of
slope factors for both protocols applied to assess risk

Controlled by using conservative, upper bound estimates of
slope factors for both protocols applied tb assess risk and

formally fit-testing the models0

Controlled by using two separate, independent protocols that
are each leading candidates for assessing risk and by using

conservative, upper bound estimates of slope factors for both
protocols that were applied to assess risk

Notes:
3 The one exception to the characterization of the magnitude of uncertainty associated with modeling exposure indicated in the ,

table is the model for handling and abrading ACM. This model is highly uncertain and appropriate values for two of the input
parameters are based on educated guesstimates.

6 While the duration and frequency estimates for rototilling and ATV riding appear reasonable, due to lack of literature values, the
degree of uncertainty of such estimates is not known. .

0 The same, EPA-developed exposure models for lung cancer and mesothelioma are employed to evaluate epidemiological data .
in both protocols. The two protocols differ primarily in (1) the index employed for characterizing exposure, (2) values for the
recommended exposure-response factors, and (3) the set of literature studies included in the analyses. TheBerman and Crump
(2001) protocol considers newer studies and a larger number of studies than were available when the current EPA protocol (IRIS
1988) was developed:

D. Wayrie Berman, Aeolus, Inc.
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APPENDIX A:
LOCATIONS AND DESCRIPTIONS OF SOIL SAMPLES

COLLECTED FROM THE NORTH RIDGE ESTATES SITE,
KLAMATH FALLS, OREGON

As previously indicated, two sets of soil samples were collected. The first set is comprised of composite :
samples collected to represent general field conditions in the area. Each composite was generated by ,
combining 12 component samples collected at locations identified using a stratified-random sampling
scheme within the area represented by the particular composite (Berman 2003). The portions of the site
represented by each of the 10 composites that were analyzed are depicted on the map in Figure A-1.
The locations from which the individual component samples were collected are also presented.

The second set is comprised of samples collected from "hot spots" (areas identified by the U.S.EPA's On-,
scene coordinator that contain high concentrations and/or particularly weathered ACM. These seven hot
spot samples were collected from the locations depicted in Figure A-2. A physical description of each hot
spot area sampled follows. .

Hot Spot 1 . . .

This hot spot was collected from the front yard of a residence near the northwest corner of;the site. The :
ACM observed to be buried at this location was a combination of black roofing material and off-white
dimpled wall board.

Hot Spot 2

This hot spot was also collected from the front yard of a (different) residence in the northwest portion of :.
the site. The ACM observed at this location consisted of black laminar roofing material and a large
amount of very fine roofing material that could not be efficiently separated from the soil sample collected
in the area.

Hot Spot 3

This hot spot was located in the backyard of a residence in the northwest portion of the site. The ACM at
this location consisted of off-white, dimpled wall board.

Hot Spot 4 .

Hot Spot 4 was located in the backyard of a residence in the north-central portion of the site. The ACM
consisted of a combination of black roofing material and off-white dimpled wall board.:

Hot Spot 5

Hot Spot 5 was located behind the garage of a residence located in the central southern area of the site.
The ACM at this location also consisted of a combination of black roofing material and off-white dimpled
wall board. .

Hot Spot 6

The sample for this hot spot was collected from a hole in a cratered area on the south side of a large
foundation located in the north-central part of the site. The material collected as ACM in this area was :
noted to be wall board-like, beige colored with a denim texture, but not dimpled. It was noted by field
personnel to resemble a clayey or plaster-type material. Field personnel also noted the lack of visible
fibers, which they suggested cast doubt on the material's pedigree as ACM".

According to the field sampling team (Colin Polk, PBS, private communication), the foundation from which
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this sample was collected lies approximately 6 inches below grade and the depth from which the sample
was collected lies an additional 0 to 6 inches below the foundation. Thus, this sample was collected
between a depth of 6 and 12 inches below grade.

Hot Spot 7

This hot spot was located on a sloped-grassy area on the southeast portion of the site. The ACM at this
location was noted to be highly-weathered wall board. It was also noted that, due to the weathering, it
was virtually impossible to efficiently separate the ACM from the soil component of the sample from this
hot spot. . .
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FIGURE A-1:
SAMPLING LOCATIONS FOR COMPONENT SAMPLES AND COMPOSITE GROUPINGS

NORTH RIDGE ESTATES SITE, KLAMATH FALLS, OREGON

HEATING PVANT
FOUNDATION

SOIL SAMPLE LOCATION AND NUMBER

BUILDINGS

16 LEE LOT NUMBER AND OWNER

TAXPARCOS

COMPOSITE NUMBER AM3 BOUNDARY

0 300 600 Feet

SOIL SAMPLE LOCATION MAP
AOCTASK9A

NORTH RIDGB ESTATES
KLAMATH FALLS, OREGON

Notes:
• Small squares represent boxes within which component samples were collected with the specific

location selected at random.
• The irregularly shaped areas indicated by the heavier outlines represent the areas represented by

each correspondingly numbered composite. Note that there are 12 small squares per area.
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FIGURE A-2:
LjQCATIONS OF HOT SPOT SAMPLES LEGEND

HOT SPOT LOCATION AtO
REFERENCE NUMBER
BUIDINGS

LEE

300 600 Feet

PROJECT
19148.002

PIS DMK
JAN; 2004

HOT SPOT LOCATION MAP
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KLAMATH FALLS, OREGON
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APPENDIX B:
RESULTS OF ANALYSES OF SOIL SAMPLES COLLECTED

FROM THE NORTH RIDGE ESTATES SITE THAT WERE SUBJECTED
TO A FULL ISO COUNT

Table B-1 presents results from analyses of the four soil samples selected for full ISO characterization. In
Table B-1, the first column indicates the nature of the characteristic of each sample presented. The next
four columns indicate the value for each characteristic associated with each sample listed at the head of
the column. The last column indicates the units for the numerical values presented for specific
characteristics. ' . : . . '

In addition to indicating the sample type (i.e. soil or ACM) and the specific location from which each
sample was collected, Table B-1 indicates the number of various types of asbestos structures (total
protocol, long protocol, 7402, or other ISO structures) observed in each sample. The analytical sensitivity
for the count of each respective type of structure is also provided along with estimates of the
concentration of each type of structure observed in the table.

Note that all of the "other" ISO structures observed in these samples were short structures (i.e. shorter
than 5 urn). The last column in the table indicates the ratio of short ISO structures to long I SO .structures
observed in each sample.

As can be seen from the last row of the table short structures represent between approximately 67%
[=2.07(2.0+1)] and 82% [=4.77(4.7+1)] of the structures observed in each sample. This is consistent with
general observations from the literature (see, for example, Herman and Chatfield 1990) that size
distributions for asbestos structures tend to be dominated by short structures, which commonly represent
between 60 and 95% of a distribution.

As previously indicated, although there is currently no formal procedure for independently assessing the
hazard associated with exposure to short asbestos structures, the best estimate is that such hazards are
small relative to exposure to longer structures (see, for example, Herman and Crump 2001). Moreover,
any contribution to risk from short structures is entirely addressed by default when evaluating the risk to
longer structures because short structures were present in all of the environments in which the available '
epidemiology studies were conducted. For a more detailed discussion, see Berman and Crump (2001).
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TABLE B-1
RESULTS OF ANALYSES OF SAMPLES FROM NORTH RIDGE ESTATES

SUBJECTED TO A FULL ISO COUNT

Characteristics

Sample Type
Sample Location
Number of Structures

Total Protocol
Long Protocol

7402
Total Long
Other ISO

Analytical Sensitivity
Total Protocol
Long Protocol

7402
Total Long
Other ISO

Concentration of Structures
Total Protocol
Long Protocol

7402
Total Long
Other ISO

29
soil
C8

0
o
0
0
0

2.0E-f06
2.0E+06
2.0E+06
2.0E+06
1.1E+07

0
0
0
0
0

Sample
76

soil
HS-6

20
8

44
58
33

2.0E+06
2.0E+06
2.0E+06
2.0E+06
9.7E+06

4.0E+Q7
1 .6E+07
8.8E+07
.1 .2E+08
3.2E+08

Number
81

soil
HS-7

35
13
4

36
24

2.3E+06
2.3E+06
2.3E+06
2.3E+06
6.8E+06

8.1E+07
3.0E+07
9.2E+06

. 8.3E+07
1 .6E+08

101
ACM
HS-7

75
30
19
86

404

4.2E+07
4.2E+07
4.2E+07
4.2E+07
4.2E+07

3.2E+09
1 .3E+09
8.0E+08
3.6E+09
1.7E+10

Units

Number
Number

. Number
Number
Number

str/gPM10

• str/gPM10 •
str/gpMio
str/gPM10

str/gPM10

. str/gPM10

str/gPM10

. str/gPM10

str/gPM10

str/gPMio

Ratio of Total Short to Long ND 2.7 2.0 4.7 Unitless
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APPENDIX C:
EVALUATION OF THE RELATIVE AREA OF CONTACT FOR
VEHICLE TIRES AND FEET BASED ON VEHICLE WEIGHT,

INFLATION PRESSURE, AND FOOTSIZE.

A series of information sources were reviewed to facilitate an informal evaluation and comparison the
relative tire pressures typically recommended among cars, trucks, and bicycles. Tire pressure data were
obtained from:

1. The physics Factbook (Ehert, G. ed.): http://hypertextbook.com/facts/2003/SharaKhan.shtml (for
bicycle tire pressures);

2. The physics Factbook (Ehert, G. ed.): •• .
. http://hypertextbook.com/facts/2003/AlexandraKanonik.shtml (for truck tire pressures; and

3. http://www.driveqreen.com/pressureData.shtml (for automobile tire pressures).

A comparison of tire pressures among car tires indicates that (over a broad range of makes, models, and
years) tire pressures are fairly similar and average between 30 and 35 psi (Ibs per sq:in). Recommended
pressures for tires of light, medium, and heavy duty trucks run over a slightly broader range (about 30 to
40 psi) but are generally comparable. Thus, given that the footprint (the area of the tire in direct contact
with the ground) of a tire is equal to the weight carried ,by that tire divided by the pressure to which it is
inflated, it appears that footprint areas for tires can be assumed to differ primarily by the weight borne by
the tire. In turn, this:is a function of.the total vehicle weight and the number of tires. Thus, the Copeland
model appears to generally address the footprint area by default (along with other factors).

Bicycle tire pressures vary more radically. For high-performance and touring bicycles (those with the thin
tires), typical tire pressures range between about 80 and 120 psi. For off-road bicycles and other bicycles
with thicker tires, recommended'tire pressures are range closer to 40 to 60 psi. Thus, .it. appears that
some kind of adjustment for "footprint" area of each tire is warranted. Similarly, human feet, for which the
area:of contact is more a function of the structure of the foot than pressure per say, also appear to require;

some kind of adjustment for "footprint" area, if the Copeland model is to be adapted to foot transport.

Calculations performed to estimate the relative footprint areas appropriate for automobile transport,
bicycle transport, and walking or running are summarized in Table C-1. Note, that, although scenarios for
children and adults are both presented in the table (so that they can be compared), the adult scenarios
are clearly the more:conservative of the two in these cases. Therefore, only the adult scenarios are
considered further in this report.
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DATA USED TO DETERMINE THE RELATIVE FOOTPRINT OF TIRES AND FEET

Adult
Chid

Bicycle
Adult +Bicycle
Child+Bicycle

Touring Bicycle
Off-road Bicycle

Autombile
Truck

Mean Wt.
(Ibs)

160
30
30

190
60

3000
20000

Typical
Tire

Pressue
(Ibs/in2)

110
45
30
30

Number
of wheels

or feet

2
2
2
2
2
2
2
4

18-

Source
of

Information

a
a
b

calculated
calculated

c
c • . • '
c
c

Pathway

Contact
Total Wtper Area per

Weight wheel/foot wheelt/footd

(Ibs) (Ibs) (in2)

Ratio Total
Contact Relative
Area to Contact

Automobile0 Area'

Walking

Tour Bicycling

Off-road Bicycling

Autmobile
Truck

Adult
Child

Adult
Child

Adult
Child

160
30

190
60

190
60

3000
20000

80

95

95 .

750
1,111. .'

30 9

0.86

2.11

25
37

1.2

0.03

0.1

1-0
i.5

2.4

0.07

0.1.7

4.0
26.7

Notes:
aU.S.EPA(1997)
b Estimated, based on personal experience
0 From'the sources listed in the text of this Appendix .
d As indicated in the text, except for wlaking (or running) this is determined as

the weight borne by the tire divided by the pressure in the tire.'
e This is simply the ratio of the estimated footprint per tire (or foot) for the indicated

pathway divided by the estimated footprint for an autormobile tire
'This is simply the ratio of the contact area to an automobile (per tire or foot) to
multiplied by the total number of tires (or feet) appropriate for the stated pathway

9 a human foot was assumed to be 12 in long by 2.5 in wide on average
Note that this is conservative, considering how litle of a foot is actually in direct
contact with the ground.
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APPENDIX D:
SUMMARY OF SILT CONTENT MEASURMENTS COLLECTED

AT THE NORTH RIDGE ESTATES SITE, KLAMATH FALLS, OREGON

Results of Silt content measurements from the North Ridge Estates Site are summarized in the following
table: - •

Identifier for Sample Split
Analyzed for Silt

4
8
12
16
20
24
28
32
36
40
44
48
58
62
66
70
74
78
82

Corresponding Soil Sample
Number

1(C1)
5(C2)
9(C3)
14(C4)
19 (C5)
22 (C6)
25 (C7)
29 (C8)
34 (C9)
39(C10)

45(Background S)
45 (Background N)

,56(HS1)
59(HS-2)
64(HS-3)
69(HS-4)
71 (HS-5)
76(HS-6)
81 (HS-7)

Silt Content (Wt %)

32.2
34.1
32.7
21.4
37.6
33.5
36.2
36.7
24.2
31.6
17.9
(38 )̂- — ^A '̂f .
24.1
15.7
31.1
37.7
32.6
20.7
27.7
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APPENDIX E:
DEFINING AN APPROPRIATE WIDTH FOR BOX WITHIN WHICH

DISPERSION OCCURS IN ASSOCIATION WITH DUST GENERATING ACTIVITIES AT THE NORTH
RIDGE ESTATES SITE,

KLAMATH FALLS, OREGON

When using simple box models, it is important to size the box so that the resulting dilution is adequate to
allow for reasonable judgment while assuring that the extent of dilution is highly likely to be conservative
(in a health protective sense) relative to actual conditions in the field. Therefore, different considerations
apply depending on whether a potentially exposed individual is the direct cause of the disturbance leading
to exposure-or whether such an individual is merely located in the immediate vicinity. Different .
considerations also apply depending on whether the disturbance is caused by motions of the foot, the
hand, or a mechanical extension of either and whether the individual is crouching, sitting, or standing. It
is also important to consider whether the source of the disturbance is moving or stationary.

Walking, Running, Bicycling, and Rototilling

For exposure pathways involving walking, running, bicycling, or rototilling, the situation:is one in which
releases occur essentially at ground level and the potentially exposed individual is standing. In all these
cases, it is also important to consider that the source and the receptor are moving in tandem relative to
the ground and the air.

When a receptor is located immediately over a .source in an open space, unless they are standing in
absolutely still air, even the slightest wind will tend to direct the plume of released dust away from the
receptor and exposure will be.minimal. This effect is even more pronounced when the source and
receptor are moving (in tandem) because their motion relative to the air effectively creates the wind that
will carry away the plume of dust. Therefore, for these exposure pathways, exposure to the individual
participating directly in the disturbing activity will tend to experience little to no exposure most of the time..

Actually, while bicycling or rototilling, individuals may be slightly more likely to experience at least minor
exposures than during walking or running because at least some of the mechanical activity causing dust
generation is displaced some distance forward of the individual; the front tire of a bicycle and the.rototiller
are typically a couple of feet in front of the driver. Still, as suggested by the calculations presented in
Table E-1, unless a bicycle or rototiller approaches a length of 3 m (10 ft), this effect should be minor.

In Table E-1, horizontal and vertical dispersion coefficients1 for air (ay and oz, respectively) are
extrapolated to small distances to provide a rough indication of the degree with which a ground level
plume might spread to the height of a standing man (approximately 1.75 m). In the upper portion of the
table, reported values for these two parameters are presented at each of four distances downwind (100,
200, 500, and 1,000 m) for each of two stability classes (which indicate the degree of turbulence in the
air). The two classes selected, "A" and "C", represent extremely unstable conditions and average
conditions, respectively. Correspondingly, it can be seen that the values reported for the two dispersion
coefficients (at any fixed distance, downwind) are much larger under unstable condition "A" than under
average condition "C".

In the next section of Table E-1, the results of linear regression analyses conducted on each of the four
columns of dispersion coefficient values are presented. As can be seen in this portion of the table, for all
except oz (the vertical dispersion coefficient) under "A" stability conditions, an excellent fit to the data is
obtained from a linear function with the slope indicated in the first row and the intercept indicated in the
second row. The correlation coefficients for all of these relationships (except that for a2) are greater than
0.99.

1 As indicated in the main body of the text, dispersion coefficients are indicators of the degree that
a plume disperses in air as a function of-distance downwind. They are parameters incorporated into the
dispersion portion of the models used to evaluate exposure.
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Among other things, the problem with the linear regression fit of az yields a negative intercept, which is
not physically possible; one cannot have negative dispersion at any distance from a source. An
examination of the graph of az (Figure 3.3 of Turner 1970) suggests why the linear regression does not fit
this coefficient as well as the others. Substantial curvature is observed for distances greater than about
400 m. Thus, an alternate extrapolation was performed for this coefficient using only a couple of values
(at 100 and 200 m) where the graph suggested that the coefficient remains approximately linear. The
estimated slope from this extrapolation is indicated in the lowest row of this part of Table E-1. The
corresponding intercept for this extrapolation is assumed to be zero. Note that the shaded values for'
slope and intercept estimates in this portion of the table are the ones used to estimate concentrations and
concentration ratios in the lower portions of the table. : -

In the next lower portion of Table E-1, concentrations are .estimated (relative to an arbitrary 1 g/sec .
release). Because we are only interested in looking at relative concentrations in this portion of the table,
the actual release rate used to estimate airborne exposure concentrations is not important.

In the first column of this portion of the table, the distance downwind for which concentrations are
estimated is presented. In this case, the distance is 3 m (10 ft), the next four columns of the table
indicate the values extrapolated for ay (under "A" and "C" stability conditions) and az (under "A" and "C"
stability conditions), respectively. These are calculated as follows using the corresponding (shaded)
slopes .and intercepts indicated above:

ay = distance downwind*slopeij + intercept^.

Where:
the indices "I" and "j" refer to the vertical or horizontal coefficients and the "A" or "C"
stability classes, respectively; and
all other parameters have been previously defined.

The sixth column of this portion of Table E-1 indicates the wind speed. Columns 7 through 10 indicate
the estimated (relative) concentrations at ground level (for stability conditions "A" and "C") and at 1.75 m
(for the same stability conditions), respectively. Concentrations at ground level are calculated simply as:

1/Orray*oyU).
Where: . . , . ' •

all parameters have been previously defined.

Concentrations at a height of 1.75: m (as described in Turner 1970) are calculated as: :

1/(TTay*az*U)*exp[-0.5(1.75yoz)2]. ..

Where:
all parameters have been previously defined.

As can be seen in the table, at a distance of as much as 3m (10 ft) from a ground level source,
concentrations at a height of 1.75 m are only about one fifth of what they are at ground level. As can be
seen in the bottom-most portion of Table E-1 (which is identical to the section just described, except for
the distance assumed), even at a distance of 5 m, concentrations at 1.75 m are less than one third of
what they are at ground level.

The above concentration estimates and ratios assume that the receptor remains directly downwind of the
source. Given that individuals are highly unlikely to constantly and continually walk, run, bicycle, or
rototill directly into the wind (in fact, this is virtually impossible even if their might be a desire to do so), the
direction of the trailing plume from these activities will vary radically over time (both absolutely and
relative to the direction of travel). Thus, averaged over time and considering the above, concentrations
even out to a distance of 5 m (or more) from the source are unlikely to completely mix to a height of 1.75
m.
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Given the above, it appears that assuming a mixing height of 1.75 m (the height of a standing adult) and a
width of 3 m represent reasonably conservative dimensions for a box within which concentrations can be
considered to be well mixed for the purposes of estimating dispersion of emissions from these activities.
Moreover, given that the participant remains much closer (laterally) to the source than 3 m, as previously
indicated (Section 5.3.1), these models are much more appropriate for a receptor following constantly and
continuously behind the individual generating the dust than for the generator of the dust (i.e. the
participant) themselves.

Gardening, Children Playing in Soil, Handling ACM

The dimensions of the box assumed to estimate dispersion for these pathways were chosen
conservatively to be approximately equal to the distance between an adolescent's hand and their nose
when their arm is extended (0.5 m). It is;highly unlikely that dust emitted from a ground level source will
mix entirely within this small area before substantial numbers of the particles are swept away by the wind '•
so that a substantial gradient is established between the source and the nose of the crouching participant.

Construction-related Activities . :

For operations that are potentially stationary (i.e. excavation and loading or dumping) a very small (and :
therefore highly conservative) "personal" box was constructed assuming a worker remains within a few
meters directly downwind of the activity for an entire 8-hour shift (over the entire construction period). It
was thus assumed that dispersion would only widen the plume from the activity to a^width of. 5 meters (15
ft). It was also assumed conservatively that dispersion would be limited to mixing within a height equal to
the breathing zone of atypical worker (i.e. 1.75 m). This is much more highly conservative than the
approach currently recommended by U.S.EPA (2002) in which it is assumed that construction activities
contribute to contamination that is spread generally throughout.the construction area. This latter model is
employed here only for construction-related transport (for which it makes most sense) and for estimating
exposure to neighboring residents from combined emissions during construction (see Table.16).

For operations involving mobile equipment (i.e. grading and transport), the near impossibility of having a •
pedestrian worker remain directly downwind within a few meters of moving equipment was recognized.
Therefore, a larger box is assumed for these scenarios. Note, drivers of such equipment are typically
exposed only minimally because they are constantly moving ahead of the dust cloud created by the
equipment: . . ;

For mobile equipment, it is assumed conservatively that a worker might remain oh average within 10 m to .
20 m (30 to 60 ft) of such vehicles during an 8-hour shift and that most of the time, the worker would
remain downwind. Consequently, a crbsswind width for the source of 10 m is. assumed. Given the. larger .
size of the box and the larger distance, on average, over which dust must disperse before being inhaled
by workers in these cases, a still conservative mixing height of 4 m (12 ft) is assumed for this box.
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APPENDIX F:
EVALUATION OF SOIL SAMPLES FROM THE NORTH RIDGE ESTATES SITE

THAT WERE COLLECTED AND ANALYZED BY THE U.S.EPA AND AN
EVALUATION OF THE RELATIVE ABUNDANCE OF CHRYSOTILE AND

AMPHIBOLE ASBESTOS AT NORTH RIDGE

Results from the analysis of twelve samples collected and analyzed by the U.S.EPA at
the North Ridge Estates site are presented in Table F-1. These samples were prepared
and analyzed using the Modified Elutriator Method (Berman and Kolk 2000) in the same
manner as the soil samples presented in the main study of this report. However, only
the soil components of each sample of the set collected by U.S.EPA were analyzed.
The ACM components were not analyzed.

In Table F-1, the first column indicates the sample identification number, the second
;column indicates the-mass fraction of ACM observed in the sample, the third column
indicates the analytical sensitivity achieved for analysis of each sample, and the fourth
column indicates the type of asbestos detected (i.e. chrysotile or amphibole). -:

The fifth through ninth column of Table F-1 indicate, respectively, the number of
asbestos structures observed that are: short protocol structures (5 um < L < 10 um),
jong protocol structures (L > 10 urn), 7402 structures (L > 5 urn), other ISO structures
(primarily short, L < 5 urn), and;total structures2. The 10th through 13th columns
indicate, respectively, the estimated concentrations of total protocol structures, long
protocol structures, 7402 structures, and other ISO structures. The last column ;of Table
F-1 indicates the fraction of protocol structures that are longer than 10 um.

The raw data from the analyses listed in Table F-1 were also provided by U.S.EPA
(Wroble, private communication) so that the quality of these data could be evaluated.
This also allowed an evaluation 'of the relative size distribution of the asbestos
structures and the relative occurrence of amphibole asbestos observed among the
samples analyzed.

Note that the results of the evaluation presented in this appendix are preliminary and a
more detailed evaluation will be incorporated into the final risk assessment for this site.

Data Quality

Importantly, the data provided are "preliminary" meaning that the laboratory's internal
QA/QC checks have not been completed at this point. In fact, some problems were
noted. First, it was observed that the mass of the respirable dust deposited on some of
the analytical filters was incorrect in that they were originally reported to be a factor of
ten too small. It was also noted that the masses were determined using a mass

2 In this table, "total structures" means all asbestos structures of any length. This contrasts with
Tables 1 and 6, where "total structures" means the sum of protocol and 7402 structures, which are both
longer than 5 um. Thus, the quantities of total structures reported in Tables 1 and 6 cannot be compared
to the quantities of total structures reported in Table F-1.
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balance that does not satisfy the precision requirements for this method. Second, while
the summary sheets did not list any detection of amphibole asbestos, on reviewing the
raw count sheets, a small number of suspect amphibole structures were noted. Based .
on subsequent discussions with the laboratory (and additional evaluation by the
laboratory), a subset of these structures were confirmed as amphibole asbestos
(amosite). Despite these problems, the data are evaluated below (without adjustment)
and their implications are included in the main body of this report.

Seven of the 12 samples reported by U.S.EPA exhibited four or more totalstructures
and the counts of structures on the individual grid specimens of these samples were
evaluated in the same manner described in Section 4.1.2 of the main body of this report
to evaluate the uniformity of the deposits on each sample filter. Results indicate that,
with the exception of Sample No. 508, filter deposits all appear to be adequately uniform
to allow extrapolation of concentrations from the TEM analyses to the entire filter with
confidence. The distribution observed on sample No. 508 is clearly not uniform.
Nevertheless, analytical results'from this sample were employed in the following
evaluation without modification. Moreover, as there were no long structures or
amphibole asbestos structures observed in this sample, it does not appear that
problems with this sample adversely affect the conclusions of the following evaluation.

Because there are no blank or duplicate analyses reported among the U.S.EPA
samples, it is not possible to evaluate either the potential for outside contamination or
the overall performance of the analyses reported. At the same time, there is no specific
evidence to suggest the kinds of problems that would normally be highlighted by these
types of QC samples.

Implications Concerning Structure Size and Field Consistency

As can be from Table F-1, the twelve samples collected and analyzed by U.S.EPA
exhibit a broad range of concentrations that vary by more than an order of magnitude
(from 1.4x106 to 4.7x107 s/gPMio) for short structures. There is also one sample in which
no structures were detected. Moreover, a statistical analysis of these data (conducted
in the manner described in Section 4.1.4) indicates that they are not mutually
consistent.

The above-described results are not surprising given that the locations from which these
samples were collected were selected purposely as a mix of high-traffic areas of
residential yards and "hot spot" areas where high concentrations of ACM were observed
either currently or prior to the last pickup of surface ACM (Mehnert, W, private
communication, email message dated 6/10/04). Given the manner in which sample
locations were selected, this set of samples should be considered to provide
conservative (positively biased) measurements of asbestos concentrations that may be
found in soils in residential yards at the North Ridge Estates site. However, the degree
to which this set of samples is positively biased cannot be determined from available
information.
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It is also apparent from the data presented in Table F-1 that the vast majority of the
asbestos structures observed are short (i.e. shorter than 5 urn). In fact, based on the
raw data provided by U.S.ERA, 70 (or 80%) of the 86 structures detected among these
samples are short. This is consistent with general observations concerning the size
distributions of asbestos dusts in that the majority of structures in all such dusts are
short (see, for example, Berman and Chatfield 1990).

Only a small number of the structures detected in the U.S.EPA samples are either
protocol structures or 7402 structures, which are the structures that are evaluated to
assess risk (see Section 5.4). These latter structures were observed in only:ttwo of the :
12 samples analyzed and the observed concentrations of these latter structures range
only up to 8x106 s/gPMio for protocol structures and up to 4x106 s/gPMio for 7402
structures. :

Comparing the ranges of concentrations for protocol structures and 7402 structures
observed in these samples with those reported for the composite samples in the main
study (see Tables 1 and 6), it is apparent that they are consistent. Although the majority
of samples in both sample sets exhibited no detectable protocol or 7402 structures, the
upper 95% confidence limit concentration estimated for the samples from the main
study (9x106 s/gPMio - Table 16) is greater than the maximum observed concentration .
among the U.S.EPA samples for either protocol structures or 7402 structures. Thus, ,
although the observed concentrations among the U.S.EPA samples are slightly greater
than those observed in the main study (which is expected because the U.S.EPA
set is positively biased), the two data sets are statistically consistent.

The relative consistency of the U.S.EPA samples and the composite samples from the
main study does not appear to extend to the mass fractions of ACM observed among
the two sets of samples. While the highest fraction of ACM in the composite samples ';
from the main study is Jess than 0.9% (Table 6), ACM concentrations in the U.S.EPA
samples range up to 4% by mass and one third of the samples contain more than 1%
by mass. This is consistent with the fact that these samples were intentionally collected
from "hot spot" areas (Mehnert, private communication, email message of 6/10/04).

' ' ' "-^ciJUro vtrifi&xs-* I--] fc^*-*" kfct i-p-T A^-k/K/v^U~*ju ̂ x,
Given the above, use of upper bound estimates of the asbestos concentrations
observed among composite samples should be considered to be conservative for (and
inclusive of) the results provided for the U.S.EPA samples. These, in turn, are expected
to represent conservative estimates of the kinds of materials to which individuals may
become exposed on their own properties (due to the locations from which they were
collected). Moreover, because the concentrations from these samples that are used in
the risk assessment are the maximum concentrations observed with contributions from
the embedded ACM included, these estimates should be considered to be extremely
conservative. This should remain true even though contributions from the ACM
components were not reported for the U.S.EPA samples. This is because we are
assuming that the ACM in the composite samples from the main study has completely
degraded and released all of its asbestos, and this will certainly not occur for years to
come (if ever).
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It should also be noted that, although the composite samples collected in the main study
do not exhibit ACM concentrations as high as those observed among the U.S.EPA
samples, the complete data set from the main study (including the samples from hot
spot areas) do appear to adequately bracket the U.S.EPA samples. With the hot spot
samples included, the data set from the main study includes samples in which the
fraction of ACM ranges up to 31% by mass. Moreover, as with the U.S.EPA samples,
one third of the samples evaluated in the main study also exhibit ACM concentrations ;
exceeding 1%. As indicated above, however, considering the full contributions from
embedded ACM in the U.S.EPA samples (i.e. assuming that the ACM were to
completely degrade) may not be necessary to assure that risk estimates are adequately
conservative, at least for. the purposes of this preliminary risk assessment. This
consideration will be revisited in the final risk assessment for this site. ~ :

Implications Concerning the Presence of Amphibole Asbestos

As can be seen in Table F-1, two of the 12 samples collected by U.S.EPA (Nos. 512
and 518) exhibit detectable concentrations of amphibole (a single structure each).
Based on the raw data, 2 of the 86 structures observed in this sample set (or 2%) are
composed of amphibole asbestos. In comparison, 9 of 106 (or 8%) of the asbestos
structures detected among the soil component samples of the main study are
amphibole (all observed in a single hot spot sample). Thus, despite the fact that the
U.S.EPA sample set was intentionally biasecfhigh, the data from the main study appear
to adequately bracket the U.S.EPA results. Moreover, both of the amphibole structures
detected in the U.S.EPA study are short (i.e. shorter than 5 urn so that they do not fall
into the range of structures considered to be biologically active in this study): Because
it is known that short structures universally represent the vast majority of any distribution
of asbestos structures, the implication from this observation is that/if biologically active
amphibole structures are indeed present in the general environment at the North Ridge
Estates Site, they must be rare.

Given its particular importance for risk assessment, the prevalence of amphibole
asbestos is evaluated below based on the incidence of amphibole asbestos observed in
the U.S.EPA study and the main study (conducted to support this evaluation). Results-
from this evaluation are then supplemented with additional observations concerning the
nature and distribution of amphibole-containing ACM observed in the field (see below
and Section 5.5.2).

A summary comparison of the observed occurrence and concentrations of amphibole
asbestos reported for the U.S.EPA data set and the data set from the main study in this
document is presented in Table F-2. The comparison is designed to provide data useful
for estimating overall exposure to amphibole asbestos at the North Ridge Estates Site.

In Table F-2, the first column indicates the specific study considered in each row (the
U.S.EPA study, the main study, or the two studies combined). The second column
indicates the specific sample set within each study considered. Thus, within the main
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study, the composite samples (representing average conditions over the site) and the
hot spot samples (representing worst-case conditions) are each considered separately
as well as combined. The subset of samples from the main study that were subjected
to a full ISO count (including analysis for short structures) is also evaluated because this
subset can be compared to (and combined with) the data for short structures from the
U.S.ERA study. The third column of the table indicates the number of samples within-
each study/sample set considered. .

The fourth and fifth columns of Table F-2 indicate, respectively, the estimated analytical
sensitivity for each study/sample set considered and an indication whether each
analytical sensitivity is derived based on individual samples or is pooled over the
study/sample set considered.

The next four columns of the table indicate the maximum concentrations of amphibole
asbestos observed, respectively, as total protocol structures, long protocol structures,
7402 structures, and short ISO structures. If no structures of a particular typeiwere
detected'within the study/sample set considered, results for that structure type are
reported as ND (non-detect). Because only samples in a subset from the main study
were analyzed for short structures, some of the concentrations reported in this column
are reported as NA (not analyzed). i

For sample sets in which neither amphibole protocol structures nor amphibole 7402
structures were detected, the 10th and 11th columns of Table F-2 present upper
confidence limit (UCL) concentration estimates that are appropriate for samples in
which no structures are actually detected. Such concentrations are estimated to
address the possibility that the small number of shorter amphibole structures that were
detected (as previously noted) imply the presence of the longer protocol and/or 7402
structures (at concentrations too low to be observed among the samples analyzed).

UCL concentration estimates for samples in which no protocol or 7402 structures were
detected are derived by considering that the probability of encountering a structure
during an analysis is Poisson distributed. Based on a Poisson distribution, the upper
95% confidence limit on a count of zero is a count of three. Thus, the UCL's are set
equal to the concentration equivalent to the detection of three structures and, ,
correspondingly, are estimated simply as three times the analytical sensitivity for the
study/sample set considered. Note that this is extremely conservative for the
concentration of longer structures (i.e. protocol structures or 7402 structures), because
such structures typically constitute no more than 10 to 20% of an asbestos distribution
(Berman and Chatfield 1990) while the UCL's estimated in the manner described above
are in fact higher than the concentrations of the shorter structures (< 5 urn) that were
the only amphibole structures actually observed. Therefore, when applied in the risk
assessment, the relative infrequency of detection of these structures is addressed by
pooling the appropriate data sets to obtain more realistic estimates of analytical
sensitivity.
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The last four columns of Table F-2 provide measures of the frequency of occurrence for
amphibole asbestos at the North Ridge Estates site, based on observations from each
of the study/sample sets considered. The frequency of occurrence is estimated
separately for short structures and biologically active structures in each of two ways.
Column 12 presents the fraction of short asbestos structures observed in each
study/sample set that are represented by amphibole asbestos and Column 13 indicates
the fraction of the number of samples from each data set in which short amphibole
structures were observed. Columns 14 and 15 of the table indicate the same
information for biologically active structures.

Amphibole protocol or 7402 structures (i.e. biologically active structures) were only
observed in a single sample in any of the studies (i.e. in one of 29 samples). Moreover,
this sample (Hot Spot No. 6) was collected from a hole in a foundation, which is;a
location where the existence of steam-pipe insulation might not be unexpected. ; ••••-•
Correspondingly, a substantial number of amphibole asbestos structures were observed
in this one sample.

In fact, steam-pipe insulation (as ACM) was observed IjnJnree limited areas of the North
Ridge Estates site following the recent spring thaw (y r̂dble\ private communication),
although these areas were subsequently cleaned up/^IVter-eQver, insulation wrapped
steam pipe is known to exist at depth in certain well-defined corridors of the site, based
both on historical records and the results of a geophysical survey recently conducted
(PBS 2004). Thus, the presence of this material is addressed explicitly in this risk

.assessment. -

In addition, the detection of one short amphibole structure in each of two composite
samples from the U.S. ERA study is conservatively considered to be evidence of a low
level of general amphibole contamination that might be spread about the site. When
combined with the four additional samples from the main study that were also analyzed
for short structures, the occurrence of short amphibole structures is observed to be 2 in
16 samples or approximately 13%. As indicated above, although hot detected directly,
the presence of biologically active structures is inferred from the presence of the short
structures and the concentrations are estimated in an extremely conservative fashion.
Thus, the potential for general, low-level contamination with amphibole asbestos is also
addressed in. the risk assessment presented in this report.
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TABLE F-1
SUMMARY OF ASBESTOS CONCENTRATION MEASUREMENTS IN SOIL SAMPLES COLLECTED BY U.S.EPA

FROM THE NORTH RIDGE ESTATES SITE, KLAMATH FALLS, OREGON

Asbestos Structure Counts
Soil Soil ________in Soil________

Sample Fraction Analytical Asbestos Short Long Other
Number ACM Sensitivity Type Protocol Protocol 7402 ISO Tota|a

(gig) (s/g) (Number) (Number) (Number) (Number) (Number)

Asbestos Concentrations
in Soil

Total Long
Protocol Protocol 7402
(s/gPMio) (s/gPMio) .

Other
ISO

Fraction •
Long

Protoco
in Soil

500
503
504
505
506
508
509

0.0086
0.043

0.0050
0
0

0.034
0.023

1.84E+06
1.97E+06
1.97E+06
1.97E+06
1.73E+06
1.38E+06
1.02E+06

Chrysotile
Chrysotile
Chrysotile
Chrysotile
Chrysotile
Chrysotile
Chrysotile

0
0
1
0
0
0
0

0
0
3
0
0
0
0

0
0
2
0
0
0
0

7
6
24
0
1

11
4

7
6
28
0
1

11
4

7.9E+06 5.9E+06

1.3E+07
1.2E+07

3.9E+06 4.7E+07

1JE+06
1.5E+07
4.1E+06

513 0 1.44E+06 Chrysotile
514 0.0012 1.84E+06 Chrysotile

0
0

0
0

0
0

1
3

1
3

1.4E+06
5.5E+06

519 0.0068 1.46E+06 Chrysotile . 1 12 14 - 1.5E+06 1.5E+06 1.8E+07

I TOTALS: 2 3 3 8 0 8 6

Note/shading highlights the samples in which amphibole asbestos structures were detected among the samples analyzed.

, 1
D. Wayne Berman, Aeolus, Ir

125



TABLE F-2:
OCCURRENCE OF AMPHIBOLE ASBESTOS AT THE

NORTH RIDGE ESTATES SITE, KLAMATH FALLS, OREGON

Maximum Amphlbole Concentrations

Data Set

U.S. ERA

ain Study

yombined

Sample
• Set

Composites'*

Hot Spots
Total

Full ISO Analyses

U.S.EPA & Composites
U.S.

U.S.EPA &

ERA & Main Study

Full ISO Analyses

Number
of

Samples

12
12

10
10
7
17
4

22
29
29
16

Mean
Analytical
Sensitivity

(s/gPMio)

1.6E+06
1.3E+05

2.0E+06
2.0E+05
2.QE+Q6
2.0E+06

7.8E+04
2.0E+06
6.1E+04
1.3E+05

Pooled?

No
Yes

No
Yes

' No
No
No

Yes
No

Yes
Yes

Protocol
Structures

(s/gPMio)

ND
ND

ND
ND.

8.E+06
8.E+06

ND
8.E+06
2.E+05

Long
Protocol

Structures
(%)

ND
ND

ND
.ND
50 :
50

ND
50
50 •

7402
Structures

(s/gpMio)

ND
ND

ND
ND :

2.E+07
2.E+07

ND
2.E+07
5.E+05

Short
Structures

(s/gpMto)

2.E+06
3.E+05

NA
. NA

NA
NA
ND .

NA
NA
NA

3.E+05

Maximum
UCL

Protocol
Structures'1

(s/gpMio)

<5.E+06
.<4.E+05

<6.E+06
<6.E+05

<2.E+05 '

Maximum Short Structures
UCL Fraction Fraction
7402 of of

Structures'* Structures Samples
(s/gpMto) (%) (%)

<5.E+06 2 17
<4.E+05

<6.E+06
<6.E+05 , . .

0 0

<2.E+05

2 13 -

Biological Structures'
Fraction

of
Structures0

(%)

0

0

8
8

8

Fraction
of

Samples
(%)

0

0

14
6

3

Notes:
a In this context, biological structures is intended to mean the combination of protocol structures and 7402 structures.
b UCL concentration estimates for samples in which no protocol structures or 7402 structures were detected were derived based on the observation

that the 95% upper confidence bound on a count of zero for Poisson distributed data is a count of three. Thus, the UCL concentration
estimate for zero structures detected is equal to three times the analytical sensitivity (see text).

c These percentages exclude non-amphibole structures observed among the ACM components of each sample. Including such structures would
substantially dilute these values.

d The number of structures reported for this sample set excludes the one "background" sample that was also analyzed along with the composite samples.
ND means "not detected." . . .
NA mean "not analyzed." .

D. Wayne Berman, Aeolus, Inc.
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